
PRODUCTION COMPANY
A Subsidiary of Inland Resources Inc.

December 7, 2001

' State of Utah
Division of Oil, Gas & Mining
Attn: Brad Hill
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Application for Permit to Drill: 14A-34-8-16.

Dear Brad:

Enclosed find an APD on the above referenced well. If you have any questions, feel free
to give either Brad or myself a call.

Sincerely,

Mandie Crozier
Permit Clerk

mc
enclosures

DMSION OF
OIL, GAS AND MENG

Inland Production Company Field Office • Route 3, Box 3630 • Myton, UT 84052 • 435-646-3721 • FAX 435-646-3031

Corporate Office • 410 Seventeenth Street, Suite 700 • Denver, CO 80202 • 303-893-0102 • FAX
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FORM 3160-3 SUBMIT IN TRIPLICATE* Form appoved.

(December 1990) (Other instructions on ludget Bureau No. 1004-0136

reverse side) Expires December 31, 1991

UNITED STATES
DEPARTMENT OF THE INTERIOR 5.LEASEDESlGNATIONANDSERIALNO.

ÛÛ$ BUREAU OF LAND MANAGEMENT UTU-47171
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK N/A

la.TYPEOFWORK DRILL DEEPEN 7.UNITAGREEMENTNA

lb. TYPE OF WELL f. . Wells Draw (
OIL GAS SINGLE MULTIPLE 8. FARM OR LEASE NAME WELL NO

WELL WELL OTHER ZONE | X |ZONE 14A-34-8-16
2. NAME OF OPERATOR 9. API WELL NO.

Inland Production Company
3. ADDRESSOF OPERATOR 10. FIELD AND POOL OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Monument Butte
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLK.

At Surface SE/SW 729' FSL 1963' FWL 0 Ñ AND SURVEY OR AREA

At proposed Prod. Zone 57CO'§Ë SE/SW
Sec. 34, T8S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13. STATE

Approximately 12.4 miles southwest of Myton, Utah Duchesne UT
15. DISTANCE FROM PROPOSED* LOCATION TO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to

Approx. 677' f/Ise line & 677' flunit line 160.00 40
18. DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELL, 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLIED FOR ON THIS LEASE, FI.

Approx. 1372' 6500' Rotary
2l. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. ÄPPROX. DATE WORK WILL START*

5650.2' GR |1stQuarter2002

SI E OF

HPROPOSED CASING AND CEMENTING PROGW

H FooT SETTING DEPTH QUANTITY OF CEMENT

Refer to Monument Butte Field SOP's Drilling Program/Casing Design

Inland Production Company proposes to drill this well in accordance with the attached exhibits.

The Conditions of Approval are also attached.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive zone.
If proposal is to drill or deppen directionally, give pertine t data on subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

24.SIGNED

TITLE Permit Clerk DATE ecember 6, 2001
PThis space for Federal or State o

APPROVAL DATE

Application approval does not warrant or certify that the applicant hol legal or equitable title to those rights in the subject lease which licant to conduct operations thereon.

CO NTIODNSOFA AL :

TITLEYBRADLEYG. HILL
TE

*See Instructions On Reverse Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or flaudulent statements or representations as to any matter within its
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- 80.18 (G.L.O.) #14A-34-8-16, LOCATED AS SHOWN IN

THE SE 1/4 SW 1/4 OF SECTION 34,
T8S, R16E, S.L.B.&M. DUCHESNE COUNTY,
UTAH.

N
19to -

Brass Cp 34 i
L LOCANOV:
LS DRAWUH/T/14A-34-8-16

ELEV UNGRADED GROUND = 5650.2' THIS IS TO CERTIFY T E ABOVE PLAT WAS
PREPARED FROM ÑÒTE ACTUAL SURVEYS

- --- - - -- - --- ------ --- --- -- -- - - - MADE BY ME ÀÑÛ E ISION AND THAT
THE SAME A TO THE BEST OF

I MY KNOWLE F BELIEF.

1963' & No.189377 §
DR/LL/NG
SYNDOW RE T VEY

E I . 377
1910 A E UTAH
Brass Cap

o NB9°24'56"E
-- 2636.41' (MeS89

57'E (G.L.O.) TRI STATEL C & CONSULTING
38 WEST 100 NORTH - VERNAL,UTAH 84078

(435) 781-2501

= SECTION CORNERS LOCATED scALE: 1" = 1000' SURVEYED BY: L.D.T. D.J.S.

DATE: 10-31-01 DRAWNBY J.R.SBASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SE)
NOTES: FILE
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DEC-11-2001TUE02.11 PM FAXNO. P. 02

002
United States Department of the Interior

BUREAUOF LANDMANAGEMENT
Utah State Office
P.O. Box45155

Salt Lake City, Utah 84145-0155

INREPLYREPERTO:
3150
(UT-922) December 11, 2001

Memorandum

To: Assistant District Nanager Minerals, Vernal District

From' Michael Coulthard, Petroleum Engineer

subject: 2001 Plan of Development Wells Draw Unit

Duchesne County, Utah.

Pursuant to email between Lisha cordova, Division of Oil, Gas and

Mining, and Mickey coulthard, Utah State office, sureau of Land

Management. The following well is planned for calendar year 2001

within the Wells Draw Unit, Duchesne County, Utah.

API WELL NAME LOCATION

(Proposed Pz Green River)

43-013•32330 Welis Drau 14A-34-8•16 Soc. 34, TBS, R16E 0729 F51- 1963 FWL

This office has no objection to permitting the well at this time.

/s/ Michael L. Coulthard

bee: File - Wells Draw Unit
Division of Oil Gas and Mining
Agr. Soc. Chron
Fluid Chron
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Well No.: Wells Draw 14A-34-8-16

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

CompanylOperator: Inland Production Company

Well Name & Number: Wells Draw 14A-34-8-16

API Number:

Lease Number: UTU-47171

Location: SE/SW Sec. 34, T8S, R16E

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL

CULTURAL RESOURCES
See DIAMOND MOUNTAIN RESOURCE AREA RESOURCE MANAGEMENT PLAN
AND RECORD OF DECISION (Fall 1994).

PALEONTOLOGICAL RESOURCES
See DIAMOND MOUNTAIN RESOURCE AREA RESOURCE MANAGEMENT PLAN
AND RECORD OF DECISION (Fall 1994).

SOILS, WATERSHEDS, AND FLOODPLAINS
See DIAMOND MOUNTAIN RESOURCE AREA RESOURCE MANAGEMENT PLAN
AND RECORD OF DECISION (Fall 1994).

WILDLIFE AND FISHERIES
See DIAMOND MOUNTAIN RESOURCE AREA RESOURCE MANAGEMENT PLAN
AND RECORD OF DECISION (Fall 1994).

THREATENED, ENDANGERED, AND OTHER SENSITIVE SPECIES
BURROWING OWL: Due to the proximity of the location to active prairie dog towns,
there is the potential to encounter nesting burrowing owls between April 1 and July
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must be completed prior to initiating new construction or surface disturbing
activities (see Survey Protocol COAs EA Number 1996-61).

LOCATION AND RESERVE PIT RECLAMATION
During construction of the reserve pit, a small amount of topsoil shall be stockpiled nearby,
to be spread over the reserve pit area at the time the reserve pit is reclaimed.

The topsoilstockpile shall be reseeded immediately after site construction by broadcasting
the seed, then walking the topsoil stockpile with the dozer to plant the seed.

The following seed mixture will be used on the topsoilstockpile, the recontoured surface of
the reserve pit, and for final reclamation: (Allpoundages are in pure live seed)

Shadscale Atriplex confertifolia 4 lbslacre
Galleta grass Hilaria jamesii 4 Ibslacre
Indian ricegrass Oryzopsis hymenoides 4 Ibs/acre

The reserve pit shall be reclaimed immediately after drilling operations have ceased. The
pit shall be reclaimed by: 1) removing all liquids and any oily debris according to Utah
Division of Oil, Gas, & Mining pit closure rules; 2) perforating and folding the liner in place;
3) recontouring the surface; 4) broadcasting the seed over the recontoured surface; and 5)
walking the surface of the pit with a dozer to plant the seed.

At the time of final abandonment, the location and access will be recontoured to natural
topographyand topsoilspread over the area and the surface seeded immediately.

PIPELINES
Installation of a surface gas pipeline and/or any subsequent buried gas or water pipelines
willfollow the conditions of approval outlined above.

Except as specified in the APD, the installation of the surface gas line and any subsequent
buried pipelines willfollow the edge of the existing roadways without interfering with the
normal traveland maintenance of the roadway.

The installation of any buried pipelines willdisturb as littlesurface as possible and willnot
exceed 60 feet in width. Reclamation of the disturbance area associated with buried
pipelines will be completed within 10 days after installation. The surface willbe
recontoured to natural or near natural contours. Reseeding will be with the same seed
mixture specified for reclamation of the reserve pit and well site. The interface of the
buried line disturbance area and the edge of any adjacent access roads willbe
constructed with a borrow ditch and road berm to minimize vehicular travelalong the water
line route.
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INLAND PRODUCTION COMPANY
WELLS DRAW #14A-34-8-16

SE/SW SECTION 34, TSS, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 1640'
Green River 1640 '

Wasatch 6500'

3. ESTIMATED DEPTIIS OF ANTICIPATED WATER,OIL, GAS OR MINERALS:

Green River Formation 1640' -- 6500' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FØR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CIIARACTER15TICS OF TITEPROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRES$URE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 2000 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF TIIE OPERATIONS:

Please refer to the Monument Butte Field
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INLAND PRODUCTION COMPANY
WELLS DRAW #14A-34-8-16

SE/SW SECTION 34, TSS, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POLYT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Inland Production Company well location site Wells Draw # 14A-34-8-16 located in the
SE 1/4 SW 1/4 Section 34, TSS, Rl6E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southeasterly along Bwy 53 - 8.3 miles ± to it's junction
with an existing road to the southwest; proceed southwesterly - 3.9 miles ± to it's junctionwith
an existing road to the south; proceed southerly - 0.2 mile ± to the existing 14-34B well location;
proceed westerly along the proposed access road - 1110' ± to the proposedwell location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATERSUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERIALS

Please refer to the Monument Butte Field SOP.

7. METIIODS FOR HANDLINGWASTEDISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.

9. WELL SITE LAYOUT

The attached Location Layout Diagram describesdrill pad cross-sections, outs and illls, and
locations of the mud tanks, reserve pit, pipe racks, trailer parking, spoil dirt stockpile(s), and
surface material stockpile(s).
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10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITIONAL INFORMATION

The Paleontological Resource Survey and Archaeological Resource Survey for this area are
attached.

Inland Production Company requests a 60' ROW for the Wells Draw #14A-34-8-16 to allow for
construction of a 6" gas gathering line, and a 3" poly fuel gas line. Both lines will tie in to the
existing pipeline infrastructure. Refer to Topographic Map "C."

Water Disposal
Formation water is produced to a steel storage tank. If the production water meets quality
guidelines, it is transported to the Ashley, Monument Butte, Jonah, and Beluga water injection
facilities by company or contract trucks. Subsequently, the produced water is injected into
approved Class II wells to enhance Inland's secondary recovery project.

Water not meeting quality criteria, is disposed at Inland's Pariette #4 disposal well (Sec. 7, T9S
RI9E) or at State of Utah approved surface disposal facilities.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Mandie Crozier

Address: Route #3 Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that INLAND PRODUCTION COMPANY is considered to be the
operator of well #14A-34-8-16 SE/SW Section 34, Township 8S, Range 16E: Lease UTU-
47171 Duchesne County, Utah: and is responsible under the terms and conditions of the lease for
the operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditîons which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Inland Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

December 7, 2001 42
Date Mandie Crozier

Permit Clerk
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WORKSHEET

4 APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/10/2001 API NO. ASSIGNED: 43-013-32330

WELL NAME: WELLS DRAW 14A-34-8-16

OPERATOR: INLAND PRODUCTION ( N5160 )

CONTACT: MANDIE CROZIER PHONE NUMBER: 435-646-3721

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SESW 34 OSOS 160E

SURFACE: 0729 FSL 1963 FWL Tech Review Initials Date

BOTTOM: 0729 FSL 1963 FWL Engineering
DUCHESNE

MONUMENT BUTTE ( 105 ) Geology

LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: UTU-47171

SURFACE OWNER: 1 - Federal

PROPOSED FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

V Plat R649-2-3. Unit EXPANDED WELLS DRAW

Bond: Fed[1] Ind[] Sta[] Fee[] R649-3-2. General
DRo. 4488944 ) Siting:460 From Qtr/Qtr & 920' Between Wells

Potash (Y/N) R649-3-3. Exception
,4fËlShale 190-5 (B) or 190-3 or 190-13

Water Permit v Drilling Unit

DRo.MUNICIPAL ) Board Cause No:

RDCC Review (Y/N) Eff Date:

(Date: )
Siting: |

Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS :
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State of Utah
0 0 5 DEPARTMEm OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Kathleen Clarke

Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton
801-359-3940 (Fax)

Division Director 801-538-7223 (TDD)

December 11, 2001

Inland Production Company
Rt 3 Box 3630
Myton, UT 84052

Re: Wells Draw 14A-34-8-16 Well, 729' FSL, 1963' FWL, SE SW, Sec. 34, T. 8 South,
R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-32330.

erely,

ohn R. Baza
Associate Director '

er
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District
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Operator: Inland Production Company

Well Name & Number Wells Draw 14A-34-8-16

API Number: 43-013-32330

Lease: UTU 47171

Location: SE SW Sec. 34 T. 8 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas

Conservation General Rules, and the applicable terms and provisions of the approved

Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (80 l) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.

• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,

including but not limited to the Entity Action Form (Form 6), Report of Water

Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and

completion operations, and Sundry Notices and Reports on Wells requesting approval of

change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be

obtained prior to
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FORM 3160-5 BNITED STATES FORM APPROVED

(June 1990) DEPAL JENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

ÛÛ$ SUNDRY NOTICES AND REPORTS ON WELLS UTU-47171

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE WELLS DRAW
l. Type of Well

Oil | Gas 8. We11Nameand No.
X wen |wen Other WELLS DRAW 14A-34-8-16

9. API Well No.

2. Name of Operator 43-013-32330

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

729 FSL 1963 FWL SE/SW Section 34, TOSSR16E DUCHESNE COUNTY, UTA

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF AC flON

X |Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Permit Extension Dispose Water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Inland Production Company requests to extend the permit to drill this well for one year.

Approved by the
Utah Division of

Oil, Gas and Mining

Date: RECEIVED
ßý: FEBi 9 2002

COPf SENTlOOPERIOR DIVISION OF
Date: A RR OIL, GAS AND MINING

Pe e Date 2/15/02

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: Utah DOGM

Title 18 U.S.C. Section 1001,makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its
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FORM3160-3 SUBMIT IN TRIPLICATE* Form approved.
(Dect.nber 1990) (Other instructions on Budget Bureau No. 1004-0136

reverse side) Expires December 31, 1991

UNITEDSTATES
gg DEPARTMENT OF THE INTERIOR 5.LEASEDESlGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT UTU-47171
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK N/A

la.TYPEOFWORK DRILL DEEPEN O 7.UNITAGREEMENTNAME

lb. TYPE OF WELL Wells Draw
OIL GAS SINGLE MULTIPLE 8. FARM OR LEASE NAME WELL NO

WELL WELL OTHER ZONE | X ZONE I I 14A-34-8-16
2. NAME OF OPERATOR 9. API WELL NO.

Inland Production Company
3. ADDRESS OF OPERATOR 10. FIELD AND POOL OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Monument Butte
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* e-- --- . 11, SEC.,T., R., M., OR BLK.

At Surface SE/SW 729' FSL 1963' FWL I * L C AND SURVEY OR AREA

SE/SWAt proposed Prod. Zone CËQ 1 Û Sec. 34, TSS, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13. STATE

Approximately 12.4 miles southwest of Myton, Utah Duchesne UT
15. DISTANCE FROM PROPOSED* LOCATION TO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17.NO OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to

Approx. 677' f/Ise line & 677' flunit line 160.00 40
18. DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELL, 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLIED FOR ON THIS LEASE, FT.

Approx. 1372' 6500' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

5650.2' GR 1st Quarter 2002
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT/FOOT SETI[NG DEPTH QUANTITY OF CEMENT

Refer to Monument Butte Field SOP's Drilling Program/Casing Design

i I I
Inland Production Company proposes to drill this well in accordance with the attached exhibits.

The Conditions of Approval are also attached.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive zone.
Sroposal d , gi epn on s cenlocations and measured and true vertical depths. Give blowoutATreEventer pro bæeyr

6, 2001

P

r ate es

APPROVALCONDITIONSOFAPPROVALATTACHED
Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

CONDITIONS OF APPROVAL, IF ANY:

APPROVE E

AS 997
DATE

*See Instructions On Reverse Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, tictitiousor fraudulent statements or representations as to any matter within its jurisdiction.

OIL,GASAND
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APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK N/A

la.TYPEOFWORK DRILL DEEPEN O 7.UNITAGREEMENTNAME

lb. TYPE OF WELL Wells Draw
OIL GAS SINGLE MULTIPLE 8. FARM OR LEASE NAME WELL NO

WELL WELL OTHER ZONE | X ZONE I I 14A-34-8-16
2. NAME OF OPERATOR 9. API WELL NO.

Inland Production Company
3. ADDRESS OF OPERATOR 10. FIELD AND POOL OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Monument Butte
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* e-- --- . 11, SEC.,T., R., M., OR BLK.

At Surface SE/SW 729' FSL 1963' FWL I * L C AND SURVEY OR AREA

SE/SWAt proposed Prod. Zone CËQ 1 Û Sec. 34, TSS, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13. STATE

Approximately 12.4 miles southwest of Myton, Utah Duchesne UT
15. DISTANCE FROM PROPOSED* LOCATION TO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17.NO OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to

Approx. 677' f/Ise line & 677' flunit line 160.00 40
18. DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELL, 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLIED FOR ON THIS LEASE, FT.

Approx. 1372' 6500' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

5650.2' GR 1st Quarter 2002
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT/FOOT SETI[NG DEPTH QUANTITY OF CEMENT

Refer to Monument Butte Field SOP's Drilling Program/Casing Design

i I I
Inland Production Company proposes to drill this well in accordance with the attached exhibits.

The Conditions of Approval are also attached.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive zone.
Sroposal d , gi epn on s cenlocations and measured and true vertical depths. Give blowoutATreEventer pro bæeyr

6, 2001

P

r ate es

APPROVALCONDITIONSOFAPPROVALATTACHED
Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

CONDITIONS OF APPROVAL, IF ANY:

APPROVE E

AS 997
DATE

*See Instructions On Reverse Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, tictitiousor fraudulent statements or representations as to any matter within its jurisdiction.

OIL,GASAND
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COAs Page 1 of 3
Well No.: Wells Draw 14A-34-8-16

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Inland Production Company.

Well Name & Number: Wells Draw 14A-34-8-16

API No.: 43-013-32330

Lease Number: U-47171

Location: SESW Sec. 34 T. 8S R. 16E

Agreement: Wells Draw GR SR

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drill and Surface Use
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COAs Page 2 of 3
WellNo.: Wells Draw 14A-34-8-16

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable

title to those rights in the subject lease which would entitle the applicant to conduct operations

thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is

being drilled. Contact the appropriate Surface Management Agency for information.

In the event after-hours approvals are necessary, you must contact one of the following
individuals:

Ed Forsman (435) 828-7874
Petroleum Engineer

Kirk Fleetwood (435) 828-7875
Petroleum Engineer

BLM FAX Machine (435)
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COAs Page 3 of 3
WellNo.: Wells Draw 14A-34-8-16

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COA)

Plans For Reclamation Of Location:

All seeding for reclamation operations at these locations shall use the following seed mixture:

Indian rice grass Oryzopsis hymenoides 4 lbs/acre
galleta grass Hilaria jamesii 4 lbs/acre
shadscale Oryzopsis hymenoides 4 lbs/acre

If the seed mixture is to be aerially broadcasted, the pounds per acre shall be doubled. All seed
poundages are in Pure Live Seed.

Immediately after construction the stockpiled topsoil will be seeded and the seed worked into the
soil by "walking" the pile with caterpillar tracks.

Other Information:

Mountain plover: The operator proposed conditions for mountain plover are more conservative
than that required by the Vernal Field Office. It is acceptable to restrict surface disturbance
March 15 through August 15 unless wildlife surveys are conducted. However, the Vernal Field
Office requires that wildlife surveys for mountain plover be conducted May 1 through June 15.
Contact the authorized officer for coordination.

The Application for Permit to Drill requests a surface gas line to follow an existing road from the
east and then south of the location turn cross country to access the well. The operator is required
to follow this same route for the access road. Construct the access road from the south to the
location and not from the west as in the Permit
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND PRODUCTION COMPANY

Well Name: WELLS DRAW 14A-34-8-16

Api No: 43-013-32330 Lease Type: FEDERAL

Section 34 Township 08S Range 16E County DUCHESNE

Drilling Contractor STUBBS Rig# 111

SPUDDED:

Date 08/16/02

Time 2:00 PM

How DRY

Drilling wi/I commence:

Reported by PAT WISENER

Telephone# 1-435-823-7468

Date 08/19/2002 Signed:
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FORM 3160-5 UNITED STATES FORM APPROVED

une 1990) DEPAR'I ENT OF THE INTERIOR BudgetBureanNo.1004-0135

BUREAt ,F LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS # UTU-47171

Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian, Allotteeor Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA. Agreement Designation

SUBMIT IN TRIPLICATE # Wells Draw
I. Type of Well

Oil Gas 8. Well Name and No.
X

,,a wen o,se, # wellsdraw 14a-34-8-16
9. API We11No.

ameoroperator # 43-013-32330

INLAND PRODUCTION COMPANY 10.FieldandPooLorExploratory Area

ddress and Telephone No. # Monument Butte

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. Coimtyor Parish, State

4 Location of Well (Footage. Sec.. T.. R.. m.. or Survey Description)

729' FSL & 1963' FWL SE/SW Sec.34, TSS, R16E # Duchesne, Utah.

O CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, (*R OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of lutent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to injectiou

X Other Spud Dispose Water

(Note: Report resultsof multiplecompletionon Well

Completionor Recompletion Report and Log fonn.)

13 Describe Proposed or Completed Operations (Clearly state all pertinent delails, and give pertinent dates. includingestimateddate of startingany proposed work if well is direction-

ally drilled. give subsurface locations and measured and true vertical depths for all markersand zones pertinent to this work )*

On &8/15/02. MIRU Stubbs # 111. Drill 310' of 12 1/4" hole with air mist. TIH w/ 7 Jt's 85/8" J-55 24# csgn.
Set @ 314.12'/KB On 8/19/02. cement with 145 sks of Class "G" w/ 2% CaCL2 + 1/4# sk Cello-Flake

Mixed @15.8 ppg > 1.17 cf/sk yeild. 3 bbls cement returned to surface. WOC.

RECEIVED
AUG23 2002
DIVISION OF

OIL, GAS AND MINING

14 I hemby certify that the fore oil rue a orr t

Title Drilling Foreman Date 08/25/2002
Pat Wisener

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval if any:

Title 18 U.S.C. Section 1001. makes it a crime for any person knowingly and willfillly to make to any deparmient or agency of the United States any false, tictitious

or fradulent statements or representations as to any matter within its
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I. Type of Well

Oil Gas 8. Well Name and No.
X

,,a wen o,se, # wellsdraw 14a-34-8-16
9. API We11No.

ameoroperator # 43-013-32330

INLAND PRODUCTION COMPANY 10.FieldandPooLorExploratory Area

ddress and Telephone No. # Monument Butte

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. Coimtyor Parish, State

4 Location of Well (Footage. Sec.. T.. R.. m.. or Survey Description)

729' FSL & 1963' FWL SE/SW Sec.34, TSS, R16E # Duchesne, Utah.

O CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, (*R OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of lutent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to injectiou

X Other Spud Dispose Water

(Note: Report resultsof multiplecompletionon Well

Completionor Recompletion Report and Log fonn.)

13 Describe Proposed or Completed Operations (Clearly state all pertinent delails, and give pertinent dates. includingestimateddate of startingany proposed work if well is direction-

ally drilled. give subsurface locations and measured and true vertical depths for all markersand zones pertinent to this work )*

On &8/15/02. MIRU Stubbs # 111. Drill 310' of 12 1/4" hole with air mist. TIH w/ 7 Jt's 85/8" J-55 24# csgn.
Set @ 314.12'/KB On 8/19/02. cement with 145 sks of Class "G" w/ 2% CaCL2 + 1/4# sk Cello-Flake

Mixed @15.8 ppg > 1.17 cf/sk yeild. 3 bbls cement returned to surface. WOC.

RECEIVED
AUG23 2002
DIVISION OF

OIL, GAS AND MINING

14 I hemby certify that the fore oil rue a orr t

Title Drilling Foreman Date 08/25/2002

Pat Wisener

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval if any:

Title 18 U.S.C. Section 1001. makes it a crime for any person knowingly and willfillly to make to any deparmient or agency of the United States any false, tictitious

or fradulent statements or representations as to any matter within its
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INLAND PRODUCTION COMPANY- CASING & CEMENT REPORT

8 5/8 CASING SET AT 314.12

LAST CASING 8 5/8" SET AT 314.12' OPERATOR Inland Production Company

DATUM 10' KB WELL Wells Draw 14a-34-8-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # Stubbs #111

TD DRILLER 310' LOGGER

HOLE SIZE 12 1/4

LOGOF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

43.33' SH JT

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 304.27

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 306.12

TOTAL LENGTH OF STRING 306.12 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO TICUT OFF CSG 10

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 314.12

TOTAL 304.27 7

TOTAL CSG. DEL. (WlO THRDS) 304.27 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. SPUD 8/15/02 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 2:00pm Bbis CMT CIRC TO SURFACE 3 bbis

BEGIN CIRC 5:31 PM 8/19/02 RECIPROCATEDPIPE FOR THRU FT STROKE

BEGIN PUMP CMT 5:42 PM DID BACK PRES. VALVEHOLD ? N/A

BE3:: OSPL. CMT 5:52 PM BUMPED PLUG TO 506 psi PSI

PLUG DOWN Cemented

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE & ADDITIVES

1 145 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

RECEIVED
CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING Á 23 2002
Centralizers - Middle first, top second & third for 3 DIVIEION OF

OIL, GAS AND M NIN 3

I

COMPANY REPRESENTATIVE Ray Herrera DATE

INLAND PRODUCTION COMPANY- CASING & CEMENT REPORT

8 5/8 CASING SET AT 314.12

LAST CASING 8 5/8" SET AT 314.12' OPERATOR Inland Production Company

DATUM 10' KB WELL Wells Draw 14a-34-8-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # Stubbs #111

TD DRILLER 310' LOGGER

HOLE SIZE 12 1/4

LOGOF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

43.33' SH JT

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 304.27

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 306.12

TOTAL LENGTH OF STRING 306.12 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO TICUT OFF CSG 10

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 314.12

TOTAL 304.27 7

TOTAL CSG. DEL. (WlO THRDS) 304.27 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. SPUD 8/15/02 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 2:00pm Bbis CMT CIRC TO SURFACE 3 bbis

BEGIN CIRC 5:31 PM 8/19/02 RECIPROCATEDPIPE FOR THRU FT STROKE

BEGIN PUMP CMT 5:42 PM DID BACK PRES. VALVEHOLD ? N/A

BE3:: OSPL. CMT 5:52 PM BUMPED PLUG TO 506 psi PSI

PLUG DOWN Cemented

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE & ADDITIVES

1 145 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

RECEIVED
CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING Á 23 2002
Centralizers - Middle first, top second & third for 3 DIVIEION OF

OIL, GAS AND M NIN 3

I

COMPANY REPRESENTATIVE Ray Herrera DATE

INLAND PRODUCTION COMPANY- CASING & CEMENT REPORT

8 5/8 CASING SET AT 314.12

LAST CASING 8 5/8" SET AT 314.12' OPERATOR Inland Production Company

DATUM 10' KB WELL Wells Draw 14a-34-8-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # Stubbs #111

TD DRILLER 310' LOGGER

HOLE SIZE 12 1/4

LOGOF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

43.33' SH JT

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 304.27

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 306.12

TOTAL LENGTH OF STRING 306.12 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO TICUT OFF CSG 10

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 314.12

TOTAL 304.27 7

TOTAL CSG. DEL. (WlO THRDS) 304.27 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. SPUD 8/15/02 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 2:00pm Bbis CMT CIRC TO SURFACE 3 bbis

BEGIN CIRC 5:31 PM 8/19/02 RECIPROCATEDPIPE FOR THRU FT STROKE

BEGIN PUMP CMT 5:42 PM DID BACK PRES. VALVEHOLD ? N/A

BE3:: OSPL. CMT 5:52 PM BUMPED PLUG TO 506 psi PSI

PLUG DOWN Cemented

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE & ADDITIVES

1 145 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

RECEIVED
CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING Á 23 2002
Centralizers - Middle first, top second & third for 3 DIVIEION OF

OIL, GAS AND M NIN 3

I

COMPANY REPRESENTATIVE Ray Herrera DATE

INLAND PRODUCTION COMPANY- CASING & CEMENT REPORT

8 5/8 CASING SET AT 314.12

LAST CASING 8 5/8" SET AT 314.12' OPERATOR Inland Production Company

DATUM 10' KB WELL Wells Draw 14a-34-8-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # Stubbs #111

TD DRILLER 310' LOGGER

HOLE SIZE 12 1/4

LOGOF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

43.33' SH JT

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 304.27

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 306.12

TOTAL LENGTH OF STRING 306.12 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO TICUT OFF CSG 10

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 314.12

TOTAL 304.27 7

TOTAL CSG. DEL. (WlO THRDS) 304.27 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. SPUD 8/15/02 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 2:00pm Bbis CMT CIRC TO SURFACE 3 bbis

BEGIN CIRC 5:31 PM 8/19/02 RECIPROCATEDPIPE FOR THRU FT STROKE

BEGIN PUMP CMT 5:42 PM DID BACK PRES. VALVEHOLD ? N/A

BE3:: OSPL. CMT 5:52 PM BUMPED PLUG TO 506 psi PSI

PLUG DOWN Cemented

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE & ADDITIVES

1 145 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

RECEIVED
CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING Á 23 2002
Centralizers - Middle first, top second & third for 3 DIVIEION OF

OIL, GAS AND M NIN 3

I

COMPANY REPRESENTATIVE Ray Herrera DATE



FORM 3160-5 I INITED STATES FORM APPROVED

Qune 1990) DEPARE JNT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS # UTU-47171

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE # wellsDraw

ype of Well

X ° 'gg""'d14a-34-8-16
9. API Well No.

me of operator # 43-013-32330

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

ddress and Teleplione No. # Monument Butte

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 li.countyos Parish, state
location of Well (Footage. Sec., T.. R.. m.. or Survey Description)

729' FSL & 1963' FWL SE/SW Sec.34, T8S, Rl6E # Duchesne, Utah.

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, R OTHER DATA
TYPE OF SUBMISSION TYPE OF AC'¯ION

Notice of intent Abandonment Change of Plans

Recompletion New Construction

N Subsequent Report Phigging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Weekly Status report Dispose Water

(Note: Report results of multiplecompletion on Well

Completion or Recompletion Report and Log form.)

I Describe Proposed or Completed perations (Cletirly state all perlinent details, and give pertinent dales, iilchiding estimated date of starting any proposed work. If well is direction-

ally drilled, give stibsurliice locaiions :ind me:isured and true vertical depths for all markers imd zones pertinent to this work.i*

Weekly Status Report for the period of8/25/02 thru 8/31/02.
ON 8/25/02. MIRU Union # 14. Set equipment. Nipple up. Test BOP's, Choke manifold, Kelly, TIW. To

2,000 psi. Test 85/8" csgn to 1,500 psi. State office of DOGM & Vernal BLM was notifed of the test. PU &
MU bit # 1, MM & BHA. Tag cement @254'. Drill 77/8" hole with air mist to a depth of 3120'. PU & MU
bit #2, MM, & BHA. Drill 77/8" hole with water based mud to a depth of 6202'. Lay down drill string.
Open hole log. PU & MU Guide shoe, 1 jt 51/2" esg, Float collar & 139 jt's J-55 15.5 # 51/2" csgn. Set @
6202'/KB. Cement with 450* sks. 50/50 POZ w/ 3% KCL, 1/4#sk Cello-Flake, 2% Gel, .3%SMS, .05#sk

Static free, Mixed ut 14.4 ppg >1.24 YLD. Then 325* sks Prem Litell w/ 3% KCL, 2#/sk Kolseal, 10% Gel,
.5SMS, 3#sk CSE, mixed @ 11.0ppg >3.49. Good returns thru job with 45 bbls of 50 bbls dye water
returned to pit. Set slips with 80,000# tension. Nipple down BOP's. Release rig @4:00pm on 9/01/02.

I I l li-III - I

14. I hereby certify that the for my is tru ud correct

Signed Title Drilling Foreman Date 09/03/2002
at Wisener

(This space for Federal or State office use) RECE IVEDApproved by Title Date

Conditionsofapprovat ifany: SEPOA 2002
I--II

Title IS U.S.C. Section 100L makes it a crime for any person knowingly and wil1ûlly to make to any department or agency of the United States any faSMSiON OF
or fradulent statemenis or representations as to any matter within its jurisdiction. OIL,GAS ANDMINING

j |O Plag JL LE 'JCCO i i I

FORM 3160-5 I INITED STATES FORM APPROVED

Qune 1990) DEPARE JNT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS # UTU-47171

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE # wellsDraw

ype of Well

X ° 'gg""'d14a-34-8-16
9. API Well No.

me of operator # 43-013-32330

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

ddress and Teleplione No. # Monument Butte

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 li.countyos Parish, state
location of Well (Footage. Sec., T.. R.. m.. or Survey Description)

729' FSL & 1963' FWL SE/SW Sec.34, T8S, Rl6E # Duchesne, Utah.

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, R OTHER DATA
TYPE OF SUBMISSION TYPE OF AC'¯ION

Notice of intent Abandonment Change of Plans

Recompletion New Construction

N Subsequent Report Phigging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Weekly Status report Dispose Water

(Note: Report results of multiplecompletion on Well

Completion or Recompletion Report and Log form.)

I Describe Proposed or Completed perations (Cletirly state all perlinent details, and give pertinent dales, iilchiding estimated date of starting any proposed work. If well is direction-

ally drilled, give stibsurliice locaiions :ind me:isured and true vertical depths for all markers imd zones pertinent to this work.i*

Weekly Status Report for the period of8/25/02 thru 8/31/02.
ON 8/25/02. MIRU Union # 14. Set equipment. Nipple up. Test BOP's, Choke manifold, Kelly, TIW. To

2,000 psi. Test 85/8" csgn to 1,500 psi. State office of DOGM & Vernal BLM was notifed of the test. PU &
MU bit # 1, MM & BHA. Tag cement @254'. Drill 77/8" hole with air mist to a depth of 3120'. PU & MU
bit #2, MM, & BHA. Drill 77/8" hole with water based mud to a depth of 6202'. Lay down drill string.
Open hole log. PU & MU Guide shoe, 1 jt 51/2" esg, Float collar & 139 jt's J-55 15.5 # 51/2" csgn. Set @
6202'/KB. Cement with 450* sks. 50/50 POZ w/ 3% KCL, 1/4#sk Cello-Flake, 2% Gel, .3%SMS, .05#sk

Static free, Mixed ut 14.4 ppg >1.24 YLD. Then 325* sks Prem Litell w/ 3% KCL, 2#/sk Kolseal, 10% Gel,
.5SMS, 3#sk CSE, mixed @ 11.0ppg >3.49. Good returns thru job with 45 bbls of 50 bbls dye water
returned to pit. Set slips with 80,000# tension. Nipple down BOP's. Release rig @4:00pm on 9/01/02.

I I l li-III - I

14. I hereby certify that the for my is tru ud correct

Signed Title Drilling Foreman Date 09/03/2002
at Wisener

(This space for Federal or State office use) RECE IVEDApproved by Title Date

Conditionsofapprovat ifany: SEPOA 2002
I--II

Title IS U.S.C. Section 100L makes it a crime for any person knowingly and wil1ûlly to make to any department or agency of the United States any faSMSiON OF
or fradulent statemenis or representations as to any matter within its jurisdiction. OIL,GAS ANDMINING

j |O Plag JL LE 'JCCO i i I

FORM 3160-5 I INITED STATES FORM APPROVED

Qune 1990) DEPARE JNT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS # UTU-47171

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE # wellsDraw

ype of Well

X ° 'gg""'d14a-34-8-16
9. API Well No.

me of operator # 43-013-32330

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

ddress and Teleplione No. # Monument Butte

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 li.countyos Parish, state
location of Well (Footage. Sec., T.. R.. m.. or Survey Description)

729' FSL & 1963' FWL SE/SW Sec.34, T8S, Rl6E # Duchesne, Utah.

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, R OTHER DATA
TYPE OF SUBMISSION TYPE OF AC'¯ION

Notice of intent Abandonment Change of Plans

Recompletion New Construction

N Subsequent Report Phigging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Weekly Status report Dispose Water

(Note: Report results of multiplecompletion on Well

Completion or Recompletion Report and Log form.)

I Describe Proposed or Completed perations (Cletirly state all perlinent details, and give pertinent dales, iilchiding estimated date of starting any proposed work. If well is direction-

ally drilled, give stibsurliice locaiions :ind me:isured and true vertical depths for all markers imd zones pertinent to this work.i*

Weekly Status Report for the period of8/25/02 thru 8/31/02.
ON 8/25/02. MIRU Union # 14. Set equipment. Nipple up. Test BOP's, Choke manifold, Kelly, TIW. To

2,000 psi. Test 85/8" csgn to 1,500 psi. State office of DOGM & Vernal BLM was notifed of the test. PU &
MU bit # 1, MM & BHA. Tag cement @254'. Drill 77/8" hole with air mist to a depth of 3120'. PU & MU
bit #2, MM, & BHA. Drill 77/8" hole with water based mud to a depth of 6202'. Lay down drill string.
Open hole log. PU & MU Guide shoe, 1 jt 51/2" esg, Float collar & 139 jt's J-55 15.5 # 51/2" csgn. Set @
6202'/KB. Cement with 450* sks. 50/50 POZ w/ 3% KCL, 1/4#sk Cello-Flake, 2% Gel, .3%SMS, .05#sk

Static free, Mixed ut 14.4 ppg >1.24 YLD. Then 325* sks Prem Litell w/ 3% KCL, 2#/sk Kolseal, 10% Gel,
.5SMS, 3#sk CSE, mixed @ 11.0ppg >3.49. Good returns thru job with 45 bbls of 50 bbls dye water
returned to pit. Set slips with 80,000# tension. Nipple down BOP's. Release rig @4:00pm on 9/01/02.

I I l li-III - I

14. I hereby certify that the for my is tru ud correct

Signed Title Drilling Foreman Date 09/03/2002
at Wisener

(This space for Federal or State office use) RECE IVEDApproved by Title Date

Conditionsofapprovat ifany: SEPOA 2002
I--II

Title IS U.S.C. Section 100L makes it a crime for any person knowingly and wil1ûlly to make to any department or agency of the United States any faSMSiON OF
or fradulent statemenis or representations as to any matter within its jurisdiction. OIL,GAS ANDMINING

j |O Plag JL LE 'JCCO i i I

FORM 3160-5 I INITED STATES FORM APPROVED

Qune 1990) DEPARE JNT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designation and Serial No.
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CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, R OTHER DATA
TYPE OF SUBMISSION TYPE OF AC'¯ION

Notice of intent Abandonment Change of Plans

Recompletion New Construction

N Subsequent Report Phigging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Weekly Status report Dispose Water

(Note: Report results of multiplecompletion on Well

Completion or Recompletion Report and Log form.)

I Describe Proposed or Completed perations (Cletirly state all perlinent details, and give pertinent dales, iilchiding estimated date of starting any proposed work. If well is direction-
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Weekly Status Report for the period of8/25/02 thru 8/31/02.
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MU bit # 1, MM & BHA. Tag cement @254'. Drill 77/8" hole with air mist to a depth of 3120'. PU & MU
bit #2, MM, & BHA. Drill 77/8" hole with water based mud to a depth of 6202'. Lay down drill string.
Open hole log. PU & MU Guide shoe, 1 jt 51/2" esg, Float collar & 139 jt's J-55 15.5 # 51/2" csgn. Set @
6202'/KB. Cement with 450* sks. 50/50 POZ w/ 3% KCL, 1/4#sk Cello-Flake, 2% Gel, .3%SMS, .05#sk

Static free, Mixed ut 14.4 ppg >1.24 YLD. Then 325* sks Prem Litell w/ 3% KCL, 2#/sk Kolseal, 10% Gel,
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I I l li-III - I

14. I hereby certify that the for my is tru ud correct

Signed Title Drilling Foreman Date 09/03/2002
at Wisener

(This space for Federal or State office use) RECE IVEDApproved by Title Date

Conditionsofapprovat ifany: SEPOA 2002
I--II

Title IS U.S.C. Section 100L makes it a crime for any person knowingly and wil1ûlly to make to any department or agency of the United States any faSMSiON OF
or fradulent statemenis or representations as to any matter within its jurisdiction. OIL,GAS ANDMINING
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INLAND PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASING SET AT 6206.11

Fit cilr @ 6184'

LAST CASING 8 5/8" SET AT 314.12' OPERATOR Inland Production Company

DATUM 10' KB WELL Wells Draw 14a-34-8-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # Union #14

TD DRILLER 6202' LOGGER 619T

HOLE SIZE 7 7/8"

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WTI FT GRD THREAD CONDT LENGTH

Landing Jt 12.4

6" Flag Jt @ 4228'

139 5 1/2" Newport LT & C casing 15.5# J-55 Brd A 6174.86

Float collar 0.6

1 5 1/2" Newport LT&C csg 15.5# J-55 8rd A 20

GUIDE shoe 8rd A 0.65

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 6208.51

TOTAL LENGTH OF STRING 6208.51 140 LESS CUT OFF PIECE 12.4

LESS NON CSG. ITEMS 13.65 PLUS DATUMTO T/CUT OFF CSG 10

PLUS FULL JTS. LEFT OUT 45.02 1 CASING SET DEPTH 6206.11

TOTAL CSG. DEL WlO THRDS)

623692389.88 114411

COMPARE

TIMING 1ST STAGE 2nd Stage

BEGIN RUN CSG. 7:00 AM GOOD CIRC THRU JOB YES

CSG. IN HOLE 9:45am Bbls CMT CIRC TO SURFACE 45 Of50 bbis dye water

BEGIN CIRC 9:45am 10:13am RECIPROCATED PIPE 15 mins THRU 6' STROKE

BEGIN PUMP CMT 10:22am 10:49am DID BACK PRES. VALVE HOLD ? Yes

BEGIN DSPL. CMT 11:13am BUMPED PLUG TO 1960 PSI

PLUG DOWN 11:45am

CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE & ADDITIVES

1 325 Premlite IIwl 10% gel + 3 % KCL, 3#'s Isk CSE+ 2# sk/kolseal + 1/4#'s/sk Cello Flake

mi×ed @ 11.0 ppg W / 3.43 cflsk yield

2 450 50/50 poz W/ 2% Gel + 3% KCL, 1/4# sk C.F. 2% gel. 3% SM mixed @ 14.4 ppg WI 1.24 YLD

CENTRALIZER & SCRATCHER PLACEMENT

Centralizers - Middle first, top second & third.Then every thirdcollar for a total of 20.

SEPO4 2002
DIVISION OF

OIL, GAS ANDMINING
COMPANY REPRESENTATIVE Pat Wisener DATE
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0 1 1
STATEOFUTAH CRERATOR: INt.ANDPRODUCTIONCOMPANY CER.tTORAccr.N N5160on.1St0N OF 01, GAS ANDMINING ADDRESS. RT.3 BOX3830

c ENTITY ACTION FORM -FORf o MYTON,UT 84052

ACTON GmRENT .Eiv i APINLusst WELLMMÆ ':SLLOC'.TION SP'sD ËFräCTNE
CO3E ENT'W ND £Y'ITY NO CO SC T RG CDUATY . DATE 3r.-E

A : 99999 r 12276 43-013-32330 Wells Draw #14A-34-8-16 i SEtsw 34 BS 16E Duchesne August 16, 2002 09/46/02
.NELL 1 COUI.IE¥3

C"

AûTION CilRIE'C NEnl AP. AUI.!BER Wi-L NAME WëLLLCCATCN SPU3 EFFICTN
Efif!W.%O. ENII'Y AD 1 CO SC T RG COUNTY I DATE :<TE

A 99999 10835 43-013-32313 MBS #1A-2-9-1ß NEINE 2 9S 16E I Duchesne AuguSt 19, 2002 4185‡8/02•
WELL2CQf.P.IENTS

[.x,, ACilCN CURRSIT * NEW API kJU3ER WE3. MAME WS' LOCM10N SPLO EFFEclivECODE EVlfYN3 ENTITYNO GO BC T= RG COUNT* DATE CATE

9 - 5'-e .2-A 99999 10835 43-013-32314
,

MB #2-2-9-16 NWINE 2 9S 16E
, Duchesne , August 28, 2002 48/28/02448.1 3 CCE.1L'ENTS

Oo

ACTICNI Ct,RRENT ARW APINU.MilER 'NELLIMIE ViE LLOCATCN SPLO EFFICrivECODE EMTITV NO E¾"1TYNO QQ SC 'P RG COUNT" . DAT€ p- E

A 99999 I 10835 , 43-013-32315 MS #4-2-9-16 NwiNw 2 9S | 16E ouchesne August 29, 2002 £18/29/04-CL WELL.4CCili.%iNIS
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. CC EC I TP

_
RG CI?JMT'I' CFE DA3

gy) WELLECOh".ENTS:
C3

CD

AufiC3ICODE5tseeiratur:cris:PbgcKCfí0FPil
A- Esla'xshcensoillyicrrwme:(siviansicr.y)
5. Amielsamallinar.«gurm:rtirasporwem

KedaS.JenseC C- s+Ik::nialleemallagelii•ytoa.wimreMINEn-3 /
O-Ramssytwikumollessasage9-tymane.serilly

L E- C"IEF .3iater,CONT-en:ssuci.9e!
UCtÎOnClerk Septernher5,21302

isla 3ãeNOTE. UseCC'.P.'EMiseci.sr.•nux:!a*Innysacht.ca
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FORM 3160-5 3ITED STATES FORM APPROVED

uune logo) DEPAR2 1ENT OF THE INTERIOR BudgetBureauNo. 1004-0135

UUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-47171

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE EXP WELLS DRAW (GR)
pe of Well

8. Well Name and No.

X osse, WELLS DRAW 14A-34-8-16
9. API Well No.

me of operator 43-013-32330

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

iress and Telephone No MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 H. County or Parish, State

ocation of Well (Footage Sec.. T., R.. m.. or Survey Description)

729 FSL 1963 FWL SE/SW Section 34, T8S RI6E DUCHESNE COUNTY, UTA

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

otice of Intent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugglig lhick Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X other Weeklv statuS Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

Describe Proposed or Compkted Oper:nions R learly state all pertment details, aiid give pertinent dates. including estimated date at starting any proposed work. If wed is direction-

ally driled give subsurliwe locanons lind measured and true vertietil depths for all markers and zones peninent to this work )*

Status report for time period 9/16/02 through 9/22/02.

Subject well had completion procedures initiated in the Green River formation on Wl0/02 without use of a service rig over the welt A cement bond
iog was ran and five Green River intervals were perforated and hydraulically fracture treated W/ 20/40 sand using composite flow-throughfrac plugs
between stages. A service rig was moved on well on 9/1302. Plugs were drilled out and well was cleaned out to PBTD @6185'. Zones were swab
tested for sand cleanup. Production tbg was ran in and anchored in well. A repaired rod pump was ran in well on sucker rods. Well began producing
via rod pump on W I7/02.

RECEIVED
SEP24 2002
DIVISION OF

OIL,GAS AND MINING

14. I hereby certify that the for is true and t
,

signed Title Completion Foreman Date 9/22/2002
Garv Dietz

: UTAH DOGM

This space for Federal or Sene office use)

\pproved by Title Date
IldlÎlOUS O pplTW3 \Ë3D\

Title 18 U.S C. Section 100L inakes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false 11ctitious

or fradulent statements or representations as to any matter within its
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UUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-47171

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE EXP WELLS DRAW (GR)
pe of Well

8. Well Name and No.

X osse, WELLS DRAW 14A-34-8-16
9. API Well No.

me of operator 43-013-32330

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

iress and Telephone No MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 H. County or Parish, State

ocation of Well (Footage Sec.. T., R.. m.. or Survey Description)

729 FSL 1963 FWL SE/SW Section 34, T8S RI6E DUCHESNE COUNTY, UTA

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

otice of Intent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugglig lhick Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X other Weeklv statuS Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

Describe Proposed or Compkted Oper:nions R learly state all pertment details, aiid give pertinent dates. including estimated date at starting any proposed work. If wed is direction-

ally driled give subsurliwe locanons lind measured and true vertietil depths for all markers and zones peninent to this work )*

Status report for time period 9/16/02 through 9/22/02.

Subject well had completion procedures initiated in the Green River formation on Wl0/02 without use of a service rig over the welt A cement bond
iog was ran and five Green River intervals were perforated and hydraulically fracture treated W/ 20/40 sand using composite flow-throughfrac plugs
between stages. A service rig was moved on well on 9/1302. Plugs were drilled out and well was cleaned out to PBTD @6185'. Zones were swab
tested for sand cleanup. Production tbg was ran in and anchored in well. A repaired rod pump was ran in well on sucker rods. Well began producing
via rod pump on W I7/02.

RECEIVED
SEP24 2002
DIVISION OF

OIL,GAS AND MINING

14. I hereby certify that the for is true and t
,

signed Title Completion Foreman Date 9/22/2002
Garv Dietz

: UTAH DOGM

This space for Federal or Sene office use)

\pproved by Title Date
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FORM 3160-4 SUBMIT IN LICATE* FORM APPROVED
(July 1992) (See otner in- OMB NO. 1004-0137

UNITED STATES struct°36 °"6 Expires: February 28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

013 BUREAU OF LAND MANAGEMENT UTU-47171

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME

wELL W LL
DRY Other Exp Wells Draw (GR)

lb. TYPE OF WELL
8. FARM OR LEASE NAME, WELL NO.

NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other Wells Draw 14A-34-8-16
NAME OF OPERATOR 9 WELL NO.

INLAND RESOURCES INC. 43-013-32330
ÀDDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

410 17th St. Suite 700 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY

At Surface 729' FSL & 1963' FWL (SESW) Sec. 34 Twn 8S, Rng 16E OR AREA

Sec. 34 Twn 8S, Rng 16E
At top prod. Interval reported below

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE

43-013-32330 12/11/01 Duchesne UT
15 DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD

8/15/02 8/31/02 9/17/02 5650' GL 5660' KB
20 TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL, 3. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

6210' KB 6185' KB ---> | X
25. WAS DIRECTIONAL

SURVEY MADE
Green River 4664'-5979'

No
26 TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

)IGL/SP L/GRICal 30-0.1 No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WElGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-5/8" - J-55 24# 314' KB 12-1/4" To surface with 145 sx Class "G" cmt
5-1/2" - J-55 15.5# 7-7/8" 300 sx Premlite Il and 500 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8" EOT @ TA @
6040' KB 5942' KB

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPF/#shotS DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP) 5824-28', 5866-76', 5897-5900,
5905-10', 5946-52', 73-74 0.38" 4/110 5824'-5979' Frac w/ 81,000# 20/40 sand in 618 bbl frac fluid.

(LODC) 5551-54', 5558-88', 5606-14',
5659-84', 5688-5714', 5718-24' 0.38" 2/176 5551'-5724' ¯rac w/ 249,000#20/40 sand in 1631 bbi frac fluid

(B2) 5284'-5289' 0.38" 4/20 5284'-5289' Frac w/ 20,836#20/40 sand in 264 bbl frac fluid.
(D1,DS2) 4851-62', 4943-50', 4956-73' 0.38" 4/140 4851'-4973' Frac w/ 144,900# 20/40 sand in 960 bbl frac fluid.

(PB10) 4664M689' 0.38" 2/50 4664'-4689' Frac w/ 54,936# 20/40 sand in 433 bbl frac fluid.
33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

9/17/02 2-1/2" x 1-1/2" x 15' RHAC Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBLS. GAS-MCF. WATER-BBL GAS-OIL RATIO

TEST PERIOD

7 day ave -...> | 18 5.5 | 74 306
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL GAS-MCF. WATER-BBL IL GRAVITY-API (CORR.)

24-HOUR RATE I
---> I i i R IVFO

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) SSED BY
Sold & Used for Fuel

35 LIST OF ATTACHMENTS

36. I hereby certify t at the foregoin and attached infonnation is complete and conect as detennined from all available records DIVISION OF
SIGNED TITLE EngineeringTechnggn ogc:anna NINt§l17/2002

Brian Harris BDH
*(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 U.S.C. Section 100L makcsit a crimeforany person knowingly and willfully to maketoany department or agency oftheUnitedStatesany false. lictitions or fraudulentstatements or representations as to any matter witlün its
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23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WElGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-5/8" - J-55 24# 314' KB 12-1/4" To surface with 145 sx Class "G" cmt
5-1/2" - J-55 15.5# 7-7/8" 300 sx Premlite Il and 500 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8" EOT @ TA @
6040' KB 5942' KB

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPF/#shotS DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP) 5824-28', 5866-76', 5897-5900,
5905-10', 5946-52', 73-74 0.38" 4/110 5824'-5979' Frac w/ 81,000# 20/40 sand in 618 bbl frac fluid.

(LODC) 5551-54', 5558-88', 5606-14',
5659-84', 5688-5714', 5718-24' 0.38" 2/176 5551'-5724' ¯rac w/ 249,000#20/40 sand in 1631 bbi frac fluid

(B2) 5284'-5289' 0.38" 4/20 5284'-5289' Frac w/ 20,836#20/40 sand in 264 bbl frac fluid.
(D1,DS2) 4851-62', 4943-50', 4956-73' 0.38" 4/140 4851'-4973' Frac w/ 144,900# 20/40 sand in 960 bbl frac fluid.

(PB10) 4664M689' 0.38" 2/50 4664'-4689' Frac w/ 54,936# 20/40 sand in 433 bbl frac fluid.
33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

9/17/02 2-1/2" x 1-1/2" x 15' RHAC Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBLS. GAS-MCF. WATER-BBL GAS-OIL RATIO

TEST PERIOD

7 day ave -...> | 18 5.5 | 74 306
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL GAS-MCF. WATER-BBL IL GRAVITY-API (CORR.)

24-HOUR RATE I
---> I i i R IVFO

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) SSED BY
Sold & Used for Fuel

35 LIST OF ATTACHMENTS

36. I hereby certify t at the foregoin and attached infonnation is complete and conect as detennined from all available records DIVISION OF
SIGNED TITLE EngineeringTechnggn ogc:anna NINt§l17/2002

Brian Harris BDH
*(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 U.S.C. Section 100L makcsit a crimeforany person knowingly and willfully to maketoany department or agency oftheUnitedStatesany false. lictitions or fraudulentstatements or representations as to any matter witlün its
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RESOURCES INC.

October 17, 2002

State of Utah, Division of Oil, Gas and Mining
Attn: Ms. Carol Daniels
P.O. Box 145801
Salt Lake City, Utah 84144-5801

Attn: Ms. Carol Daniels

Wells Draw#14A-34-8-16 (43-013-32330)
Duchesne County, UT

Dear Ms. Carol Daniels

Enclosed is a Well Completion or Recompletion Report and Log form (Form 3160-4). We are no
longer sending Log copies since Dave Jull of Phoenix Surveys is already doing so.

If you should have any questions, please contact me at (303) 382-4449.

Sincerely,

Brian Harris
Engineering Tech

Enclosures

cc: Bureau of Land Management
Vernal District Office, Division of Minerals
Attn: Edwin I. Forsman
170 South 500 East
Vernal, Utah 84078

Well File - Denver
Well File - Roosevelt
Patsy Barreau/Denver
Bob Jewett/Denver
Tara Eisler/Denver RECEIVED

OCT2 12002
DiVISION OF
GAS AND MINING

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX
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FORM 3160-5 UNITED STATES FORMAPPROVED

(June 1990) DEPAR INT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-47171

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. IfUnit or CA, Agreement Designation

SUBMIT IN TRIPLICATE EXP WELLS DRAW (GR)
1. Type of Well

II Oil Gas 8. Well Name and No.
X

Well Well Other WELLS DRAW 14A-34-8-16
9. API Well No.

2. Name of Operator 43-013-32330
INLAND PRODUCTION COMPANY 10. Field and Pool, or ExploratoryArea

3. Address and Telephone No. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 I I. County or Parish, State

4. Location of Well (Footage. Sec.. T., R., m.. or Swvey Description)

729 FSL 1963 FWL SE/SW Section 34, TSS R16E DUCHESNE COUNTV, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF AC ION

X Notice of Intent Abandonment Changeof Plans

i Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice AlteringCasing Conversion to Injection

Other X Dispose Water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form )
13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work lf well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is
transported to the Ashley, Monument' Butte, Jonah, and Beluga water injection facilities by company or
contract trucks. Subsequently, the produced water is injected into approved Class II wells to enhance Inland's
secondary recovery project.

Water not meeting quality criteria, is disposed at Inland's Pariette #4 disposal well (Sec. 7, T9S R19E) or at
State of Utah approved surface disposal facilities.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONii

14 I hereby certif;j that the foreg and correct '
Signed Title Regulatory Specialist Date 11/13/2003

Mandie Crozier
CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approvaL if any

3C: Utah DOGM ÛÑQ
Title 18 U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any depanment or a ec ted States any false, fictitious

or &adulent statements or representations as to any matter within its
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Title 18 U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any depanment or a ec ted States any false, fictitious

or &adulent statements or representations as to any matter within its
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(June 1990) DEPAR INT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.
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ARTICLES OF AMENDMENT theŸffc ONS

TO THE SecrentarYof3tate one a
ARTICLES OF INCORPORATION

OF Ëÿ Û2 $$
INLAND PRODUCTION COMPAN Y corporatonsSection

Pursuant.to the provisions of Article 4.04 of the TexasBusiness Corporation Act (the
"TB0A"), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporationon August 27, 2004.

The amendment alters or changes Article Onë of the Articles of Incorporation to change
the name of the corporationso that, as amended, Article One shallread in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,
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United States Department of the Interior
' BUREAU OF LAND MANAGEMENT

. TAKE PRIDE*
Utah State Office INgERICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

1NREPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We haveupdated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

ec: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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CorporationsSection E o, Geoffrey S. Connor
P.O.Box 13697 Secretary of State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the intemetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: g/g/gggt
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: Wells Draw (Green River)

NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL
NO TYPE TYPE STATUS

WELLS DRAW 2-32-8-16 32 080S 160E 4301332220 12276 State OW P
WELLS DRAW 3-32-8-16 32 080S 160E 4301332221 12276 State WI A
WELLS DRAW 4-32-8-16 32 080S 160E 4301332222 12276 State OW P
WELLS DRAW 14A-34-8-16 34 080S 160E 4301332330 12276 Federal OW P K

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/lÑ2d

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143
5. If NO, the operator was contacted contacted on:

Newfield_Wells Draw 3_FORM 48.xts
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4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143
5. If NO, the operator was contacted contacted on:

Newfield_Wells Draw 3_FORM 48.xts

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
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WELLS DRAW 4-32-8-16 32 080S 160E 4301332222 12276 State OW P
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Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/lÑ2d
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6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: nal

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 1/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/98/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: $¢2

4. Fee/State wells attached to bond in RBDMS on: /28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0036

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: dîBSADM2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Wells Draw3 FORM 4B.xls
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCESO 5. LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-47171

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITorCAAGREEMENTNAMEDo not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

1. TYPEOF WELL:
OIL WELL GASWELL OTHER

EELLLLSDMRE NU4MA
8-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301332330
3. ADDRESSOF OPERATOR; PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 ctTY Myton STATE UT ZIP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 729 FSL 1963 FWL COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: SESW, 34, T8S, Rl6E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN O REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASINGREPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON O VENT OR FLAIR

SUBSEOUENT REPORT O CHANGE WELL NAME PLUGBACK WATER DISPOSAL
(Submit OriginalForm Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: -

02/11/2011 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearlyshow all pertinent details including dates,depths, volumes, etc.

The subject well has been converted from a producing oilwell to an injection well on 02/04/2011.
On 02/07/2011 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initialMITon the above listed well. On
02/11/2011 the casing was pressured up to 1260 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubingpressure was 260 psig during the test. There was not a State representative available to witness the test.

APl# 43-013-32330

NAME LEEAs Lucy Cha TIT E A0dministrative Assistant

(This space for State use only)

RECEIVED
FEB22 2011

DIV.0FOIL,GAS&
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(This space for State use only)

RECEIVED
FEB22 2011

DIV.0FOIL,GAS&



FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137
Expires: July 31,2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-47171

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

C312U
1. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WELLSDRAW 14A-34-8-16

NEWFIELD PRODUCTION COMPANY 9 pg g¡¡ y
3a. Address Route3 Box 3630 3b Phone (include are code) 4301332330

Myton,UT 84052 | 435 646 372] 10 Fiel<ianti Pool or FYpinr9torv Area

4. Location of Well (Footage, Sec., T., R., M., or SurveyDescription) GREATER MB UNIT
729 FSL 1963 FWL 11. County or Parish, State

SESW Section34 T8S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production (Start/Resume) Water Shut-Off
Notice of Intent 0 Airer casing O eractureTreat O acciamation wellintegrity

Subsequent Report Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Change Status

Final Abandonment Convert to Injector Q Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones. Attach the
Bond under which the work will be perfonned or provide the Bond No. on filewith BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operatorhas determinedthat the site is ready for final
inspection.)

The subject well has been converted from a producing oilwell to an injection well on 02/04/2011.
On 02/07/2011 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initial MIT on the above listed well.
On 02/11/2011 the casing was pressured up to 1260 psig and charted for 30 minutes with no pressure loss. The wellwas not
injecting during the test. The tubingpressure was 260 psig during the test. There was not a State representative available to
witness the test.

API# 43-013-32330

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

I qcv Cl qve7#14upolo Administrative Assistant
Signature Date

I my 02/15/2011

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved bv Tjtje page
Conditionsof approval, if any, are attached. Approval ofthis notice does not warrant or
certify that the applicantholds legal or equitabletitle to thoserights in the subjectlease Office
which would entitle the applicant to conduct operations theæon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency of the United

(Instructions on page 2)

FEB22 2011
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FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137
Expires: July 31,2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-47171

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

C312U
1. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WELLSDRAW 14A-34-8-16

NEWFIELD PRODUCTION COMPANY 9 pg g¡¡ y
3a. Address Route3 Box 3630 3b Phone (include are code) 4301332330

Myton,UT 84052 | 435 646 372] 10 Fiel<ianti Pool or FYpinr9torv Area

4. Location of Well (Footage, Sec., T., R., M., or SurveyDescription) GREATER MB UNIT
729 FSL 1963 FWL 11. County or Parish, State

SESW Section34 T8S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production (Start/Resume) Water Shut-Off
Notice of Intent 0 Airer casing O eractureTreat O acciamation wellintegrity

Subsequent Report Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Change Status

Final Abandonment Convert to Injector Q Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones. Attach the
Bond under which the work will be perfonned or provide the Bond No. on filewith BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operatorhas determinedthat the site is ready for final
inspection.)

The subject well has been converted from a producing oilwell to an injection well on 02/04/2011.
On 02/07/2011 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initial MIT on the above listed well.
On 02/11/2011 the casing was pressured up to 1260 psig and charted for 30 minutes with no pressure loss. The wellwas not
injecting during the test. The tubingpressure was 260 psig during the test. There was not a State representative available to
witness the test.
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Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Dategi gi g Time ,,2,'OQ am
Test Conducted by: ) /C S/CC
Others Present:

Well L cation: API No:

Tiime Casing Pressure

0 min /pf psig
5 / ')fg psig

10 f) pþ psig
15 / p() psig
20 /, ,.þ psig
25 l')/,() psig
30 min 2(Lþ psig
35 psig
40 psig
45 psig
50 psig
55 psig

60 min psig

Tubing pressure: ya psig

Result: Fail

Signature of Witness:
Signature of Person Conducting Test:
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Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

WLLS DRW 14A-34-8-16
12/1/2010To4/28/2011

2/7/2011 Day: 1 Conversion

WWS #7 on 2/7/2011 - MIRU Western rig #7. LD rod string & pump. - RU HO trk & flush tbg
W? 30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-
bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing valve
W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5
gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @
4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - MIRU Western rig #7. RU HO trk
to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/
tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string
and pump. Re-flushed rods several times to keep mess to a minimum. SIFN. - MIRU Western
rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump.
Flush tbg & rods W/ 30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string &
strip off flow-T. W/ tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump.
TOH & LD rod string and pump. Re-flushed rods several times to keep mess to a minimum.
SIFN. - RU HO trk & flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure test
tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - RU HO trk & flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure
test tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mi×
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND wellhead & release
TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connection, clean & inspect
pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5
1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2
7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - RU HO trk & circulate well
down tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP. TOH & talley
production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins.
LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker
slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque
each corinection on TIH. SIFN. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND
well ea(& release TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connectior
clea & iþspect pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new
Weagherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8
SN aind 147jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - MIRU
Wesgern rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rotl
pumþ. F ush tbg & rods W/ 30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod
string & trip off flow-T. W/ tbg full, pressure test tbg to 3000 psi. Retrieve rod string &
unseat pump. TOH & LD rod string and pump. Re-flushed rods several times to keep mess to
a minimum. SIFN. - MIRU Western rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU
pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F (well is circulating).
Re-seat pump, soft joint rod string & strip off flow-T. W/ tbg full, pressure test tbg to 3000
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W? 30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-
bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing valve
W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5
gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @
4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - MIRU Western rig #7. RU HO trk
to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/
tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string
and pump. Re-flushed rods several times to keep mess to a minimum. SIFN. - MIRU Western
rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump.
Flush tbg & rods W/ 30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string &
strip off flow-T. W/ tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump.
TOH & LD rod string and pump. Re-flushed rods several times to keep mess to a minimum.
SIFN. - RU HO trk & flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure test
tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - RU HO trk & flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure
test tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mi×
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND wellhead & release
TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connection, clean & inspect
pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5
1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2
7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - RU HO trk & circulate well
down tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP. TOH & talley
production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins.
LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker
slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque
each corinection on TIH. SIFN. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND
well ea(& release TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connectior
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Wesgern rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rotl
pumþ. F ush tbg & rods W/ 30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod
string & trip off flow-T. W/ tbg full, pressure test tbg to 3000 psi. Retrieve rod string &
unseat pump. TOH & LD rod string and pump. Re-flushed rods several times to keep mess to
a minimum. SIFN. - MIRU Western rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU
pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F (well is circulating).
Re-seat pump, soft joint rod string & strip off flow-T. W/ tbg full, pressure test tbg to 3000
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WWS #7 on 2/7/2011 - MIRU Western rig #7. LD rod string & pump. - RU HO trk & flush tbg
W? 30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-
bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing valve
W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5
gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @
4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - MIRU Western rig #7. RU HO trk
to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/
tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string
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rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump.
Flush tbg & rods W/ 30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string &
strip off flow-T. W/ tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump.
TOH & LD rod string and pump. Re-flushed rods several times to keep mess to a minimum.
SIFN. - RU HO trk & flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure test
tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - RU HO trk & flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure
test tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mi×
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND wellhead & release
TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connection, clean & inspect
pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5
1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2
7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - RU HO trk & circulate well
down tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP. TOH & talley
production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins.
LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker
slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque
each corinection on TIH. SIFN. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND
well ea(& release TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connectior
clea & iþspect pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new
Weagherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8
SN aind 147jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - MIRU
Wesgern rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rotl
pumþ. F ush tbg & rods W/ 30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod
string & trip off flow-T. W/ tbg full, pressure test tbg to 3000 psi. Retrieve rod string &
unseat pump. TOH & LD rod string and pump. Re-flushed rods several times to keep mess to
a minimum. SIFN. - MIRU Western rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU
pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F (well is circulating).
Re-seat pump, soft joint rod string & strip off flow-T. W/ tbg full, pressure test tbg to 3000
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bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing valve
W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5
gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @
4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - MIRU Western rig #7. RU HO trk
to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/
tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string
and pump. Re-flushed rods several times to keep mess to a minimum. SIFN. - MIRU Western
rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump.
Flush tbg & rods W/ 30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string &
strip off flow-T. W/ tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump.
TOH & LD rod string and pump. Re-flushed rods several times to keep mess to a minimum.
SIFN. - RU HO trk & flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure test
tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - RU HO trk & flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure
test tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mi×
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND wellhead & release
TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connection, clean & inspect
pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5
1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2
7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - RU HO trk & circulate well
down tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP. TOH & talley
production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins.
LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker
slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque
each corinection on TIH. SIFN. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND
well ea(& release TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connectior
clea & iþspect pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new
Weagherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8
SN aind 147jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - MIRU
Wesgern rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rotl
pumþ. F ush tbg & rods W/ 30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod
string & trip off flow-T. W/ tbg full, pressure test tbg to 3000 psi. Retrieve rod string &
unseat pump. TOH & LD rod string and pump. Re-flushed rods several times to keep mess to
a minimum. SIFN. - MIRU Western rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU
pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F (well is circulating).
Re-seat pump, soft joint rod string & strip off flow-T. W/ tbg full, pressure test tbg to 3000
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psi. Retrieve rod string & unseat pump. TOH & LD rod string and pump. Re-flushed rods
several times to keep mess to a minimum. SIFN. - MIRU Western rig #7. RU HO trk to
annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/
tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string
and pump. Re-flushed rods several times to keep mess to a minimum. SIFN. - RU HO trk &
flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled
air & re-bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing
valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031
& 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN
@ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure
test annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & flush tbg W?
30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-
bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing valve
W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5
gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @
4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & flush tbg W? 30
BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-bumped
pressure several times. Final test held solid for 30 minutes. Retrieve standing valve W/
overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals
B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4626',
CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & circulate well down
tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP. TOH & talley production
tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins. LD btm 45
jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L.
re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each
connection on TIH. SIFN. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND
wellhead & release TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connection,
clean & inspect pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new
Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8
SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - RU HO trk
& circulate well down tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP.
TOH & talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-
ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer
(W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg.
Re-torque each connection on TIH. SIFN. - MIRU Western rig #7. RU HO trk to annulus &
pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/ tbg full,
pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string and
pump. Re-flushed rods several times to keep mess to a minimum. SIFN. Finalized
Daily Cost: $0
Cumulative Cost: $31,452

2/14/2011 Day: 4 Conversion

Rigless on 2/14/2011 - Conversion MIT - On 2/7/2011 Dennis Ingram with the State of Utah
DOGM was contacted concerning the Conversion MIT on the above listed well (Wells Draw
14A-34-8-16). On 2/11/11 the csg was pressured up to 1260 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test The tbg pressure was 260
psig during the test. There was not a State representative available to witness the test. Final
Report API# 43-013-32330 - On 2/7/2011 Dennis Ingram with the State of Utah DOGM was
contacted concerning the Conversion MIT on the above listed well (Wells Draw 14A-34-8-16).
On 2/11/11 the csg was pressured up to 1260 psig and charted for 30 minutes with no
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psi. Retrieve rod string & unseat pump. TOH & LD rod string and pump. Re-flushed rods
several times to keep mess to a minimum. SIFN. - MIRU Western rig #7. RU HO trk to
annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/
tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string
and pump. Re-flushed rods several times to keep mess to a minimum. SIFN. - RU HO trk &
flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled
air & re-bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing
valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031
& 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN
@ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure
test annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & flush tbg W?
30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-
bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing valve
W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5
gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @
4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & flush tbg W? 30
BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-bumped
pressure several times. Final test held solid for 30 minutes. Retrieve standing valve W/
overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals
B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4626',
CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & circulate well down
tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP. TOH & talley production
tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins. LD btm 45
jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L.
re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each
connection on TIH. SIFN. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND
wellhead & release TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connection,
clean & inspect pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new
Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8
SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - RU HO trk
& circulate well down tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP.
TOH & talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-
ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer
(W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg.
Re-torque each connection on TIH. SIFN. - MIRU Western rig #7. RU HO trk to annulus &
pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/ tbg full,
pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string and
pump. Re-flushed rods several times to keep mess to a minimum. SIFN. Finalized
Daily Cost: $0
Cumulative Cost: $31,452

2/14/2011 Day: 4 Conversion

Rigless on 2/14/2011 - Conversion MIT - On 2/7/2011 Dennis Ingram with the State of Utah
DOGM was contacted concerning the Conversion MIT on the above listed well (Wells Draw
14A-34-8-16). On 2/11/11 the csg was pressured up to 1260 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test The tbg pressure was 260
psig during the test. There was not a State representative available to witness the test. Final
Report API# 43-013-32330 - On 2/7/2011 Dennis Ingram with the State of Utah DOGM was
contacted concerning the Conversion MIT on the above listed well (Wells Draw 14A-34-8-16).
On 2/11/11 the csg was pressured up to 1260 psig and charted for 30 minutes with no
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psi. Retrieve rod string & unseat pump. TOH & LD rod string and pump. Re-flushed rods
several times to keep mess to a minimum. SIFN. - MIRU Western rig #7. RU HO trk to
annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/
tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string
and pump. Re-flushed rods several times to keep mess to a minimum. SIFN. - RU HO trk &
flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled
air & re-bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing
valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031
& 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN
@ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure
test annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & flush tbg W?
30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-
bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing valve
W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5
gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @
4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & flush tbg W? 30
BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-bumped
pressure several times. Final test held solid for 30 minutes. Retrieve standing valve W/
overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals
B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4626',
CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & circulate well down
tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP. TOH & talley production
tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins. LD btm 45
jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L.
re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each
connection on TIH. SIFN. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND
wellhead & release TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connection,
clean & inspect pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new
Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8
SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - RU HO trk
& circulate well down tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP.
TOH & talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-
ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer
(W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg.
Re-torque each connection on TIH. SIFN. - MIRU Western rig #7. RU HO trk to annulus &
pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/ tbg full,
pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string and
pump. Re-flushed rods several times to keep mess to a minimum. SIFN. Finalized
Daily Cost: $0
Cumulative Cost: $31,452

2/14/2011 Day: 4 Conversion

Rigless on 2/14/2011 - Conversion MIT - On 2/7/2011 Dennis Ingram with the State of Utah
DOGM was contacted concerning the Conversion MIT on the above listed well (Wells Draw
14A-34-8-16). On 2/11/11 the csg was pressured up to 1260 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test The tbg pressure was 260
psig during the test. There was not a State representative available to witness the test. Final
Report API# 43-013-32330 - On 2/7/2011 Dennis Ingram with the State of Utah DOGM was
contacted concerning the Conversion MIT on the above listed well (Wells Draw 14A-34-8-16).
On 2/11/11 the csg was pressured up to 1260 psig and charted for 30 minutes with no
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psi. Retrieve rod string & unseat pump. TOH & LD rod string and pump. Re-flushed rods
several times to keep mess to a minimum. SIFN. - MIRU Western rig #7. RU HO trk to
annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/
tbg full, pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string
and pump. Re-flushed rods several times to keep mess to a minimum. SIFN. - RU HO trk &
flush tbg W? 30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled
air & re-bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing
valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031
& 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN
@ 4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure
test annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & flush tbg W?
30 BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-
bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing valve
W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5
gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @
4626', CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & flush tbg W? 30
BW. Drop standnig valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-bumped
pressure several times. Final test held solid for 30 minutes. Retrieve standing valve W/
overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals
B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4626',
CE @ 4631' & EOT @ 4635'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test
annulus & pkr to 1500 psi. Holds solid for 1 hour. RDMOSU. - RU HO trk & circulate well down
tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP. TOH & talley production
tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins. LD btm 45
jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L.
re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each
connection on TIH. SIFN. - RU HO trk & circulate well down tbg W/ 60 BW @ 250°F. ND
wellhead & release TA @ 5932'. NU BOP. TOH & talley production tbg. Break each connection,
clean & inspect pins and apply Liquid O-ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new
Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8
SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. SIFN. - RU HO trk
& circulate well down tbg W/ 60 BW @ 250°F. ND wellhead & release TA @ 5932'. NU BOP.
TOH & talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-
ring to pins. LD btm 45 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer
(W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 147 jts 2 7/8 8rd 6.5# J-55 tbg.
Re-torque each connection on TIH. SIFN. - MIRU Western rig #7. RU HO trk to annulus &
pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @250°F (well is circulating). Re-seat pump, soft joint rod string & strip off flow-T. W/ tbg full,
pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string and
pump. Re-flushed rods several times to keep mess to a minimum. SIFN. Finalized
Daily Cost: $0
Cumulative Cost: $31,452

2/14/2011 Day: 4 Conversion

Rigless on 2/14/2011 - Conversion MIT - On 2/7/2011 Dennis Ingram with the State of Utah
DOGM was contacted concerning the Conversion MIT on the above listed well (Wells Draw
14A-34-8-16). On 2/11/11 the csg was pressured up to 1260 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test The tbg pressure was 260
psig during the test. There was not a State representative available to witness the test. Final
Report API# 43-013-32330 - On 2/7/2011 Dennis Ingram with the State of Utah DOGM was
contacted concerning the Conversion MIT on the above listed well (Wells Draw 14A-34-8-16).
On 2/11/11 the csg was pressured up to 1260 psig and charted for 30 minutes with no
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pressure loss. The well was not injecting during the test The tbg pressure was 260 psig during
the test. There was not a State representative available to witness the test. Final Report API#
43-013-32330 Finalized
Daily Cost: $0
Cumulative Cost: $69,508

Pertinent Files: Go to File List
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NEWFIELD

ROCKY MOUNTAINS

September 4, 2009

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Wells Draw 14A-34-8-16
Monument Butte Field, Lease #UTU-47171
Section 34-Township 8S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the Wells Draw 14A-34-8-16
from a producing oil well to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, ifyou have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Eric Sundber
Regulatory Analyst

* RECENED

SEP17 2003

p¾0F 0\L,GAS&WN\NG

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

WELLS DRAW 14A-34-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

WELLS DRAW UNIT
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SEPTEMBER 4,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Wells Draw 14A-34-8-16

Field or Unit name: Monument Butte (Green River), Wells Draw Unit Lease No. UTU-47171

Well Location: QQ SE/SW section 34 township 8S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . .. . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-32330

Proposed injection interval: from 4246 to 6210
Proposed maximum injection: rate 500 bpd pressure 1842 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify thatthis report is trueand complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Analyst Date fjÇ/o (
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
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Wells Draw 14A-34-8-16
Spud Date: 8/15/2002 Initial Production: 18 BOPD,
Put on Production:9/17/2002 Proposed Injection 5.5 MCFD, 74 BWPD
GL: 5650' KB: 5660' Wellbore Diagrarn

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 9/11/02 5824'-5979' Frac CP .5, 1, 2, 2, 3, 3 sands as follows:
GRADE: 1-55 81,000#20/40 sand in 618 bbis Viking 1-25

WEIGHT: 24#
Ruid. Treated @avg press of 1869 psi w/avg
rate of26 BPM. ISIP 1880 psi. Calc flush:

LENGTH: 7 jts. (306.12') 5824 gal. Actual flush: 5775 gal.

DEPTH LANDED: 314.12' YsB 9/11/02 5551'-5724' Frac LODC sands as follows:
249,000# 20/40 sand in 1631 bbis Viking I-25

HOLE SIZE:12-1/4" fluid. Treated @avg press of2235 psi w/avg

CEMENT DATA: 145 sxs Class "G" cmt, est 3 bbis cmt to surf rate of24.7 BPM. ISIP 2110 psi. Cale flush:
5551 gal. Actual flush: 5502 gal.

9/11/02 5284'-5289' Frac B2 sands as follows:
- 20,836#20/40 sand in 264 bbis Viking 1-25

fluid. Treated @avg press of2345 psi w/avg
rate of25 BPM. ISIP 1880 psi. Calcflush:

Cement Top @500' .

_

5284 gal. Actual flush: 5208 gal.

PRODUCTION CASING 9/12/02 4851'-4973' Frac D1 and DS2 sands as follows:
144,900#20/40 sand in 960 bbis Viking I-25

CSG SIZE: 5-1/2" fluid. Treated @avg press of 1870 psi w/avg
GRADE: J-55 rate of25 BPM. ISIP 2250 psi. Cale flush:

WEIGHT: 15.5#
4851 gal. Actual flush: 4767 gal.

9/12/02 4664'-4689' Frac PB sands as follows:
LENGTH: 140 jts. (6208.51')

54,936#20/40 sand in 433 bbis Viking I-25
DEPTH LANDED: 6206.11' KB fluid. Treated @avg press of 1658 psi w/avg

rate of25 BPM. ISIP 2140 psi. Calc flush:HOLE SIZE: 7-7/8"
4664 gal. Actual flush: 4578 gal.

CEMENT DATA: 325 sxs Prem. Lite II riixed & 450 sxs 50/50 POZ.
11/15/03 Pump Change. Update rod details.

CEMENT TOP AT: 500'

Packer @4629'

i 2 4664'-4689'

4851'-4862'

- : 4943'-4950'
- : 4956'-4973'

5284'-5289'
5551'-5554, PERFORATION RECORD

- 5558'-5588' 9/10/02 5973'-5979' 4 JSPF 24 holes
5606'-5614' 9/10/02 5946'-5952' 4 JSPF 24 holes
5659'-5684' 9/10/02 5905'-5910' 4 JSPF 20 holes
5688'-5714' 9/10/02 5897'-5900' 4 JSPF 12 holes
5718'-5724' 9/10/02 5866'-5876' 4 JSPF 40 holes
5824'-5828' 9/10/02 5824'-5828' 4 JSPF 16 holes
5866'-5876' 9/11/02 5718'-5724' 2 JSPF 12 holes
5897'-5900' 9/11/02 5688'-5714' 2 JSPF 52 holes
5905'-5910'

9/11/02 5659'-5684' 2 JSPF 50 holes
9/11/02 5606'-5614' 2 JSPF 16 holes

5946'-5952' 9/11/02 5558'-5588' 2 ]SPF 60 holes

5973'-5979' 9/11/02 5551'-5554' 2 ]SPF 6 holes
9/11/02 5284'-5289' 4 JSPF 20 holes
9/12/02 4956'-4973' 4 JSPF 68 holes
9/12/02 4943'-4950' 4 JSPF 28 holes
9/12/02 4851'-4862' 4 JSPF 44 holes
9/12/02 4664'-4689' 2 JSPF 50 holes

Top of Fill @6160'

NEWFIELD

Wells Draw Unit 14A-34-8-16
729' FSL & 1963' FWL
SE/SW Section 34-T8S-Rl6E
Duchesne Co, Utah
API #43-013-32330; Lease #UTU-47171

MS

Wells Draw 14A-34-8-16
Spud Date: 8/15/2002 Initial Production: 18 BOPD,
Put on Production:9/17/2002 Proposed Injection 5.5 MCFD, 74 BWPD
GL: 5650' KB: 5660' Wellbore Diagrarn
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GRADE: 1-55 81,000#20/40 sand in 618 bbis Viking 1-25

WEIGHT: 24#
Ruid. Treated @avg press of 1869 psi w/avg
rate of26 BPM. ISIP 1880 psi. Calc flush:
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fluid. Treated @avg press of2345 psi w/avg
rate of25 BPM. ISIP 1880 psi. Calcflush:

Cement Top @500' .

_

5284 gal. Actual flush: 5208 gal.

PRODUCTION CASING 9/12/02 4851'-4973' Frac D1 and DS2 sands as follows:
144,900#20/40 sand in 960 bbis Viking I-25

CSG SIZE: 5-1/2" fluid. Treated @avg press of 1870 psi w/avg
GRADE: J-55 rate of25 BPM. ISIP 2250 psi. Cale flush:

WEIGHT: 15.5#
4851 gal. Actual flush: 4767 gal.

9/12/02 4664'-4689' Frac PB sands as follows:
LENGTH: 140 jts. (6208.51')

54,936#20/40 sand in 433 bbis Viking I-25
DEPTH LANDED: 6206.11' KB fluid. Treated @avg press of 1658 psi w/avg

rate of25 BPM. ISIP 2140 psi. Calc flush:HOLE SIZE: 7-7/8"
4664 gal. Actual flush: 4578 gal.

CEMENT DATA: 325 sxs Prem. Lite II riixed & 450 sxs 50/50 POZ.
11/15/03 Pump Change. Update rod details.

CEMENT TOP AT: 500'

Packer @4629'

i 2 4664'-4689'

4851'-4862'

- : 4943'-4950'
- : 4956'-4973'

5284'-5289'
5551'-5554, PERFORATION RECORD

- 5558'-5588' 9/10/02 5973'-5979' 4 JSPF 24 holes
5606'-5614' 9/10/02 5946'-5952' 4 JSPF 24 holes
5659'-5684' 9/10/02 5905'-5910' 4 JSPF 20 holes
5688'-5714' 9/10/02 5897'-5900' 4 JSPF 12 holes
5718'-5724' 9/10/02 5866'-5876' 4 JSPF 40 holes
5824'-5828' 9/10/02 5824'-5828' 4 JSPF 16 holes
5866'-5876' 9/11/02 5718'-5724' 2 JSPF 12 holes
5897'-5900' 9/11/02 5688'-5714' 2 JSPF 52 holes
5905'-5910'

9/11/02 5659'-5684' 2 JSPF 50 holes
9/11/02 5606'-5614' 2 JSPF 16 holes

5946'-5952' 9/11/02 5558'-5588' 2 ]SPF 60 holes

5973'-5979' 9/11/02 5551'-5554' 2 ]SPF 6 holes
9/11/02 5284'-5289' 4 JSPF 20 holes
9/12/02 4956'-4973' 4 JSPF 68 holes
9/12/02 4943'-4950' 4 JSPF 28 holes
9/12/02 4851'-4862' 4 JSPF 44 holes
9/12/02 4664'-4689' 2 JSPF 50 holes

Top of Fill @6160'

NEWFIELD

Wells Draw Unit 14A-34-8-16
729' FSL & 1963' FWL
SE/SW Section 34-T8S-Rl6E
Duchesne Co, Utah
API #43-013-32330; Lease #UTU-47171

MS

Wells Draw 14A-34-8-16
Spud Date: 8/15/2002 Initial Production: 18 BOPD,
Put on Production:9/17/2002 Proposed Injection 5.5 MCFD, 74 BWPD
GL: 5650' KB: 5660' Wellbore Diagrarn
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Wells Draw
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Wells Draw



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17 Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Wells Draw 14A-34-8-16 from a producing oil well
to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Wells Draw l4A-34-8-16
well, the proposed injection zone is from Garden Gulch to Castle Peak (4246' -6210').

The confining strata directly above and below the injection zones are the Garden Gulch
and the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3910' and the TD is at 6210'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Wells Draw 14A-34-8-16 is on file with the Utah Division of
Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-47171) in the Monument
Butte Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 314' KB, and 5-1/2", 15.5#
casing run from surface to 6206' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1842 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Wells Draw 14A-34-8-16, for existing
perforations (4664' - 5979') calculates at 0.76 psig/ft The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 1842 psig. We may add additional perforations between 3910' and 6210'.
See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Wells Draw 14A-34-8-16, the proposed injection zone (4246' - 6210') is in the
Garden Gulch to Castle Peak of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies
in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-11.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.
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EXHIBIT B
Page 1

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1. Township 8 South, Range 16 East UTU-47171 Newfield Production Company (Surface Rights)
Section 34: SW HBP 1001 17thSt. Suite 2000 USA

Denver, CO 80202
1984 LTD Partnership
1401 17thSt Suite 1000
Denver, CO 80202

2. Township 8 South, Range 16 East U-62848 Newfield Production Company (Surface Rights)
Section 27: S2S2 HBP 1001 17thSt. Suite 2000 USA
Section 34: NW Denver, CO 80202

Raymond H. Brennan
104 Lee Lane
Bellville, TX 77418
Thomas I Jackson
7710-T Cherry Park PMB 503
Houston, TX 77095
Texas General Offshore Inc
7710-T Cherry Park PMB 503
Houston, TX 77095
Jasper Warren
17350 State Highway 249 Suite 140
Houston, TX 77064-1140
Whitehall Energy Corp
104 Lee Lane
Bellville, TX
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EXHIBIT B
Page 2

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

3. Township 8 South, Range 16 East U-49092 Newfield Production Company (Surface Rights)
Section 33: 2 HBP Newfield RMI, LLC USA

1001 17th St. Suite 2000
Denver, CO 80202

4. Township 9 South, Range 16 East U-30096 Newfield Production Company (Surface Rights)
Section 4: Lots 1-4, S2N2 HBP 1001 17th St. Suite 2000 USA
Section 5: Lots 1-3, S2NE, SENW, NESW Denver, CO 80202

5. Township 9 South, Range 16 East UTU-77338 Newfield Production Company (Surface Rights)
Section 3: Lots 3, 4, S2NW HBP 1001 17th St. Suite 2000 USA
Section 4: NESW, SE Denver, CO 80202

6. Township 9 South, Range 16 East UTU-47172 Newfield Production Company (Surface Rights)
Section 3: Lots 1, 2, S2NE HBP 1001 17thSt. Suite 2000 USA

Denver, CO
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Wells Draw 14A-34-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield Yroduction y
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of 56 ff?7 , 2009.

Notary Public in and for the State of Colorado: ,‡f ,( j .

MyCommissionExpires
My Commission Expires: __ 02/10/2013 Ly
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Wells Draw 14A-34-8-16
Spud Date: 8/15/2002 Initial Production: 18 BOPD,
Put on Production:9/17/2002 Wellbore Diagram 5.5 MCFD, 74 BWPD
GL: 5650' KB: 5660'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 9/11/02 5824'-5979' Frac CP .5, 1, 2, 2, 3, 3 sands as follows:
GRADE: J-55 81,000# 20/40 sand in 618 bbis Viking I-25

fluid. Treated @avg press of 1869 psi w/avg
WEIGHT: 24# rate of26 BPM. ISIP 1880 psi. Calc flush:
LENGTH: 7 jts. (306.12') 5824 gal. Actual flush: 5775 gal.

DEPTH LANDED: 314.12' KB 9/11/02 5551'-5724' Frac LODC sands as follows:
249,000# 20/40 sand in 1631 bbls Viking I-25

HOLE SIZE:12-l/4" fluid. Treated @avg press of2235 psi w/avg

CEMENT DATA; 145 sxs Class "G" cmt, est 3 bbis cmt to surf rate of24.7 BPM. ISIP 2110 psi. Calc flush:
5551 gal. Actual flush; 5502 gal.

9/11/02 5284'-5289' Frac B2 sands as follows:
- - 20,836# 20/40 sand in 264 bb1sViking I-25

fluid. Treated @avg press of2345 psi w/avg
rate of25 BPM. ISIP 1880 psi. Calc flush:

Cement Top @500' - 5284 gal. Actual flush: 5208 gal.

PRODUCTION CASING 9/12/02 4851'-4973' Frac D1 and DS2 sands as follows:
144,900#20/40 sand in 960 bb1sViking I-25

CSG SIZE: 5-1/2" fluid. Treated @avg press of 1870 psi w/avg

GRADE: J-55 rate of25 BPM. ISIP 2250 psi. Calc flush;
4851 gal. Actual flush: 4767 gal.

WEIGHT: 15.5# 9/12/02 4664'-4689' Frac PB sands as follows:
LENGTH: 140 jts. (6208.51')

54,936# 20/40 sand in 433 bbls Viking I-25
DEPTH LANDED: 6206.11' KB fluid. Treated @avg press of 1658 psi w/avg

rate of25 BPM. ISIP 2140 psi. Calc flush:HOLE SIZE: 7-7/8"
4664 gal. Actual flush; 4578 gal.

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ
l1/15/03 Pump Change. Update rod details.

CEMENT TOP AT: 500'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 189jts (5932')

TUBING ANCHOR: 5942' KB

NO. OF JOINTS: 1 jt (3L42')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5976.22' KB

NO. OF JOINTS: 2 jts (62.85') 4664'-4689'
TOTAL STRING LENGTH EOT @6040.62' KB

4851'-4862'

4943'-4950'

4956'-4973'

5284'-5289'
PERFORATION RECORD

SUCKER RODS $551'-5554

5558'-5588' 9/10/02 5973'-5979' 4 JSPF 24 holes

POLISHED ROD: 1-1/2" x 22' SM
5606'-5614' 9/10/02 5946'-5952' 4 JSPF 24 holes

SUCKER RODS: 6-1 1/2" weight bars; 10-3/4" scrapered rods; 122-3/4" 5659'-5684' 9/10/02 5905'-5910' 4 JSPF 20 holes

plain rods, 100-3/4" scrapered rods, 1-8', 1-6' x 3/4" pony rods. 5688'-5714' 9/10/02 5897'-5900' 4 JSPF 12 holes

PUMP SIZE: 2-1/2" x 1-3/4" x 16' RHAC
5718'-5724' 9/10/02 5866'-5876' 4 JSPF 40 holes

STROKE LENGTH: 86"
5824'-5828' 9/10/02 5824'-5828' 4 JSPF 16 holes
5866'-5876' 9/11/02 5718'-5724' 2 JSPF 12 holes

PUMP SPEED, SPM: 6 SPM - 5897'-5900' 9/11/02 5688'-5714' 2 JSPF 52 holes
LOGS: DIGL/SP/GR/CAL - 5905'-5910' 9/11/02 5659'-5684' 2 JSPF 50 holes

Anchor @5942' 9/11/02 5606'-5614' 2 JSPF 16 holes

5946'-5952 9/11/02 5558'-5588' 2 JSPF 60 holes

SN @5976' 5973'-5979' 9/11/02 5551'-5554' 2 JSPF 6 holes
9/11/02 5284'-5289' 4 JSPF 20 holes

EOT @6040' 9/12/02 4956'-4973' 4 JSPF 68 holes
9/12/02 4943'-4950' 4 JSPF 28 holes
9/12/02 4851'-4862' 4 JSPF 44 holes

Top of Fill @6160, 9/12/02 4664'-4689' 2 JSPF 50 holes

NEWFIELD PBTD @6185'

SHOE @6206'

Wells Draw Unit 14A-34-8-16 TD @6210'

729' FSL & 1963' FWL
SE/SW Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-32330; Lease #UTU-47171

KR
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Cement Top @500' - 5284 gal. Actual flush: 5208 gal.

PRODUCTION CASING 9/12/02 4851'-4973' Frac D1 and DS2 sands as follows:
144,900#20/40 sand in 960 bb1sViking I-25

CSG SIZE: 5-1/2" fluid. Treated @avg press of 1870 psi w/avg

GRADE: J-55 rate of25 BPM. ISIP 2250 psi. Calc flush;
4851 gal. Actual flush: 4767 gal.

WEIGHT: 15.5# 9/12/02 4664'-4689' Frac PB sands as follows:
LENGTH: 140 jts. (6208.51')

54,936# 20/40 sand in 433 bbls Viking I-25
DEPTH LANDED: 6206.11' KB fluid. Treated @avg press of 1658 psi w/avg

rate of25 BPM. ISIP 2140 psi. Calc flush:HOLE SIZE: 7-7/8"
4664 gal. Actual flush; 4578 gal.

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ
l1/15/03 Pump Change. Update rod details.

CEMENT TOP AT: 500'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 189jts (5932')

TUBING ANCHOR: 5942' KB

NO. OF JOINTS: 1 jt (3L42')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5976.22' KB

NO. OF JOINTS: 2 jts (62.85') 4664'-4689'
TOTAL STRING LENGTH EOT @6040.62' KB

4851'-4862'

4943'-4950'

4956'-4973'

5284'-5289'
PERFORATION RECORD

SUCKER RODS $551'-5554

5558'-5588' 9/10/02 5973'-5979' 4 JSPF 24 holes

POLISHED ROD: 1-1/2" x 22' SM
5606'-5614' 9/10/02 5946'-5952' 4 JSPF 24 holes

SUCKER RODS: 6-1 1/2" weight bars; 10-3/4" scrapered rods; 122-3/4" 5659'-5684' 9/10/02 5905'-5910' 4 JSPF 20 holes

plain rods, 100-3/4" scrapered rods, 1-8', 1-6' x 3/4" pony rods. 5688'-5714' 9/10/02 5897'-5900' 4 JSPF 12 holes

PUMP SIZE: 2-1/2" x 1-3/4" x 16' RHAC
5718'-5724' 9/10/02 5866'-5876' 4 JSPF 40 holes

STROKE LENGTH: 86"
5824'-5828' 9/10/02 5824'-5828' 4 JSPF 16 holes
5866'-5876' 9/11/02 5718'-5724' 2 JSPF 12 holes

PUMP SPEED, SPM: 6 SPM - 5897'-5900' 9/11/02 5688'-5714' 2 JSPF 52 holes
LOGS: DIGL/SP/GR/CAL - 5905'-5910' 9/11/02 5659'-5684' 2 JSPF 50 holes

Anchor @5942' 9/11/02 5606'-5614' 2 JSPF 16 holes

5946'-5952 9/11/02 5558'-5588' 2 JSPF 60 holes

SN @5976' 5973'-5979' 9/11/02 5551'-5554' 2 JSPF 6 holes
9/11/02 5284'-5289' 4 JSPF 20 holes

EOT @6040' 9/12/02 4956'-4973' 4 JSPF 68 holes
9/12/02 4943'-4950' 4 JSPF 28 holes
9/12/02 4851'-4862' 4 JSPF 44 holes

Top of Fill @6160, 9/12/02 4664'-4689' 2 JSPF 50 holes

NEWFIELD PBTD @6185'

SHOE @6206'

Wells Draw Unit 14A-34-8-16 TD @6210'

729' FSL & 1963' FWL
SE/SW Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-32330; Lease #UTU-47171

KR



Monument Butte Fed. #6-34-8-16
Initial Production: 28 BOPDSpud Date: 2/28/1995 '
57 MCFD, 4 BWPDPut on Production: 4/09/1995 Wellbore Diagram

GL: 5632' KB: 5646'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/06/95 5520'-5552' Frac A3 sand as follows:
GRADE: J-55 97,570#20/40 sand in 692 bbls Viking 1-35
WEIGHT: 24# fluid. Treated @avg press of2270 psi w/avg

rate of 31.5 BPM. ISIP 2380 psi. Calc. flush:
DEPTH LANDED: 310' 5520 gal. Actual flush: 1260 gal.
HOLE SIZE:12-1/4" 6/07/95 5042'-5098' Frac D sands as follows:
CEMENT DATA: 165 sxs Class "G" cement. 77,000# 16/30 sand in 673 bbis KCl frac fluid.

Treated @avg press of2250 psi w/avg rate of
32 BPM. ISIP 2482 psi. Calc. flush: 5042
gal. Actual flush: 4998 gal.

4/10/01 5520'-5552' Frac GB-6 sand as follows:

100,120# 20/40 sand in 647 bb1sViking 1-25
fluid. Treated @avg press of2050 psi w/avg
rate of30 BPM. ISIP 2360 psi. Calc. flush:

PRODUCTION CASING 4548 gal. Actual flush: 4452 gal.

CSG SIZE: 5-1/2,, 6/10/03 5899'-5984' Frac CP sand as follows:
79,030#20/40 sand in 630 bbls Viking I-25

GRADE: 1-55 4548'-4568' fluid. Treated @avg press of4000 psi w/avg

WEIGHT: 15.5# rate of 16 BPM. ISIP 1885 psi. Calc. flush:
1502 gal. Actual flush: 1386 gal.

DEPTH LANDED: 6207.42' 5042'-5051'
6/11/03 5705'-5822' Frac LODC sand as follows:

HOLE SIZE: 7-7/8" 117,747#20/40 sand in 900 bbls Viking I-25

CEMENT DATA: 383 sxs Hilift & 307 sxs 10-0 RFC. 5089'-5098' fluid Treated @Mavgpre2ssof4 00 psi wlavg

CEMENT TOP AT: ? per CBL 5181'-5184, 1491 gal. Actual flush: 1386 gal.

5248'-5252, 6/12/03 5520'- 5590' Frac Existing A and LoDC sand as follows:
100,632# 20/40 sand in 213 bbis of Viking I-

5520'-5552, 25 pad, and 518 bbis Viking I-25
fluid. Treated @4100 avg press of psi w/avg

TUBING rate of l7.3 BPM. ISIP 2400 psi. Calc. flush:
- 5562'-5572' 1430 gal. Actual flush: 1302 gal.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
6/12/03 5181'-5252' .Frac B and C sand as follows:

NO. OF JOINTS: 179 jts (5863.98') 5586'-5590' 38,341# 20/40 sand in 198 bbls Viking I-25

TUBING ANCHOR: 5877.98' KB fluid Tr ed @Mavgpress ofp2 50Dpsiw/avg

NO. OF JOINTS: 3 jts (95.1T) 1323 gal Actual flush: 1176 gal.
SEATING NIPPLE: 2-7/8" (1.10') 2/17/04 Tubing Leak. Update rod and tubing detail.
SN LANDED AT: 5975.90' KB 5705'-5710'
NO. OF JOINTS: 2 jts (65.18')

5716'-5721'
TOTAL STRING LENGTH: EOT @6042.63' w/14' KB

5739'-5744'

5758'-5770'

PERFORATION RECORD
SUCKER RODS 5788'-5791

5804'-5807, 4/06/95 5520'-5552' 4 JSPF 128 holes

POLISHED ROD: 1-1/2" x 22' SM 6/06/95 5089'-5098' 4 JSPF 36 holes

SUCKER RODS: 4- 1 1/2" weight bars; 2 1 5/8" weight bars; 35-3/4" scrapered
i 5814'-5816' 6/06/95 5042'-5051' 4 JSPF 36 holes

rods; 99-3/4" plain rods, 96-3/4" scrapered rods, 1-4'& 2-6' x 3/4" pony rod 2 5820'-5822' 7/10/01 4548'-4568' 4 JSPF 80 holes

PUMP SIZE: 2-1/2" X 1-1/2" x 14.5' RHAC w/ sm plunger 6/10/03 5978'-5984' 4 JSPF 24 holes
Anchor @5877.98' 6/10/03 5940'-5944' 4 JSPF 16 holes

STROKE LENGTH: 101"
6/10/03 5899'-5904' 4 JSPF 20 holes

PUMP SPEED, SPM: 3.25 SPM 5899'-5904' 6/11/03 5820'-5822' 4 JSPF 8 holes
LOGS: DIGL/SP/GR/CAL 5940'-5944' 6/11/03 5814'-5816' 4 JSPF 8 holes

SN @5975.90' 6/1 I/03 5804'-5807' 4 JSPF 12 holes
5978'-5984' 6/11/03 5788'-579l' 4 JSPF 12 holes

6/11/03 5758'-5770' 4 JSPF 48 holes
6/11/03 5739'-5744' 4 JSPF 20 holes

EOT @6042.63, 6/11/03 5716'-5721' 4 JSPF 20 holes
6/11/03 5705'-5710' 4 JSPF 20 holes
6/11/03 5586'-5590' 4 JSPF 16 holes
6/11/03 5562'-5572' 4]SPF 10holes
6/11/03 5248'-5252' 4 JSPF 16 holes

NE WPIELD
PBTD @6152' 6/11/03 5181'-5184' 4 JSPF 12 holes

SHOE / TD @6208'
Monument Butte Fed. #6-34-8-16
1980' FNL & 1980' FWL
SENW Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-31504; Lease #U-62848

JW

Monument Butte Fed. #6-34-8-16
Initial Production: 28 BOPDSpud Date: 2/28/1995 '
57 MCFD, 4 BWPDPut on Production: 4/09/1995 Wellbore Diagram

GL: 5632' KB: 5646'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/06/95 5520'-5552' Frac A3 sand as follows:
GRADE: J-55 97,570#20/40 sand in 692 bbls Viking 1-35
WEIGHT: 24# fluid. Treated @avg press of2270 psi w/avg

rate of 31.5 BPM. ISIP 2380 psi. Calc. flush:
DEPTH LANDED: 310' 5520 gal. Actual flush: 1260 gal.
HOLE SIZE:12-1/4" 6/07/95 5042'-5098' Frac D sands as follows:
CEMENT DATA: 165 sxs Class "G" cement. 77,000# 16/30 sand in 673 bbis KCl frac fluid.

Treated @avg press of2250 psi w/avg rate of
32 BPM. ISIP 2482 psi. Calc. flush: 5042
gal. Actual flush: 4998 gal.

4/10/01 5520'-5552' Frac GB-6 sand as follows:

100,120# 20/40 sand in 647 bb1sViking 1-25
fluid. Treated @avg press of2050 psi w/avg
rate of30 BPM. ISIP 2360 psi. Calc. flush:

PRODUCTION CASING 4548 gal. Actual flush: 4452 gal.

CSG SIZE: 5-1/2,, 6/10/03 5899'-5984' Frac CP sand as follows:
79,030#20/40 sand in 630 bbls Viking I-25

GRADE: 1-55 4548'-4568' fluid. Treated @avg press of4000 psi w/avg

WEIGHT: 15.5# rate of 16 BPM. ISIP 1885 psi. Calc. flush:
1502 gal. Actual flush: 1386 gal.

DEPTH LANDED: 6207.42' 5042'-5051'
6/11/03 5705'-5822' Frac LODC sand as follows:

HOLE SIZE: 7-7/8" 117,747#20/40 sand in 900 bbls Viking I-25

CEMENT DATA: 383 sxs Hilift & 307 sxs 10-0 RFC. 5089'-5098' fluid Treated @Mavgpre2ssof4 00 psi wlavg

CEMENT TOP AT: ? per CBL 5181'-5184, 1491 gal. Actual flush: 1386 gal.

5248'-5252, 6/12/03 5520'- 5590' Frac Existing A and LoDC sand as follows:
100,632# 20/40 sand in 213 bbis of Viking I-

5520'-5552, 25 pad, and 518 bbis Viking I-25
fluid. Treated @4100 avg press of psi w/avg

TUBING rate of l7.3 BPM. ISIP 2400 psi. Calc. flush:
- 5562'-5572' 1430 gal. Actual flush: 1302 gal.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
6/12/03 5181'-5252' .Frac B and C sand as follows:

NO. OF JOINTS: 179 jts (5863.98') 5586'-5590' 38,341# 20/40 sand in 198 bbls Viking I-25

TUBING ANCHOR: 5877.98' KB fluid Tr ed @Mavgpress ofp2 50Dpsiw/avg

NO. OF JOINTS: 3 jts (95.1T) 1323 gal Actual flush: 1176 gal.
SEATING NIPPLE: 2-7/8" (1.10') 2/17/04 Tubing Leak. Update rod and tubing detail.
SN LANDED AT: 5975.90' KB 5705'-5710'
NO. OF JOINTS: 2 jts (65.18')

5716'-5721'
TOTAL STRING LENGTH: EOT @6042.63' w/14' KB

5739'-5744'

5758'-5770'

PERFORATION RECORD
SUCKER RODS 5788'-5791

5804'-5807, 4/06/95 5520'-5552' 4 JSPF 128 holes

POLISHED ROD: 1-1/2" x 22' SM 6/06/95 5089'-5098' 4 JSPF 36 holes

SUCKER RODS: 4- 1 1/2" weight bars; 2 1 5/8" weight bars; 35-3/4" scrapered
i 5814'-5816' 6/06/95 5042'-5051' 4 JSPF 36 holes

rods; 99-3/4" plain rods, 96-3/4" scrapered rods, 1-4'& 2-6' x 3/4" pony rod 2 5820'-5822' 7/10/01 4548'-4568' 4 JSPF 80 holes

PUMP SIZE: 2-1/2" X 1-1/2" x 14.5' RHAC w/ sm plunger 6/10/03 5978'-5984' 4 JSPF 24 holes
Anchor @5877.98' 6/10/03 5940'-5944' 4 JSPF 16 holes

STROKE LENGTH: 101"
6/10/03 5899'-5904' 4 JSPF 20 holes

PUMP SPEED, SPM: 3.25 SPM 5899'-5904' 6/11/03 5820'-5822' 4 JSPF 8 holes
LOGS: DIGL/SP/GR/CAL 5940'-5944' 6/11/03 5814'-5816' 4 JSPF 8 holes

SN @5975.90' 6/1 I/03 5804'-5807' 4 JSPF 12 holes
5978'-5984' 6/11/03 5788'-579l' 4 JSPF 12 holes

6/11/03 5758'-5770' 4 JSPF 48 holes
6/11/03 5739'-5744' 4 JSPF 20 holes

EOT @6042.63, 6/11/03 5716'-5721' 4 JSPF 20 holes
6/11/03 5705'-5710' 4 JSPF 20 holes
6/11/03 5586'-5590' 4 JSPF 16 holes
6/11/03 5562'-5572' 4]SPF 10holes
6/11/03 5248'-5252' 4 JSPF 16 holes

NE WPIELD
PBTD @6152' 6/11/03 5181'-5184' 4 JSPF 12 holes

SHOE / TD @6208'
Monument Butte Fed. #6-34-8-16
1980' FNL & 1980' FWL
SENW Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-31504; Lease #U-62848

JW

Monument Butte Fed. #6-34-8-16
Initial Production: 28 BOPDSpud Date: 2/28/1995 '
57 MCFD, 4 BWPDPut on Production: 4/09/1995 Wellbore Diagram

GL: 5632' KB: 5646'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/06/95 5520'-5552' Frac A3 sand as follows:
GRADE: J-55 97,570#20/40 sand in 692 bbls Viking 1-35
WEIGHT: 24# fluid. Treated @avg press of2270 psi w/avg

rate of 31.5 BPM. ISIP 2380 psi. Calc. flush:
DEPTH LANDED: 310' 5520 gal. Actual flush: 1260 gal.
HOLE SIZE:12-1/4" 6/07/95 5042'-5098' Frac D sands as follows:
CEMENT DATA: 165 sxs Class "G" cement. 77,000# 16/30 sand in 673 bbis KCl frac fluid.

Treated @avg press of2250 psi w/avg rate of
32 BPM. ISIP 2482 psi. Calc. flush: 5042
gal. Actual flush: 4998 gal.

4/10/01 5520'-5552' Frac GB-6 sand as follows:

100,120# 20/40 sand in 647 bb1sViking 1-25
fluid. Treated @avg press of2050 psi w/avg
rate of30 BPM. ISIP 2360 psi. Calc. flush:

PRODUCTION CASING 4548 gal. Actual flush: 4452 gal.

CSG SIZE: 5-1/2,, 6/10/03 5899'-5984' Frac CP sand as follows:
79,030#20/40 sand in 630 bbls Viking I-25

GRADE: 1-55 4548'-4568' fluid. Treated @avg press of4000 psi w/avg

WEIGHT: 15.5# rate of 16 BPM. ISIP 1885 psi. Calc. flush:
1502 gal. Actual flush: 1386 gal.

DEPTH LANDED: 6207.42' 5042'-5051'
6/11/03 5705'-5822' Frac LODC sand as follows:

HOLE SIZE: 7-7/8" 117,747#20/40 sand in 900 bbls Viking I-25

CEMENT DATA: 383 sxs Hilift & 307 sxs 10-0 RFC. 5089'-5098' fluid Treated @Mavgpre2ssof4 00 psi wlavg

CEMENT TOP AT: ? per CBL 5181'-5184, 1491 gal. Actual flush: 1386 gal.

5248'-5252, 6/12/03 5520'- 5590' Frac Existing A and LoDC sand as follows:
100,632# 20/40 sand in 213 bbis of Viking I-

5520'-5552, 25 pad, and 518 bbis Viking I-25
fluid. Treated @4100 avg press of psi w/avg

TUBING rate of l7.3 BPM. ISIP 2400 psi. Calc. flush:
- 5562'-5572' 1430 gal. Actual flush: 1302 gal.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
6/12/03 5181'-5252' .Frac B and C sand as follows:

NO. OF JOINTS: 179 jts (5863.98') 5586'-5590' 38,341# 20/40 sand in 198 bbls Viking I-25

TUBING ANCHOR: 5877.98' KB fluid Tr ed @Mavgpress ofp2 50Dpsiw/avg

NO. OF JOINTS: 3 jts (95.1T) 1323 gal Actual flush: 1176 gal.
SEATING NIPPLE: 2-7/8" (1.10') 2/17/04 Tubing Leak. Update rod and tubing detail.
SN LANDED AT: 5975.90' KB 5705'-5710'
NO. OF JOINTS: 2 jts (65.18')

5716'-5721'
TOTAL STRING LENGTH: EOT @6042.63' w/14' KB

5739'-5744'

5758'-5770'

PERFORATION RECORD
SUCKER RODS 5788'-5791

5804'-5807, 4/06/95 5520'-5552' 4 JSPF 128 holes

POLISHED ROD: 1-1/2" x 22' SM 6/06/95 5089'-5098' 4 JSPF 36 holes

SUCKER RODS: 4- 1 1/2" weight bars; 2 1 5/8" weight bars; 35-3/4" scrapered
i 5814'-5816' 6/06/95 5042'-5051' 4 JSPF 36 holes

rods; 99-3/4" plain rods, 96-3/4" scrapered rods, 1-4'& 2-6' x 3/4" pony rod 2 5820'-5822' 7/10/01 4548'-4568' 4 JSPF 80 holes

PUMP SIZE: 2-1/2" X 1-1/2" x 14.5' RHAC w/ sm plunger 6/10/03 5978'-5984' 4 JSPF 24 holes
Anchor @5877.98' 6/10/03 5940'-5944' 4 JSPF 16 holes

STROKE LENGTH: 101"
6/10/03 5899'-5904' 4 JSPF 20 holes

PUMP SPEED, SPM: 3.25 SPM 5899'-5904' 6/11/03 5820'-5822' 4 JSPF 8 holes
LOGS: DIGL/SP/GR/CAL 5940'-5944' 6/11/03 5814'-5816' 4 JSPF 8 holes

SN @5975.90' 6/1 I/03 5804'-5807' 4 JSPF 12 holes
5978'-5984' 6/11/03 5788'-579l' 4 JSPF 12 holes

6/11/03 5758'-5770' 4 JSPF 48 holes
6/11/03 5739'-5744' 4 JSPF 20 holes

EOT @6042.63, 6/11/03 5716'-5721' 4 JSPF 20 holes
6/11/03 5705'-5710' 4 JSPF 20 holes
6/11/03 5586'-5590' 4 JSPF 16 holes
6/11/03 5562'-5572' 4]SPF 10holes
6/11/03 5248'-5252' 4 JSPF 16 holes

NE WPIELD
PBTD @6152' 6/11/03 5181'-5184' 4 JSPF 12 holes

SHOE / TD @6208'
Monument Butte Fed. #6-34-8-16
1980' FNL & 1980' FWL
SENW Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-31504; Lease #U-62848

JW

Monument Butte Fed. #6-34-8-16
Initial Production: 28 BOPDSpud Date: 2/28/1995 '
57 MCFD, 4 BWPDPut on Production: 4/09/1995 Wellbore Diagram

GL: 5632' KB: 5646'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/06/95 5520'-5552' Frac A3 sand as follows:
GRADE: J-55 97,570#20/40 sand in 692 bbls Viking 1-35
WEIGHT: 24# fluid. Treated @avg press of2270 psi w/avg

rate of 31.5 BPM. ISIP 2380 psi. Calc. flush:
DEPTH LANDED: 310' 5520 gal. Actual flush: 1260 gal.
HOLE SIZE:12-1/4" 6/07/95 5042'-5098' Frac D sands as follows:
CEMENT DATA: 165 sxs Class "G" cement. 77,000# 16/30 sand in 673 bbis KCl frac fluid.

Treated @avg press of2250 psi w/avg rate of
32 BPM. ISIP 2482 psi. Calc. flush: 5042
gal. Actual flush: 4998 gal.

4/10/01 5520'-5552' Frac GB-6 sand as follows:

100,120# 20/40 sand in 647 bb1sViking 1-25
fluid. Treated @avg press of2050 psi w/avg
rate of30 BPM. ISIP 2360 psi. Calc. flush:

PRODUCTION CASING 4548 gal. Actual flush: 4452 gal.

CSG SIZE: 5-1/2,, 6/10/03 5899'-5984' Frac CP sand as follows:
79,030#20/40 sand in 630 bbls Viking I-25

GRADE: 1-55 4548'-4568' fluid. Treated @avg press of4000 psi w/avg

WEIGHT: 15.5# rate of 16 BPM. ISIP 1885 psi. Calc. flush:
1502 gal. Actual flush: 1386 gal.

DEPTH LANDED: 6207.42' 5042'-5051'
6/11/03 5705'-5822' Frac LODC sand as follows:

HOLE SIZE: 7-7/8" 117,747#20/40 sand in 900 bbls Viking I-25

CEMENT DATA: 383 sxs Hilift & 307 sxs 10-0 RFC. 5089'-5098' fluid Treated @Mavgpre2ssof4 00 psi wlavg

CEMENT TOP AT: ? per CBL 5181'-5184, 1491 gal. Actual flush: 1386 gal.

5248'-5252, 6/12/03 5520'- 5590' Frac Existing A and LoDC sand as follows:
100,632# 20/40 sand in 213 bbis of Viking I-

5520'-5552, 25 pad, and 518 bbis Viking I-25
fluid. Treated @4100 avg press of psi w/avg

TUBING rate of l7.3 BPM. ISIP 2400 psi. Calc. flush:
- 5562'-5572' 1430 gal. Actual flush: 1302 gal.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
6/12/03 5181'-5252' .Frac B and C sand as follows:

NO. OF JOINTS: 179 jts (5863.98') 5586'-5590' 38,341# 20/40 sand in 198 bbls Viking I-25

TUBING ANCHOR: 5877.98' KB fluid Tr ed @Mavgpress ofp2 50Dpsiw/avg

NO. OF JOINTS: 3 jts (95.1T) 1323 gal Actual flush: 1176 gal.
SEATING NIPPLE: 2-7/8" (1.10') 2/17/04 Tubing Leak. Update rod and tubing detail.
SN LANDED AT: 5975.90' KB 5705'-5710'
NO. OF JOINTS: 2 jts (65.18')

5716'-5721'
TOTAL STRING LENGTH: EOT @6042.63' w/14' KB

5739'-5744'

5758'-5770'

PERFORATION RECORD
SUCKER RODS 5788'-5791

5804'-5807, 4/06/95 5520'-5552' 4 JSPF 128 holes

POLISHED ROD: 1-1/2" x 22' SM 6/06/95 5089'-5098' 4 JSPF 36 holes

SUCKER RODS: 4- 1 1/2" weight bars; 2 1 5/8" weight bars; 35-3/4" scrapered
i 5814'-5816' 6/06/95 5042'-5051' 4 JSPF 36 holes

rods; 99-3/4" plain rods, 96-3/4" scrapered rods, 1-4'& 2-6' x 3/4" pony rod 2 5820'-5822' 7/10/01 4548'-4568' 4 JSPF 80 holes

PUMP SIZE: 2-1/2" X 1-1/2" x 14.5' RHAC w/ sm plunger 6/10/03 5978'-5984' 4 JSPF 24 holes
Anchor @5877.98' 6/10/03 5940'-5944' 4 JSPF 16 holes

STROKE LENGTH: 101"
6/10/03 5899'-5904' 4 JSPF 20 holes

PUMP SPEED, SPM: 3.25 SPM 5899'-5904' 6/11/03 5820'-5822' 4 JSPF 8 holes
LOGS: DIGL/SP/GR/CAL 5940'-5944' 6/11/03 5814'-5816' 4 JSPF 8 holes

SN @5975.90' 6/1 I/03 5804'-5807' 4 JSPF 12 holes
5978'-5984' 6/11/03 5788'-579l' 4 JSPF 12 holes

6/11/03 5758'-5770' 4 JSPF 48 holes
6/11/03 5739'-5744' 4 JSPF 20 holes

EOT @6042.63, 6/11/03 5716'-5721' 4 JSPF 20 holes
6/11/03 5705'-5710' 4 JSPF 20 holes
6/11/03 5586'-5590' 4 JSPF 16 holes
6/11/03 5562'-5572' 4]SPF 10holes
6/11/03 5248'-5252' 4 JSPF 16 holes

NE WPIELD
PBTD @6152' 6/11/03 5181'-5184' 4 JSPF 12 holes

SHOE / TD @6208'
Monument Butte Fed. #6-34-8-16
1980' FNL & 1980' FWL
SENW Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-31504; Lease #U-62848

JW



t
nD /co 89/026/1990 Federal 13-34B-8-16

GL: 5670' KB: 5685' Initial Production: 590 BOPD,

Wellbore Diagram FRAC JOB NA MCFPD, 197 BWPD

7/26/90 5886'-5896' Frac zone as follows:
SURFACE CASING 18,100# 20/40 & 29,400# 16/30 sand in 547
CSG SlZE: 8-5/8" bbl gel water. Avg. treating press. 1550 psi,

@30 BPM, ISIP 3800 psi. Calc. flush: 5886
GRADE: K-55 gal. Actual flush: 5270 gal.

WEIGHT: 24# 7/28/90 5710'-5768' Frac zone as follows:
39,400# 20/40 sand, 50,500# 16/30 sand inLENGTH: 307' GL
956 bbl gel water. Avg. treating press. 3000

DEPTH LANDED: 307' psi, @41 BPM, ISIP 3600 psi. Calc. flush:

HOLE SIZE: 12-1/4,, 5710 gal. Actual flush: 5600 gal.

CEMENT DATA: 210 sxs cmt class G 7/31/90 5476'-5484' 1F8 Ozo2e0/a40,
2 00 # 16/30 sand in 534

PRODUCTION CASING b g
30

e tre 3n0ppsss.a
e

fl0ush:

CSG SIZE: 5-1/2" ¯ ¯

5476 gal. Actual flush: 4780 gal.

GRADE: K-55 8/2/90 5312'-5342' Frac zone as follows:

WEIGHT: 17# 42,400# 20/40 sand, 51,800#16/30 sand in
1041 bbl gel water. Avg. treating press.

LENGTH: 6470' 2700 psi, @47 BPM, ISIP 2700 psi.
DEPTH LANDED: 6470' 8/4/90 4990'-5061' Frac zone as follows:
HOLE SIZE: 7-7/8,, 74,100# 20/40 sand, 99,000# 16/30 sand in

1750 bbls gel water. Avg. treating press.
CEMENT DATA: 165 sks HI LIFT, 530 sks 10-0 RFC 1900 psi, @57 BPM, ISIP 1900 psi.

CEMENT TOP AT: @2924' per CBL 10/28/98 Isolate lower zones w/ CIBP @5430'

1/07/99 Drill out CIBP @5430'. Isolate upper zones

TUBING
4990'-5061' w/ casing sleeve.

3/16/02 Remove casing sleeve. Isolate upper zones

SIZE/GRADE/WT.: 2-7/8" / J-55 4990'-5012' w/ packer.

NO. OF JOINTS: 198 jts (6163.70') 4/05/02 Isolate upper zones 4990'-5051' w/ packer.

TUBING ANCHOR: 6178.70' KB TOC @2924, 1/27/03 5886'-6277' Frac CP and BS sands (and refrac 5886 -

5896' LODC sands) as follows:
NO. OF JOINTS: 1 jt (31.52') 119,179# 20/40 sand in 874 bb1sViking I-

SEATING NIPPLE: (1.10') 25 fluid. Treated @avg. pressure of3786
psi w/ avg. rate of 19.2 BPM. ISIP -2235

SN LANDED AT: 6213.02' KB psi. Calc. flush: 1457 gals. Actual flush:
NO. OF JOINTS: 2 jts (63.34') 1407 gals.

TOTAL STRING LENGTH: EOT @6277.91' w/15' KB 1/27/03 5153'-5157' Frac C sands as follows:
10,777# 20/40 sand in 122 bbIs Viking 1-
25 fluid. W/ sand on perfs pressure

SUCKER RODS increased rapidly. Est. 5,690# sand in
formation and left est. 5,087# sand in

POLISHED ROD: 1-1/2" x 22' polished rods tubing. Screened out.
SUCKER RODS: 6-1 5/8" wt. rods, 32 -3/4" scrapered rods, I16 - 3/4" plain 4515'-4519' 1/28/03 4515'-4541' Frac GB6 sands as follows:
rods, 93 - 7/8" scrapered rods, 1-8' x 7/8" pony rods.

,
47,866#20/40 sand in 383 bbls Viking I-

4533'-4541 25 fluid. Treated @avg. pressure of2154PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 15 1/2' RHAC pump
psi w/ avg. rate of26.1 BPM. ISIP - 2340

STROKE LENGTH: 84"
4990'-5005' sqzd

psi. Calc. flush; 4515 gals. Actual flush:
5008'-5012' sqzd 4326 gals.PUMP SPEED, SPM: 6 SPM
5040'-5051' sqzd 6/4/03 Parted rod and tubing leak. Update tubing
5059'-5061' sqzd and rod details.
5153'-5157' 6/12/03 Parted rods. Update rod detail.
5312'-5315'
5322'-5330'

4/21/04 Pump change. Update rod detail.

5332'-5342, 3-11-05 Pump change.

5476'-5484' 08/06/05 Parted Rods
5710'-5722' 09/07/05 Pump Change. Update Rod and tubing
5760'-5768' details.
5886'-5896' 8-15-08 Pump change. Updated rod & tubing details,
5966'-5974' PERFORATION RECORD

6030'-6041' 7/24/90 5886'-5896' 4 JSPF 40 holes'
g g Anchor @6179' 7/26/90 5760'-5768' 4 JSPF 32 holes

7/26/90 5710'-5722' 4 JSPF 48 holes
6208'-6217, 7/28/90 5476'-5484' 4 JSPF 32 holes

7/31/90 5332'-5342' 4 JSPF 40 holesSN @6213'
7/31/90 5322'-5330' 4 JSPF 32 holes

2 ¯
i 2 6229'-6236' 7/31/90 5312'-5315' 4 JSPF 12 holes

NEWFIELD = = : 2 6252'-6277, 8/02/90 5059'-5061' 4 JSPF 8 holes

- 8/02/90 5040'-5051' 4 JSPF 44 holesEOT @6278' 8/02/90 5008'-5012' 4 JSPF 16holes
8/02/90 4990'-5005' 4 JSPF 60 holes

Top of fill @6371' !/24/03 6252'-6277' 4 JSPF 100 holes
Federal 13-34B-8-16

PBTD @6386, 1/24/03 6229'-6236' 4 JSPF 28 holes
1997 FSL & 660 FWL 1/24/03 6208'-6217' 4 JSPF 36 holes

1/24/03 6030'-6041' 4 JSPF 44 holesNWISW Section 34-T8S-Rl6E / \
SHOE @6470

1/24/03 5966'-5974' 4 JSPF 32 holesDuchesne Co, Utah TD @6482' 1/24/03 5153'-5157' 4 ]SPF 16 holes
API #43-013-31271; Lease #UTU-47171 1/24/03 4533'-4541' 4 JSPF 32 holes

1/24/03 4515'-4519' 4 JSPF 16 holes

DF

t
nD /co 89/026/1990 Federal 13-34B-8-16

GL: 5670' KB: 5685' Initial Production: 590 BOPD,

Wellbore Diagram FRAC JOB NA MCFPD, 197 BWPD

7/26/90 5886'-5896' Frac zone as follows:
SURFACE CASING 18,100# 20/40 & 29,400# 16/30 sand in 547
CSG SlZE: 8-5/8" bbl gel water. Avg. treating press. 1550 psi,

@30 BPM, ISIP 3800 psi. Calc. flush: 5886
GRADE: K-55 gal. Actual flush: 5270 gal.

WEIGHT: 24# 7/28/90 5710'-5768' Frac zone as follows:
39,400# 20/40 sand, 50,500# 16/30 sand inLENGTH: 307' GL
956 bbl gel water. Avg. treating press. 3000

DEPTH LANDED: 307' psi, @41 BPM, ISIP 3600 psi. Calc. flush:

HOLE SIZE: 12-1/4,, 5710 gal. Actual flush: 5600 gal.

CEMENT DATA: 210 sxs cmt class G 7/31/90 5476'-5484' 1F8 Ozo2e0/a40,
2 00 # 16/30 sand in 534

PRODUCTION CASING b g
30

e tre 3n0ppsss.a
e

fl0ush:

CSG SIZE: 5-1/2" ¯ ¯

5476 gal. Actual flush: 4780 gal.

GRADE: K-55 8/2/90 5312'-5342' Frac zone as follows:

WEIGHT: 17# 42,400# 20/40 sand, 51,800#16/30 sand in
1041 bbl gel water. Avg. treating press.

LENGTH: 6470' 2700 psi, @47 BPM, ISIP 2700 psi.
DEPTH LANDED: 6470' 8/4/90 4990'-5061' Frac zone as follows:
HOLE SIZE: 7-7/8,, 74,100# 20/40 sand, 99,000# 16/30 sand in

1750 bbls gel water. Avg. treating press.
CEMENT DATA: 165 sks HI LIFT, 530 sks 10-0 RFC 1900 psi, @57 BPM, ISIP 1900 psi.

CEMENT TOP AT: @2924' per CBL 10/28/98 Isolate lower zones w/ CIBP @5430'

1/07/99 Drill out CIBP @5430'. Isolate upper zones

TUBING
4990'-5061' w/ casing sleeve.

3/16/02 Remove casing sleeve. Isolate upper zones

SIZE/GRADE/WT.: 2-7/8" / J-55 4990'-5012' w/ packer.

NO. OF JOINTS: 198 jts (6163.70') 4/05/02 Isolate upper zones 4990'-5051' w/ packer.

TUBING ANCHOR: 6178.70' KB TOC @2924, 1/27/03 5886'-6277' Frac CP and BS sands (and refrac 5886 -

5896' LODC sands) as follows:
NO. OF JOINTS: 1 jt (31.52') 119,179# 20/40 sand in 874 bb1sViking I-

SEATING NIPPLE: (1.10') 25 fluid. Treated @avg. pressure of3786
psi w/ avg. rate of 19.2 BPM. ISIP -2235

SN LANDED AT: 6213.02' KB psi. Calc. flush: 1457 gals. Actual flush:
NO. OF JOINTS: 2 jts (63.34') 1407 gals.

TOTAL STRING LENGTH: EOT @6277.91' w/15' KB 1/27/03 5153'-5157' Frac C sands as follows:
10,777# 20/40 sand in 122 bbIs Viking 1-
25 fluid. W/ sand on perfs pressure

SUCKER RODS increased rapidly. Est. 5,690# sand in
formation and left est. 5,087# sand in

POLISHED ROD: 1-1/2" x 22' polished rods tubing. Screened out.
SUCKER RODS: 6-1 5/8" wt. rods, 32 -3/4" scrapered rods, I16 - 3/4" plain 4515'-4519' 1/28/03 4515'-4541' Frac GB6 sands as follows:
rods, 93 - 7/8" scrapered rods, 1-8' x 7/8" pony rods.

,
47,866#20/40 sand in 383 bbls Viking I-

4533'-4541 25 fluid. Treated @avg. pressure of2154PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 15 1/2' RHAC pump
psi w/ avg. rate of26.1 BPM. ISIP - 2340

STROKE LENGTH: 84"
4990'-5005' sqzd

psi. Calc. flush; 4515 gals. Actual flush:
5008'-5012' sqzd 4326 gals.PUMP SPEED, SPM: 6 SPM
5040'-5051' sqzd 6/4/03 Parted rod and tubing leak. Update tubing
5059'-5061' sqzd and rod details.
5153'-5157' 6/12/03 Parted rods. Update rod detail.
5312'-5315'
5322'-5330'

4/21/04 Pump change. Update rod detail.

5332'-5342, 3-11-05 Pump change.

5476'-5484' 08/06/05 Parted Rods
5710'-5722' 09/07/05 Pump Change. Update Rod and tubing
5760'-5768' details.
5886'-5896' 8-15-08 Pump change. Updated rod & tubing details,
5966'-5974' PERFORATION RECORD

6030'-6041' 7/24/90 5886'-5896' 4 JSPF 40 holes'
g g Anchor @6179' 7/26/90 5760'-5768' 4 JSPF 32 holes

7/26/90 5710'-5722' 4 JSPF 48 holes
6208'-6217, 7/28/90 5476'-5484' 4 JSPF 32 holes

7/31/90 5332'-5342' 4 JSPF 40 holesSN @6213'
7/31/90 5322'-5330' 4 JSPF 32 holes

2 ¯
i 2 6229'-6236' 7/31/90 5312'-5315' 4 JSPF 12 holes

NEWFIELD = = : 2 6252'-6277, 8/02/90 5059'-5061' 4 JSPF 8 holes

- 8/02/90 5040'-5051' 4 JSPF 44 holesEOT @6278' 8/02/90 5008'-5012' 4 JSPF 16holes
8/02/90 4990'-5005' 4 JSPF 60 holes

Top of fill @6371' !/24/03 6252'-6277' 4 JSPF 100 holes
Federal 13-34B-8-16

PBTD @6386, 1/24/03 6229'-6236' 4 JSPF 28 holes
1997 FSL & 660 FWL 1/24/03 6208'-6217' 4 JSPF 36 holes

1/24/03 6030'-6041' 4 JSPF 44 holesNWISW Section 34-T8S-Rl6E / \
SHOE @6470

1/24/03 5966'-5974' 4 JSPF 32 holes
Duchesne Co, Utah TD @6482' 1/24/03 5153'-5157' 4 ]SPF 16 holes

API #43-013-31271; Lease #UTU-47171 1/24/03 4533'-4541' 4 JSPF 32 holes
1/24/03 4515'-4519' 4 JSPF 16 holes

DF

t
nD /co 89/026/1990 Federal 13-34B-8-16

GL: 5670' KB: 5685' Initial Production: 590 BOPD,

Wellbore Diagram FRAC JOB NA MCFPD, 197 BWPD

7/26/90 5886'-5896' Frac zone as follows:
SURFACE CASING 18,100# 20/40 & 29,400# 16/30 sand in 547
CSG SlZE: 8-5/8" bbl gel water. Avg. treating press. 1550 psi,

@30 BPM, ISIP 3800 psi. Calc. flush: 5886
GRADE: K-55 gal. Actual flush: 5270 gal.

WEIGHT: 24# 7/28/90 5710'-5768' Frac zone as follows:
39,400# 20/40 sand, 50,500# 16/30 sand inLENGTH: 307' GL
956 bbl gel water. Avg. treating press. 3000

DEPTH LANDED: 307' psi, @41 BPM, ISIP 3600 psi. Calc. flush:

HOLE SIZE: 12-1/4,, 5710 gal. Actual flush: 5600 gal.

CEMENT DATA: 210 sxs cmt class G 7/31/90 5476'-5484' 1F8 Ozo2e0/a40,
2 00 # 16/30 sand in 534

PRODUCTION CASING b g
30

e tre 3n0ppsss.a
e

fl0ush:

CSG SIZE: 5-1/2" ¯ ¯

5476 gal. Actual flush: 4780 gal.

GRADE: K-55 8/2/90 5312'-5342' Frac zone as follows:

WEIGHT: 17# 42,400# 20/40 sand, 51,800#16/30 sand in
1041 bbl gel water. Avg. treating press.

LENGTH: 6470' 2700 psi, @47 BPM, ISIP 2700 psi.
DEPTH LANDED: 6470' 8/4/90 4990'-5061' Frac zone as follows:
HOLE SIZE: 7-7/8,, 74,100# 20/40 sand, 99,000# 16/30 sand in

1750 bbls gel water. Avg. treating press.
CEMENT DATA: 165 sks HI LIFT, 530 sks 10-0 RFC 1900 psi, @57 BPM, ISIP 1900 psi.

CEMENT TOP AT: @2924' per CBL 10/28/98 Isolate lower zones w/ CIBP @5430'

1/07/99 Drill out CIBP @5430'. Isolate upper zones

TUBING
4990'-5061' w/ casing sleeve.

3/16/02 Remove casing sleeve. Isolate upper zones

SIZE/GRADE/WT.: 2-7/8" / J-55 4990'-5012' w/ packer.

NO. OF JOINTS: 198 jts (6163.70') 4/05/02 Isolate upper zones 4990'-5051' w/ packer.

TUBING ANCHOR: 6178.70' KB TOC @2924, 1/27/03 5886'-6277' Frac CP and BS sands (and refrac 5886 -

5896' LODC sands) as follows:
NO. OF JOINTS: 1 jt (31.52') 119,179# 20/40 sand in 874 bb1sViking I-

SEATING NIPPLE: (1.10') 25 fluid. Treated @avg. pressure of3786
psi w/ avg. rate of 19.2 BPM. ISIP -2235

SN LANDED AT: 6213.02' KB psi. Calc. flush: 1457 gals. Actual flush:
NO. OF JOINTS: 2 jts (63.34') 1407 gals.

TOTAL STRING LENGTH: EOT @6277.91' w/15' KB 1/27/03 5153'-5157' Frac C sands as follows:
10,777# 20/40 sand in 122 bbIs Viking 1-
25 fluid. W/ sand on perfs pressure

SUCKER RODS increased rapidly. Est. 5,690# sand in
formation and left est. 5,087# sand in

POLISHED ROD: 1-1/2" x 22' polished rods tubing. Screened out.
SUCKER RODS: 6-1 5/8" wt. rods, 32 -3/4" scrapered rods, I16 - 3/4" plain 4515'-4519' 1/28/03 4515'-4541' Frac GB6 sands as follows:
rods, 93 - 7/8" scrapered rods, 1-8' x 7/8" pony rods.

,
47,866#20/40 sand in 383 bbls Viking I-

4533'-4541 25 fluid. Treated @avg. pressure of2154PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 15 1/2' RHAC pump
psi w/ avg. rate of26.1 BPM. ISIP - 2340

STROKE LENGTH: 84"
4990'-5005' sqzd

psi. Calc. flush; 4515 gals. Actual flush:
5008'-5012' sqzd 4326 gals.PUMP SPEED, SPM: 6 SPM
5040'-5051' sqzd 6/4/03 Parted rod and tubing leak. Update tubing
5059'-5061' sqzd and rod details.
5153'-5157' 6/12/03 Parted rods. Update rod detail.
5312'-5315'
5322'-5330'

4/21/04 Pump change. Update rod detail.

5332'-5342, 3-11-05 Pump change.

5476'-5484' 08/06/05 Parted Rods
5710'-5722' 09/07/05 Pump Change. Update Rod and tubing
5760'-5768' details.
5886'-5896' 8-15-08 Pump change. Updated rod & tubing details,
5966'-5974' PERFORATION RECORD

6030'-6041' 7/24/90 5886'-5896' 4 JSPF 40 holes'
g g Anchor @6179' 7/26/90 5760'-5768' 4 JSPF 32 holes

7/26/90 5710'-5722' 4 JSPF 48 holes
6208'-6217, 7/28/90 5476'-5484' 4 JSPF 32 holes

7/31/90 5332'-5342' 4 JSPF 40 holesSN @6213'
7/31/90 5322'-5330' 4 JSPF 32 holes

2 ¯
i 2 6229'-6236' 7/31/90 5312'-5315' 4 JSPF 12 holes

NEWFIELD = = : 2 6252'-6277, 8/02/90 5059'-5061' 4 JSPF 8 holes

- 8/02/90 5040'-5051' 4 JSPF 44 holesEOT @6278' 8/02/90 5008'-5012' 4 JSPF 16holes
8/02/90 4990'-5005' 4 JSPF 60 holes

Top of fill @6371' !/24/03 6252'-6277' 4 JSPF 100 holes
Federal 13-34B-8-16

PBTD @6386, 1/24/03 6229'-6236' 4 JSPF 28 holes
1997 FSL & 660 FWL 1/24/03 6208'-6217' 4 JSPF 36 holes

1/24/03 6030'-6041' 4 JSPF 44 holesNWISW Section 34-T8S-Rl6E / \
SHOE @6470

1/24/03 5966'-5974' 4 JSPF 32 holes
Duchesne Co, Utah TD @6482' 1/24/03 5153'-5157' 4 ]SPF 16 holes

API #43-013-31271; Lease #UTU-47171 1/24/03 4533'-4541' 4 JSPF 32 holes
1/24/03 4515'-4519' 4 JSPF 16 holes

DF

t
nD /co 89/026/1990 Federal 13-34B-8-16

GL: 5670' KB: 5685' Initial Production: 590 BOPD,

Wellbore Diagram FRAC JOB NA MCFPD, 197 BWPD

7/26/90 5886'-5896' Frac zone as follows:
SURFACE CASING 18,100# 20/40 & 29,400# 16/30 sand in 547
CSG SlZE: 8-5/8" bbl gel water. Avg. treating press. 1550 psi,

@30 BPM, ISIP 3800 psi. Calc. flush: 5886
GRADE: K-55 gal. Actual flush: 5270 gal.

WEIGHT: 24# 7/28/90 5710'-5768' Frac zone as follows:
39,400# 20/40 sand, 50,500# 16/30 sand inLENGTH: 307' GL
956 bbl gel water. Avg. treating press. 3000

DEPTH LANDED: 307' psi, @41 BPM, ISIP 3600 psi. Calc. flush:

HOLE SIZE: 12-1/4,, 5710 gal. Actual flush: 5600 gal.

CEMENT DATA: 210 sxs cmt class G 7/31/90 5476'-5484' 1F8 Ozo2e0/a40,
2 00 # 16/30 sand in 534

PRODUCTION CASING b g
30

e tre 3n0ppsss.a
e

fl0ush:

CSG SIZE: 5-1/2" ¯ ¯

5476 gal. Actual flush: 4780 gal.

GRADE: K-55 8/2/90 5312'-5342' Frac zone as follows:

WEIGHT: 17# 42,400# 20/40 sand, 51,800#16/30 sand in
1041 bbl gel water. Avg. treating press.

LENGTH: 6470' 2700 psi, @47 BPM, ISIP 2700 psi.
DEPTH LANDED: 6470' 8/4/90 4990'-5061' Frac zone as follows:
HOLE SIZE: 7-7/8,, 74,100# 20/40 sand, 99,000# 16/30 sand in

1750 bbls gel water. Avg. treating press.
CEMENT DATA: 165 sks HI LIFT, 530 sks 10-0 RFC 1900 psi, @57 BPM, ISIP 1900 psi.

CEMENT TOP AT: @2924' per CBL 10/28/98 Isolate lower zones w/ CIBP @5430'

1/07/99 Drill out CIBP @5430'. Isolate upper zones

TUBING
4990'-5061' w/ casing sleeve.

3/16/02 Remove casing sleeve. Isolate upper zones

SIZE/GRADE/WT.: 2-7/8" / J-55 4990'-5012' w/ packer.

NO. OF JOINTS: 198 jts (6163.70') 4/05/02 Isolate upper zones 4990'-5051' w/ packer.

TUBING ANCHOR: 6178.70' KB TOC @2924, 1/27/03 5886'-6277' Frac CP and BS sands (and refrac 5886 -

5896' LODC sands) as follows:
NO. OF JOINTS: 1 jt (31.52') 119,179# 20/40 sand in 874 bb1sViking I-

SEATING NIPPLE: (1.10') 25 fluid. Treated @avg. pressure of3786
psi w/ avg. rate of 19.2 BPM. ISIP -2235

SN LANDED AT: 6213.02' KB psi. Calc. flush: 1457 gals. Actual flush:
NO. OF JOINTS: 2 jts (63.34') 1407 gals.

TOTAL STRING LENGTH: EOT @6277.91' w/15' KB 1/27/03 5153'-5157' Frac C sands as follows:
10,777# 20/40 sand in 122 bbIs Viking 1-
25 fluid. W/ sand on perfs pressure

SUCKER RODS increased rapidly. Est. 5,690# sand in
formation and left est. 5,087# sand in

POLISHED ROD: 1-1/2" x 22' polished rods tubing. Screened out.
SUCKER RODS: 6-1 5/8" wt. rods, 32 -3/4" scrapered rods, I16 - 3/4" plain 4515'-4519' 1/28/03 4515'-4541' Frac GB6 sands as follows:
rods, 93 - 7/8" scrapered rods, 1-8' x 7/8" pony rods.

,
47,866#20/40 sand in 383 bbls Viking I-

4533'-4541 25 fluid. Treated @avg. pressure of2154PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 15 1/2' RHAC pump
psi w/ avg. rate of26.1 BPM. ISIP - 2340

STROKE LENGTH: 84"
4990'-5005' sqzd

psi. Calc. flush; 4515 gals. Actual flush:
5008'-5012' sqzd 4326 gals.PUMP SPEED, SPM: 6 SPM
5040'-5051' sqzd 6/4/03 Parted rod and tubing leak. Update tubing
5059'-5061' sqzd and rod details.
5153'-5157' 6/12/03 Parted rods. Update rod detail.
5312'-5315'
5322'-5330'

4/21/04 Pump change. Update rod detail.

5332'-5342, 3-11-05 Pump change.

5476'-5484' 08/06/05 Parted Rods
5710'-5722' 09/07/05 Pump Change. Update Rod and tubing
5760'-5768' details.
5886'-5896' 8-15-08 Pump change. Updated rod & tubing details,
5966'-5974' PERFORATION RECORD

6030'-6041' 7/24/90 5886'-5896' 4 JSPF 40 holes'
g g Anchor @6179' 7/26/90 5760'-5768' 4 JSPF 32 holes

7/26/90 5710'-5722' 4 JSPF 48 holes
6208'-6217, 7/28/90 5476'-5484' 4 JSPF 32 holes

7/31/90 5332'-5342' 4 JSPF 40 holesSN @6213'
7/31/90 5322'-5330' 4 JSPF 32 holes

2 ¯
i 2 6229'-6236' 7/31/90 5312'-5315' 4 JSPF 12 holes

NEWFIELD = = : 2 6252'-6277, 8/02/90 5059'-5061' 4 JSPF 8 holes

- 8/02/90 5040'-5051' 4 JSPF 44 holesEOT @6278' 8/02/90 5008'-5012' 4 JSPF 16holes
8/02/90 4990'-5005' 4 JSPF 60 holes

Top of fill @6371' !/24/03 6252'-6277' 4 JSPF 100 holes
Federal 13-34B-8-16

PBTD @6386, 1/24/03 6229'-6236' 4 JSPF 28 holes
1997 FSL & 660 FWL 1/24/03 6208'-6217' 4 JSPF 36 holes

1/24/03 6030'-6041' 4 JSPF 44 holesNWISW Section 34-T8S-Rl6E / \
SHOE @6470

1/24/03 5966'-5974' 4 JSPF 32 holes
Duchesne Co, Utah TD @6482' 1/24/03 5153'-5157' 4 ]SPF 16 holes

API #43-013-31271; Lease #UTU-47171 1/24/03 4533'-4541' 4 JSPF 32 holes
1/24/03 4515'-4519' 4 JSPF 16 holes

DF



Federal #23-34B-8-16
Spud Date: 11/30/89

Initial Production: 160 BOPD,
Put on Injection: 6/5/98 Injection Diagram 50 MCFPD, 60 BWPD
GL: 5650' KB: 5661'

SURFACE CASING FRAC JOB
CSG SIZE: 9-5/8"

1/11/90 5870'-5956' Frac sand as follows:
68,000# of20/40 and 96,000# of 16/30 sd. inGRADE: J-55
1565 bbIs fluid, . Avg. tubing press. 2600 psiWEIGHT: 36# @60 BPM, ISIP 1830 psi.

LENGTH: 8 jts 1/14/90 5171'-5227' Frac sand as follows:
DEPTH LANDED: 301, 51,400# of20/40 sand and 75,400 # of 16/30

sand in 1254 bbis fluid. Avg tubing press
HOLE SIZE: 12-1/4"

2100 psi, ISIP 2080 psi.
CEMENT DATA: 165 sxs Class G 1/16/90 4990'-5008' Frac sand as follows:

45,000#20/40 sand and 44,000# 16/30 sand,
in 929 bbls fluid. Screened out 50 bbls into

- - flush. Avg tubing press 2300 psi, @45 BPM.

1/18/90 4706'-4715' Frac sand as follows:
40,600# 20/40 sand and 41,400# 16/30 sand.
in 955 bbls fluid, Avg tubing press 2600 psi.

PRODUCTION CASING 3/21/98 convertto injector.
CSG SIZE: 5-1/2"

GRADE: K-55 6-16-05 Re-completion/MIT - Frac sand as follows:
WEIGHT: 17# 14,889# 20/40 sand in 146 bb1sof1ightning
LENGTH: 154 jts, 17 fluid and 15,030#20/40 sand in 145 bb1s
DEPTH LANDED: 6550, of lightning 17 fluid and 21,487# of20/40

sand in 184 bbis of lightning 17 fluid.
HOLE SIZE: 7-7/8" Average tubing pressure 4219 psi.
CEMENT DATA: 320 sk Hi-lift mixed & 585 sxs DS 10-ORFC

CEMENT TOP AT: Surface per CBL

TUBING Packer@4395'

SIZE/GRADE/WT.: 2-7/8" / J-55/6.5# ¯

NO. OF JOINTS: 137jts. 44723-4492' GB4
SN LANDED AT: 4390'

PACKER: 4395'

TOTAL STRING LENGTH: EOT @4399' 4502'-4512' GB6

- 4706'-4718' PB10

4990'-5008' D-1

Sl71'-5176' C

5214'-5227' B1

5328'-5336' B2 PERFORATION RECORD
1/10/90 5944'-5956' 4 SPF 48 holes

5702'-5712' LODC 1/10/90 5920'-5924' 4 SPF 16 holes

1/10/90 5914'-591T 4 SPF 12 holes
5870'-5877' CPl

1/10/90 5870'-5877' 4 SPF 28 holes

5914'-5917' CPl
1/13/90 5214'-5227' 4 SPF 52 holes

1/13/90 5171'-5176' 4 SPF 20 holes

5920'-5924' CP1 1/16/90 4990'-5008' 4 SPF 72 holes

1/17/90 4706'-4718' 4 SPF 48 holes
6-14-05 5702'-5712' 4 SPF 40 holes

5944'-5956' CP2
6-14-05 5328'-5336' 4 SPF 32 holes
6-14-05 4502'-4512' 4 SPF 40 holes
6-14-05 4472'-4492' 4 SPF 80 holes

NEWFIELD
EN @4 4930

Federal #23-34B-8-16
PBTD @6440'

1880 FSL & 1980 FWL
NESW Section 34-T8S-R16E

Duchesne Co, Utah
API #43-013-31241; Lease #U-47171

KC

Federal #23-34B-8-16
Spud Date: 11/30/89

Initial Production: 160 BOPD,
Put on Injection: 6/5/98 Injection Diagram 50 MCFPD, 60 BWPD
GL: 5650' KB: 5661'

SURFACE CASING FRAC JOB
CSG SIZE: 9-5/8"

1/11/90 5870'-5956' Frac sand as follows:
68,000# of20/40 and 96,000# of 16/30 sd. inGRADE: J-55
1565 bbIs fluid, . Avg. tubing press. 2600 psiWEIGHT: 36# @60 BPM, ISIP 1830 psi.

LENGTH: 8 jts 1/14/90 5171'-5227' Frac sand as follows:
DEPTH LANDED: 301, 51,400# of20/40 sand and 75,400 # of 16/30

sand in 1254 bbis fluid. Avg tubing press
HOLE SIZE: 12-1/4"

2100 psi, ISIP 2080 psi.
CEMENT DATA: 165 sxs Class G 1/16/90 4990'-5008' Frac sand as follows:

45,000#20/40 sand and 44,000# 16/30 sand,
in 929 bbls fluid. Screened out 50 bbls into

- - flush. Avg tubing press 2300 psi, @45 BPM.

1/18/90 4706'-4715' Frac sand as follows:
40,600# 20/40 sand and 41,400# 16/30 sand.
in 955 bbls fluid, Avg tubing press 2600 psi.

PRODUCTION CASING 3/21/98 convertto injector.
CSG SIZE: 5-1/2"

GRADE: K-55 6-16-05 Re-completion/MIT - Frac sand as follows:
WEIGHT: 17# 14,889# 20/40 sand in 146 bb1sof1ightning
LENGTH: 154 jts, 17 fluid and 15,030#20/40 sand in 145 bb1s
DEPTH LANDED: 6550, of lightning 17 fluid and 21,487# of20/40

sand in 184 bbis of lightning 17 fluid.
HOLE SIZE: 7-7/8" Average tubing pressure 4219 psi.
CEMENT DATA: 320 sk Hi-lift mixed & 585 sxs DS 10-ORFC

CEMENT TOP AT: Surface per CBL

TUBING Packer@4395'

SIZE/GRADE/WT.: 2-7/8" / J-55/6.5# ¯

NO. OF JOINTS: 137jts. 44723-4492' GB4
SN LANDED AT: 4390'

PACKER: 4395'

TOTAL STRING LENGTH: EOT @4399' 4502'-4512' GB6

- 4706'-4718' PB10

4990'-5008' D-1

Sl71'-5176' C

5214'-5227' B1

5328'-5336' B2 PERFORATION RECORD
1/10/90 5944'-5956' 4 SPF 48 holes

5702'-5712' LODC 1/10/90 5920'-5924' 4 SPF 16 holes

1/10/90 5914'-591T 4 SPF 12 holes
5870'-5877' CPl

1/10/90 5870'-5877' 4 SPF 28 holes

5914'-5917' CPl
1/13/90 5214'-5227' 4 SPF 52 holes

1/13/90 5171'-5176' 4 SPF 20 holes

5920'-5924' CP1 1/16/90 4990'-5008' 4 SPF 72 holes

1/17/90 4706'-4718' 4 SPF 48 holes
6-14-05 5702'-5712' 4 SPF 40 holes

5944'-5956' CP2
6-14-05 5328'-5336' 4 SPF 32 holes
6-14-05 4502'-4512' 4 SPF 40 holes
6-14-05 4472'-4492' 4 SPF 80 holes

NEWFIELD
EN @4 4930

Federal #23-34B-8-16
PBTD @6440'

1880 FSL & 1980 FWL
NESW Section 34-T8S-R16E

Duchesne Co, Utah
API #43-013-31241; Lease #U-47171

KC

Federal #23-34B-8-16
Spud Date: 11/30/89

Initial Production: 160 BOPD,
Put on Injection: 6/5/98 Injection Diagram 50 MCFPD, 60 BWPD
GL: 5650' KB: 5661'

SURFACE CASING FRAC JOB
CSG SIZE: 9-5/8"

1/11/90 5870'-5956' Frac sand as follows:
68,000# of20/40 and 96,000# of 16/30 sd. inGRADE: J-55
1565 bbIs fluid, . Avg. tubing press. 2600 psiWEIGHT: 36# @60 BPM, ISIP 1830 psi.

LENGTH: 8 jts 1/14/90 5171'-5227' Frac sand as follows:
DEPTH LANDED: 301, 51,400# of20/40 sand and 75,400 # of 16/30

sand in 1254 bbis fluid. Avg tubing press
HOLE SIZE: 12-1/4"

2100 psi, ISIP 2080 psi.
CEMENT DATA: 165 sxs Class G 1/16/90 4990'-5008' Frac sand as follows:

45,000#20/40 sand and 44,000# 16/30 sand,
in 929 bbls fluid. Screened out 50 bbls into

- - flush. Avg tubing press 2300 psi, @45 BPM.

1/18/90 4706'-4715' Frac sand as follows:
40,600# 20/40 sand and 41,400# 16/30 sand.
in 955 bbls fluid, Avg tubing press 2600 psi.

PRODUCTION CASING 3/21/98 convertto injector.
CSG SIZE: 5-1/2"

GRADE: K-55 6-16-05 Re-completion/MIT - Frac sand as follows:
WEIGHT: 17# 14,889# 20/40 sand in 146 bb1sof1ightning
LENGTH: 154 jts, 17 fluid and 15,030#20/40 sand in 145 bb1s
DEPTH LANDED: 6550, of lightning 17 fluid and 21,487# of20/40

sand in 184 bbis of lightning 17 fluid.
HOLE SIZE: 7-7/8" Average tubing pressure 4219 psi.
CEMENT DATA: 320 sk Hi-lift mixed & 585 sxs DS 10-ORFC

CEMENT TOP AT: Surface per CBL

TUBING Packer@4395'

SIZE/GRADE/WT.: 2-7/8" / J-55/6.5# ¯

NO. OF JOINTS: 137jts. 44723-4492' GB4
SN LANDED AT: 4390'

PACKER: 4395'

TOTAL STRING LENGTH: EOT @4399' 4502'-4512' GB6

- 4706'-4718' PB10

4990'-5008' D-1

Sl71'-5176' C

5214'-5227' B1

5328'-5336' B2 PERFORATION RECORD
1/10/90 5944'-5956' 4 SPF 48 holes

5702'-5712' LODC 1/10/90 5920'-5924' 4 SPF 16 holes

1/10/90 5914'-591T 4 SPF 12 holes
5870'-5877' CPl

1/10/90 5870'-5877' 4 SPF 28 holes

5914'-5917' CPl
1/13/90 5214'-5227' 4 SPF 52 holes

1/13/90 5171'-5176' 4 SPF 20 holes

5920'-5924' CP1 1/16/90 4990'-5008' 4 SPF 72 holes

1/17/90 4706'-4718' 4 SPF 48 holes
6-14-05 5702'-5712' 4 SPF 40 holes

5944'-5956' CP2
6-14-05 5328'-5336' 4 SPF 32 holes
6-14-05 4502'-4512' 4 SPF 40 holes
6-14-05 4472'-4492' 4 SPF 80 holes

NEWFIELD
EN @4 4930

Federal #23-34B-8-16
PBTD @6440'

1880 FSL & 1980 FWL
NESW Section 34-T8S-R16E

Duchesne Co, Utah
API #43-013-31241; Lease #U-47171

KC

Federal #23-34B-8-16
Spud Date: 11/30/89

Initial Production: 160 BOPD,
Put on Injection: 6/5/98 Injection Diagram 50 MCFPD, 60 BWPD
GL: 5650' KB: 5661'

SURFACE CASING FRAC JOB
CSG SIZE: 9-5/8"

1/11/90 5870'-5956' Frac sand as follows:
68,000# of20/40 and 96,000# of 16/30 sd. inGRADE: J-55
1565 bbIs fluid, . Avg. tubing press. 2600 psiWEIGHT: 36# @60 BPM, ISIP 1830 psi.

LENGTH: 8 jts 1/14/90 5171'-5227' Frac sand as follows:
DEPTH LANDED: 301, 51,400# of20/40 sand and 75,400 # of 16/30

sand in 1254 bbis fluid. Avg tubing press
HOLE SIZE: 12-1/4"

2100 psi, ISIP 2080 psi.
CEMENT DATA: 165 sxs Class G 1/16/90 4990'-5008' Frac sand as follows:

45,000#20/40 sand and 44,000# 16/30 sand,
in 929 bbls fluid. Screened out 50 bbls into

- - flush. Avg tubing press 2300 psi, @45 BPM.

1/18/90 4706'-4715' Frac sand as follows:
40,600# 20/40 sand and 41,400# 16/30 sand.
in 955 bbls fluid, Avg tubing press 2600 psi.

PRODUCTION CASING 3/21/98 convertto injector.
CSG SIZE: 5-1/2"

GRADE: K-55 6-16-05 Re-completion/MIT - Frac sand as follows:
WEIGHT: 17# 14,889# 20/40 sand in 146 bb1sof1ightning
LENGTH: 154 jts, 17 fluid and 15,030#20/40 sand in 145 bb1s
DEPTH LANDED: 6550, of lightning 17 fluid and 21,487# of20/40

sand in 184 bbis of lightning 17 fluid.
HOLE SIZE: 7-7/8" Average tubing pressure 4219 psi.
CEMENT DATA: 320 sk Hi-lift mixed & 585 sxs DS 10-ORFC

CEMENT TOP AT: Surface per CBL

TUBING Packer@4395'

SIZE/GRADE/WT.: 2-7/8" / J-55/6.5# ¯

NO. OF JOINTS: 137jts. 44723-4492' GB4
SN LANDED AT: 4390'

PACKER: 4395'

TOTAL STRING LENGTH: EOT @4399' 4502'-4512' GB6

- 4706'-4718' PB10

4990'-5008' D-1

Sl71'-5176' C

5214'-5227' B1

5328'-5336' B2 PERFORATION RECORD
1/10/90 5944'-5956' 4 SPF 48 holes

5702'-5712' LODC 1/10/90 5920'-5924' 4 SPF 16 holes

1/10/90 5914'-591T 4 SPF 12 holes
5870'-5877' CPl

1/10/90 5870'-5877' 4 SPF 28 holes

5914'-5917' CPl
1/13/90 5214'-5227' 4 SPF 52 holes

1/13/90 5171'-5176' 4 SPF 20 holes

5920'-5924' CP1 1/16/90 4990'-5008' 4 SPF 72 holes

1/17/90 4706'-4718' 4 SPF 48 holes
6-14-05 5702'-5712' 4 SPF 40 holes

5944'-5956' CP2
6-14-05 5328'-5336' 4 SPF 32 holes
6-14-05 4502'-4512' 4 SPF 40 holes
6-14-05 4472'-4492' 4 SPF 80 holes

NEWFIELD
EN @4 4930

Federal #23-34B-8-16
PBTD @6440'

1880 FSL & 1980 FWL
NESW Section 34-T8S-R16E

Duchesne Co, Utah
API #43-013-31241; Lease #U-47171

KC



Monument Butte Federal 10-34-8-16
Spud Date: 10/1/1992 Initial Production: 68 BOPD,
Put on Production: 11/26/1992 Wellbore Diagram 93 MCFD, 24 BWPD
GL: 5628' KB: 5640'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/15/92 5917'-5964' Frac CP sand as follows:
GRADE: J-SS 109,000# 16/30 sand in 1095 bbis fluid.
WEIGHT: 24# Treated @avg press of2100 psi w/avg

rate of35 BPM. ISIP 2097 psi. Calc.
DEPTH LANDED: 304.87' flush: 5917 gal, Act, flush: 5663 gal.
HOLE SIZE:12-l/4" 11/17/92 5798'-5816' Frac CP sand as follows:

CEMENT DATA: 216 sxs Class "G" cmt. 75,000# 16/30 sand in 670 bbls fluid.
Treated @avg press of3000 psi w/avg
rate of 30 BPM. ISIP 3100 psi. Calc.
flush: 5798 gal, Act. flush: 5614 gal.

- - 11/19/92 5506'-551T Frac A-3 sand as follows:

60,430# 16/30 sand in 583 bbis fluid.
Treated @avg press of3100 psi w/avg
rate of25 BPM. ISIP 2934 psi. Calc.

PRODUCTION CASING flush: 5506 gal, Act. flush: 5370 gal.

CSG SIZE: 5-1/2', TOC @1364' - - 11/22/92 4996'-5008' Frac D-1 sand as follows:

28,500# 16/30 sand in 256 bbls fluid.GRADE: J-55
Treated @avg press of2400 psi w/avg

WEIGHT: 15.5# rate of25 BPM. ISIP 2014 psi. Calc.
DEPTH LANDED: 6400.06, flush; 4996 gal, Act. flush: 4850 gal.

HOLE SIZE: 7-7/8,, 9/22/01 Rod job.Update rod and tubing details.

CEMENT DATA: 348 sxs Hilift & 428 sxs 50/50 POZ. 02/06/02 4462'-4490' Frac GB-4 sand as follows:

CEMENT TOP AT: 1364' per CBL 36,260# 16/30 sand in 325 bb1sViking I-
25 frac fluid. Treated @avg press of
2195 psi w/avg rateof21.2 BPM. ISIP
2500 psi. Calc. flush: 4462 gal, Act.
flush: 4242 gal.

08/10/06 Pump Change. Update rod and tubingTUBING details.
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 185 jts (5870.49')

TUBING ANCHOR: 5882.49'

NO. OF JOINTS: 1jt (31.95')

SEATINGNIPPLE:2-7/8"(l.10')

SN LANDED AT: 5917.24' KB

NO. 0F JOINTS: 2 jts (65.11')

TOTAL STRING LENGTH: EOT @5983.90'

4462'-4464' PERFORATION RECORDSUCKER RODS 4481'-4490'
4996'-5000, 11/12/92 5951'-5964' 4 JSPF 52 holes

POLISHED ROD: 1-1/2" x 22' SM 5002'-5008, 11/12/92 5917'-5927' 4 JSPF 40 holes
l1/12/92 5878'-5882' 4JSPF 16holesSUCKER RODS: 1-1 1/2" x 8' Wt. rod, 4-1 1/2" weight bars; 44-3/4" scraper 5506'-551T

rods; 60-3/4" slick rods, 8-3/4" scraper rods, 24-3/4" plain rods, 93-3/4" scraper
5798'-5816'

l1/12/92 5864'-5867' 4 JSPF 12 holes
rods, 2-4' x 3/4" pony rods, 11/16/92 5798'-5816' 4 JSPF 72 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC 5864'-5867' 11/18/92 5506'-5517' 4 JSPF 44 holes

STROKE LENGTH: 52" 5878'-5882' 11/20/92 5002'-5008' 4 JSPF 24 holes
11/20/92 4996'-5000' 4 JSPF 16 holes

PUMP SPEED, SPM: 6 SPM Anchor @5882' 02/06/02 4462'-4464' 4 JSPF 08 holes
5917'-592T 02/06/02 4481'-4490' 4 JSPF 36 holes

5951'-5964'

SN @5916 EOT @5983'

NEWFIELD

Top of fill @6123'

Monument Butte Federal 10-34-8-16 ',"gTD@e67345'

1980' FSL & 1980' FEL
NW/SE Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31371; Lease #UTU-16535

CB

Monument Butte Federal 10-34-8-16
Spud Date: 10/1/1992 Initial Production: 68 BOPD,
Put on Production: 11/26/1992 Wellbore Diagram 93 MCFD, 24 BWPD
GL: 5628' KB: 5640'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/15/92 5917'-5964' Frac CP sand as follows:
GRADE: J-SS 109,000# 16/30 sand in 1095 bbis fluid.
WEIGHT: 24# Treated @avg press of2100 psi w/avg

rate of35 BPM. ISIP 2097 psi. Calc.
DEPTH LANDED: 304.87' flush: 5917 gal, Act, flush: 5663 gal.
HOLE SIZE:12-l/4" 11/17/92 5798'-5816' Frac CP sand as follows:

CEMENT DATA: 216 sxs Class "G" cmt. 75,000# 16/30 sand in 670 bbls fluid.
Treated @avg press of3000 psi w/avg
rate of 30 BPM. ISIP 3100 psi. Calc.
flush: 5798 gal, Act. flush: 5614 gal.

- - 11/19/92 5506'-551T Frac A-3 sand as follows:

60,430# 16/30 sand in 583 bbis fluid.
Treated @avg press of3100 psi w/avg
rate of25 BPM. ISIP 2934 psi. Calc.

PRODUCTION CASING flush: 5506 gal, Act. flush: 5370 gal.

CSG SIZE: 5-1/2', TOC @1364' - - 11/22/92 4996'-5008' Frac D-1 sand as follows:

28,500# 16/30 sand in 256 bbls fluid.GRADE: J-55
Treated @avg press of2400 psi w/avg

WEIGHT: 15.5# rate of25 BPM. ISIP 2014 psi. Calc.
DEPTH LANDED: 6400.06, flush; 4996 gal, Act. flush: 4850 gal.

HOLE SIZE: 7-7/8,, 9/22/01 Rod job.Update rod and tubing details.

CEMENT DATA: 348 sxs Hilift & 428 sxs 50/50 POZ. 02/06/02 4462'-4490' Frac GB-4 sand as follows:

CEMENT TOP AT: 1364' per CBL 36,260# 16/30 sand in 325 bb1sViking I-
25 frac fluid. Treated @avg press of
2195 psi w/avg rateof21.2 BPM. ISIP
2500 psi. Calc. flush: 4462 gal, Act.
flush: 4242 gal.

08/10/06 Pump Change. Update rod and tubingTUBING details.
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 185 jts (5870.49')

TUBING ANCHOR: 5882.49'

NO. OF JOINTS: 1jt (31.95')

SEATINGNIPPLE:2-7/8"(l.10')

SN LANDED AT: 5917.24' KB

NO. 0F JOINTS: 2 jts (65.11')

TOTAL STRING LENGTH: EOT @5983.90'

4462'-4464' PERFORATION RECORDSUCKER RODS 4481'-4490'
4996'-5000, 11/12/92 5951'-5964' 4 JSPF 52 holes

POLISHED ROD: 1-1/2" x 22' SM 5002'-5008, 11/12/92 5917'-5927' 4 JSPF 40 holes
l1/12/92 5878'-5882' 4JSPF 16holesSUCKER RODS: 1-1 1/2" x 8' Wt. rod, 4-1 1/2" weight bars; 44-3/4" scraper 5506'-551T

rods; 60-3/4" slick rods, 8-3/4" scraper rods, 24-3/4" plain rods, 93-3/4" scraper
5798'-5816'

l1/12/92 5864'-5867' 4 JSPF 12 holes
rods, 2-4' x 3/4" pony rods, 11/16/92 5798'-5816' 4 JSPF 72 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC 5864'-5867' 11/18/92 5506'-5517' 4 JSPF 44 holes

STROKE LENGTH: 52" 5878'-5882' 11/20/92 5002'-5008' 4 JSPF 24 holes
11/20/92 4996'-5000' 4 JSPF 16 holes

PUMP SPEED, SPM: 6 SPM Anchor @5882' 02/06/02 4462'-4464' 4 JSPF 08 holes
5917'-592T 02/06/02 4481'-4490' 4 JSPF 36 holes

5951'-5964'

SN @5916 EOT @5983'

NEWFIELD

Top of fill @6123'

Monument Butte Federal 10-34-8-16 ',"gTD@e67345'

1980' FSL & 1980' FEL
NW/SE Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31371; Lease #UTU-16535

CB

Monument Butte Federal 10-34-8-16
Spud Date: 10/1/1992 Initial Production: 68 BOPD,
Put on Production: 11/26/1992 Wellbore Diagram 93 MCFD, 24 BWPD
GL: 5628' KB: 5640'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/15/92 5917'-5964' Frac CP sand as follows:
GRADE: J-SS 109,000# 16/30 sand in 1095 bbis fluid.
WEIGHT: 24# Treated @avg press of2100 psi w/avg

rate of35 BPM. ISIP 2097 psi. Calc.
DEPTH LANDED: 304.87' flush: 5917 gal, Act, flush: 5663 gal.
HOLE SIZE:12-l/4" 11/17/92 5798'-5816' Frac CP sand as follows:

CEMENT DATA: 216 sxs Class "G" cmt. 75,000# 16/30 sand in 670 bbls fluid.
Treated @avg press of3000 psi w/avg
rate of 30 BPM. ISIP 3100 psi. Calc.
flush: 5798 gal, Act. flush: 5614 gal.

- - 11/19/92 5506'-551T Frac A-3 sand as follows:

60,430# 16/30 sand in 583 bbis fluid.
Treated @avg press of3100 psi w/avg
rate of25 BPM. ISIP 2934 psi. Calc.

PRODUCTION CASING flush: 5506 gal, Act. flush: 5370 gal.

CSG SIZE: 5-1/2', TOC @1364' - - 11/22/92 4996'-5008' Frac D-1 sand as follows:

28,500# 16/30 sand in 256 bbls fluid.GRADE: J-55
Treated @avg press of2400 psi w/avg

WEIGHT: 15.5# rate of25 BPM. ISIP 2014 psi. Calc.
DEPTH LANDED: 6400.06, flush; 4996 gal, Act. flush: 4850 gal.

HOLE SIZE: 7-7/8,, 9/22/01 Rod job.Update rod and tubing details.

CEMENT DATA: 348 sxs Hilift & 428 sxs 50/50 POZ. 02/06/02 4462'-4490' Frac GB-4 sand as follows:

CEMENT TOP AT: 1364' per CBL 36,260# 16/30 sand in 325 bb1sViking I-
25 frac fluid. Treated @avg press of
2195 psi w/avg rateof21.2 BPM. ISIP
2500 psi. Calc. flush: 4462 gal, Act.
flush: 4242 gal.

08/10/06 Pump Change. Update rod and tubingTUBING details.
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 185 jts (5870.49')

TUBING ANCHOR: 5882.49'

NO. OF JOINTS: 1jt (31.95')

SEATINGNIPPLE:2-7/8"(l.10')

SN LANDED AT: 5917.24' KB

NO. 0F JOINTS: 2 jts (65.11')

TOTAL STRING LENGTH: EOT @5983.90'

4462'-4464' PERFORATION RECORDSUCKER RODS 4481'-4490'
4996'-5000, 11/12/92 5951'-5964' 4 JSPF 52 holes

POLISHED ROD: 1-1/2" x 22' SM 5002'-5008, 11/12/92 5917'-5927' 4 JSPF 40 holes
l1/12/92 5878'-5882' 4JSPF 16holesSUCKER RODS: 1-1 1/2" x 8' Wt. rod, 4-1 1/2" weight bars; 44-3/4" scraper 5506'-551T

rods; 60-3/4" slick rods, 8-3/4" scraper rods, 24-3/4" plain rods, 93-3/4" scraper
5798'-5816'

l1/12/92 5864'-5867' 4 JSPF 12 holes
rods, 2-4' x 3/4" pony rods, 11/16/92 5798'-5816' 4 JSPF 72 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC 5864'-5867' 11/18/92 5506'-5517' 4 JSPF 44 holes

STROKE LENGTH: 52" 5878'-5882' 11/20/92 5002'-5008' 4 JSPF 24 holes
11/20/92 4996'-5000' 4 JSPF 16 holes

PUMP SPEED, SPM: 6 SPM Anchor @5882' 02/06/02 4462'-4464' 4 JSPF 08 holes
5917'-592T 02/06/02 4481'-4490' 4 JSPF 36 holes

5951'-5964'

SN @5916 EOT @5983'

NEWFIELD

Top of fill @6123'

Monument Butte Federal 10-34-8-16 ',"gTD@e67345'

1980' FSL & 1980' FEL
NW/SE Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31371; Lease #UTU-16535

CB

Monument Butte Federal 10-34-8-16
Spud Date: 10/1/1992 Initial Production: 68 BOPD,
Put on Production: 11/26/1992 Wellbore Diagram 93 MCFD, 24 BWPD
GL: 5628' KB: 5640'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/15/92 5917'-5964' Frac CP sand as follows:
GRADE: J-SS 109,000# 16/30 sand in 1095 bbis fluid.
WEIGHT: 24# Treated @avg press of2100 psi w/avg

rate of35 BPM. ISIP 2097 psi. Calc.
DEPTH LANDED: 304.87' flush: 5917 gal, Act, flush: 5663 gal.
HOLE SIZE:12-l/4" 11/17/92 5798'-5816' Frac CP sand as follows:

CEMENT DATA: 216 sxs Class "G" cmt. 75,000# 16/30 sand in 670 bbls fluid.
Treated @avg press of3000 psi w/avg
rate of 30 BPM. ISIP 3100 psi. Calc.
flush: 5798 gal, Act. flush: 5614 gal.

- - 11/19/92 5506'-551T Frac A-3 sand as follows:

60,430# 16/30 sand in 583 bbis fluid.
Treated @avg press of3100 psi w/avg
rate of25 BPM. ISIP 2934 psi. Calc.

PRODUCTION CASING flush: 5506 gal, Act. flush: 5370 gal.

CSG SIZE: 5-1/2', TOC @1364' - - 11/22/92 4996'-5008' Frac D-1 sand as follows:

28,500# 16/30 sand in 256 bbls fluid.GRADE: J-55
Treated @avg press of2400 psi w/avg

WEIGHT: 15.5# rate of25 BPM. ISIP 2014 psi. Calc.
DEPTH LANDED: 6400.06, flush; 4996 gal, Act. flush: 4850 gal.

HOLE SIZE: 7-7/8,, 9/22/01 Rod job.Update rod and tubing details.

CEMENT DATA: 348 sxs Hilift & 428 sxs 50/50 POZ. 02/06/02 4462'-4490' Frac GB-4 sand as follows:

CEMENT TOP AT: 1364' per CBL 36,260# 16/30 sand in 325 bb1sViking I-
25 frac fluid. Treated @avg press of
2195 psi w/avg rateof21.2 BPM. ISIP
2500 psi. Calc. flush: 4462 gal, Act.
flush: 4242 gal.

08/10/06 Pump Change. Update rod and tubingTUBING details.
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 185 jts (5870.49')

TUBING ANCHOR: 5882.49'

NO. OF JOINTS: 1jt (31.95')

SEATINGNIPPLE:2-7/8"(l.10')

SN LANDED AT: 5917.24' KB

NO. 0F JOINTS: 2 jts (65.11')

TOTAL STRING LENGTH: EOT @5983.90'

4462'-4464' PERFORATION RECORDSUCKER RODS 4481'-4490'
4996'-5000, 11/12/92 5951'-5964' 4 JSPF 52 holes

POLISHED ROD: 1-1/2" x 22' SM 5002'-5008, 11/12/92 5917'-5927' 4 JSPF 40 holes
l1/12/92 5878'-5882' 4JSPF 16holesSUCKER RODS: 1-1 1/2" x 8' Wt. rod, 4-1 1/2" weight bars; 44-3/4" scraper 5506'-551T

rods; 60-3/4" slick rods, 8-3/4" scraper rods, 24-3/4" plain rods, 93-3/4" scraper
5798'-5816'

l1/12/92 5864'-5867' 4 JSPF 12 holes
rods, 2-4' x 3/4" pony rods, 11/16/92 5798'-5816' 4 JSPF 72 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC 5864'-5867' 11/18/92 5506'-5517' 4 JSPF 44 holes

STROKE LENGTH: 52" 5878'-5882' 11/20/92 5002'-5008' 4 JSPF 24 holes
11/20/92 4996'-5000' 4 JSPF 16 holes

PUMP SPEED, SPM: 6 SPM Anchor @5882' 02/06/02 4462'-4464' 4 JSPF 08 holes
5917'-592T 02/06/02 4481'-4490' 4 JSPF 36 holes

5951'-5964'

SN @5916 EOT @5983'

NEWFIELD

Top of fill @6123'

Monument Butte Federal 10-34-8-16 ',"gTD@e67345'

1980' FSL & 1980' FEL
NW/SE Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31371; Lease #UTU-16535

CB



Wells Draw P-34-8-16 m Ë'S
Spud Date: 06/05/09
Put on Production: 07/14/09

GL: 5701' KB: 5713'
Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7-15-09 6332 - 6337' Frac CPS sands as follows: Frac with
GRADE: J-55 14,574#20/40 sand in 119 bbis

Lightning 17fluid. Treat at 2779 psi @
WEIGHT: 24# 11.0 BPM. ISIP 1818psi.
LENGTH: 275.89' 7-15-09 5996 - 6050' Frac CP.5 &CP1 sands as follows:
DEPTH LANDED: 328.02, Frac with 40,521#20/40 sand in 259 bbls

Lightning 17 fluid. Treat at 3242 psi @
HOLE SIZE: 12-1/4" 30.0 BPM. ISIP 2015 psi.
CEMENT DATA: 160 sxs Class "G+2%" cmt 7-15-09 5816- 5822' Frac LODC sands as follows:

Frac with 15,086#20/40 sand in 120 bbis
Lightning 17 fluid. Treat at 2356 psi @

- 16BPM. ISIP 1920 psi.
7-15-09 5554 - 5517' Frac Al & A.5 sands as follows:

Frac with 34,51l# 20/40 sand in 288 bbls
Lightning 17 fluid. Treat at 3350 psi @
30.0 BPM. ISIP 2034 psi.PRODUCTION CASING 5079-5083'

7-15-09 5399 - 5413' Frac B2 sands as follows: Frac withCSG SIZE: 5-1/2"
89,291#20/40 sand in 537 bbls

GRADE: J-55
5096 -

5100, Lightning 17 fluid. Treat at 2734 psi @
30.0 BPM, ISIP 2140 psi.WEIGHT: 15.5#

LENGTH: 6435.13' 7-15-09 5234 - 5243' Frac C sands as follows: Frac with

HOLE SIZE: 7-7/8,, 35,095#20/40 sand in 292 bbis

5148 - 5152' Lightning 17 fluid Treat at 2875 psi @
TOTAL DEPTH: 6465.38' 30.0 BPM. ISIP 2165 psi.

CEMENT DATA: 275 sk Prem. Lite II mixed & 400 sxs 50/50 POZ.
7-15-09 5079 - 5100' Frac DI & D2 sands as follows:

Frac with 134,767#20/40 sand in 764
CEMENT TOP AT: 0. 5234 - 5238' bbls Lightning 17 fluid. Treat at 2832 psi

5240 - 5243'
@42.0 BPM. ISIP 2540 psi.

As of today well is flowing to production tanks.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5399 -5404'

NO. OF JOINTS: jts (')
TUBING ANCHOR:'

NO. OF JOINTS: Jts') 5410 - 5413'

SEATING NIPPLE: 2-7/8" (') 5514 - 55lT

SN LANDED AT:' KB

NO. OF JOINTS: jts (')
TOTAL STRING LENGTH: EOT @ 5554 - 5558'

5816-5882'
SUCKER RODS

POLISHED ROD: 11/2 "x ?

SUCKER RODS: ?-2', ?-4'x7/8" pony subs, ?-7/8" guided rods, ?-1 ½" weight 5996 - 6001'
bars

PUMP SIZE: 1-1/2" x 1-3/4" x ?' RHAC pump w/ SM plunger ??????

PUMP SPEED, SPM ?? 6047 - 6050'

6332-63372 PERFORATION RECORD
6332 - 633T 3 JSPF 15 holes
6047 - 6050' 3 JSPF 9 holes

SN @????' Anchor @????' 5996 - 6001' 3 JSPF 15 holes
5816 - 5822' 3 JSPF 18 holes
$554 - 5558' 3 JSPF 12 holes
5514 - 5517' 3 JSPF 9 holes
5410 - 5413' 3 ]SPF 9 holes

EOT @????' 5399 - 5404' 3 JSPF 15 holes
5240 - 5243' 3 JSPF 9 holes
5234 - 5238' 3 JSPF 12 holes

NEWFIELD PBTD @6447' 5148 - 5152' 3 JSPF 12 holes

- 5096 - 5100' 3 JSPF 12 holes
5079 - 5083' 3 JSPF 12 holes

Wells Draw P-34-8-16
TD G) 2473'

Section 34-T8S-R16E
Duchesne Co, Utah

API #43-013-33977; Lease #UTU-47171

KC/LCN

Wells Draw P-34-8-16 m Ë'S
Spud Date: 06/05/09
Put on Production: 07/14/09

GL: 5701' KB: 5713'
Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-15-09 6332 - 6337' Frac CPS sands as follows: Frac with
GRADE: J-55 14,574#20/40 sand in 119 bbis

Lightning 17fluid. Treat at 2779 psi @
WEIGHT: 24# 11.0 BPM. ISIP 1818psi.
LENGTH: 275.89' 7-15-09 5996 - 6050' Frac CP.5 &CP1 sands as follows:
DEPTH LANDED: 328.02, Frac with 40,521#20/40 sand in 259 bbls

Lightning 17 fluid. Treat at 3242 psi @
HOLE SIZE: 12-1/4" 30.0 BPM. ISIP 2015 psi.
CEMENT DATA: 160 sxs Class "G+2%" cmt 7-15-09 5816- 5822' Frac LODC sands as follows:

Frac with 15,086#20/40 sand in 120 bbis
Lightning 17 fluid. Treat at 2356 psi @

- 16BPM. ISIP 1920 psi.
7-15-09 5554 - 5517' Frac Al & A.5 sands as follows:

Frac with 34,51l# 20/40 sand in 288 bbls
Lightning 17 fluid. Treat at 3350 psi @
30.0 BPM. ISIP 2034 psi.PRODUCTION CASING 5079-5083'

7-15-09 5399 - 5413' Frac B2 sands as follows: Frac withCSG SIZE: 5-1/2"
89,291#20/40 sand in 537 bbls

GRADE: J-55
5096 -

5100, Lightning 17 fluid. Treat at 2734 psi @
30.0 BPM, ISIP 2140 psi.WEIGHT: 15.5#

LENGTH: 6435.13' 7-15-09 5234 - 5243' Frac C sands as follows: Frac with

HOLE SIZE: 7-7/8,, 35,095#20/40 sand in 292 bbis

5148 - 5152' Lightning 17 fluid Treat at 2875 psi @
TOTAL DEPTH: 6465.38' 30.0 BPM. ISIP 2165 psi.

CEMENT DATA: 275 sk Prem. Lite II mixed & 400 sxs 50/50 POZ.
7-15-09 5079 - 5100' Frac DI & D2 sands as follows:

Frac with 134,767#20/40 sand in 764
CEMENT TOP AT: 0. 5234 - 5238' bbls Lightning 17 fluid. Treat at 2832 psi

5240 - 5243'
@42.0 BPM. ISIP 2540 psi.

As of today well is flowing to production tanks.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5399 -5404'

NO. OF JOINTS: jts (')
TUBING ANCHOR:'

NO. OF JOINTS: Jts') 5410 - 5413'

SEATING NIPPLE: 2-7/8" (') 5514 - 55lT

SN LANDED AT:' KB

NO. OF JOINTS: jts (')
TOTAL STRING LENGTH: EOT @ 5554 - 5558'

5816-5882'
SUCKER RODS

POLISHED ROD: 11/2 "x ?

SUCKER RODS: ?-2', ?-4'x7/8" pony subs, ?-7/8" guided rods, ?-1 ½" weight 5996 - 6001'
bars

PUMP SIZE: 1-1/2" x 1-3/4" x ?' RHAC pump w/ SM plunger ??????

PUMP SPEED, SPM ?? 6047 - 6050'

6332-63372 PERFORATION RECORD
6332 - 633T 3 JSPF 15 holes
6047 - 6050' 3 JSPF 9 holes

SN @????' Anchor @????' 5996 - 6001' 3 JSPF 15 holes
5816 - 5822' 3 JSPF 18 holes
$554 - 5558' 3 JSPF 12 holes
5514 - 5517' 3 JSPF 9 holes
5410 - 5413' 3 ]SPF 9 holes

EOT @????' 5399 - 5404' 3 JSPF 15 holes
5240 - 5243' 3 JSPF 9 holes
5234 - 5238' 3 JSPF 12 holes

NEWFIELD PBTD @6447' 5148 - 5152' 3 JSPF 12 holes

- 5096 - 5100' 3 JSPF 12 holes
5079 - 5083' 3 JSPF 12 holes

Wells Draw P-34-8-16
TD G) 2473'

Section 34-T8S-R16E
Duchesne Co, Utah

API #43-013-33977; Lease #UTU-47171

KC/LCN

Wells Draw P-34-8-16 m Ë'S
Spud Date: 06/05/09
Put on Production: 07/14/09

GL: 5701' KB: 5713'
Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-15-09 6332 - 6337' Frac CPS sands as follows: Frac with
GRADE: J-55 14,574#20/40 sand in 119 bbis

Lightning 17fluid. Treat at 2779 psi @
WEIGHT: 24# 11.0 BPM. ISIP 1818psi.
LENGTH: 275.89' 7-15-09 5996 - 6050' Frac CP.5 &CP1 sands as follows:
DEPTH LANDED: 328.02, Frac with 40,521#20/40 sand in 259 bbls

Lightning 17 fluid. Treat at 3242 psi @
HOLE SIZE: 12-1/4" 30.0 BPM. ISIP 2015 psi.
CEMENT DATA: 160 sxs Class "G+2%" cmt 7-15-09 5816- 5822' Frac LODC sands as follows:

Frac with 15,086#20/40 sand in 120 bbis
Lightning 17 fluid. Treat at 2356 psi @

- 16BPM. ISIP 1920 psi.
7-15-09 5554 - 5517' Frac Al & A.5 sands as follows:

Frac with 34,51l# 20/40 sand in 288 bbls
Lightning 17 fluid. Treat at 3350 psi @
30.0 BPM. ISIP 2034 psi.PRODUCTION CASING 5079-5083'

7-15-09 5399 - 5413' Frac B2 sands as follows: Frac withCSG SIZE: 5-1/2"
89,291#20/40 sand in 537 bbls

GRADE: J-55
5096 -

5100, Lightning 17 fluid. Treat at 2734 psi @
30.0 BPM, ISIP 2140 psi.WEIGHT: 15.5#

LENGTH: 6435.13' 7-15-09 5234 - 5243' Frac C sands as follows: Frac with

HOLE SIZE: 7-7/8,, 35,095#20/40 sand in 292 bbis

5148 - 5152' Lightning 17 fluid Treat at 2875 psi @
TOTAL DEPTH: 6465.38' 30.0 BPM. ISIP 2165 psi.

CEMENT DATA: 275 sk Prem. Lite II mixed & 400 sxs 50/50 POZ.
7-15-09 5079 - 5100' Frac DI & D2 sands as follows:

Frac with 134,767#20/40 sand in 764
CEMENT TOP AT: 0. 5234 - 5238' bbls Lightning 17 fluid. Treat at 2832 psi

5240 - 5243'
@42.0 BPM. ISIP 2540 psi.

As of today well is flowing to production tanks.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5399 -5404'

NO. OF JOINTS: jts (')
TUBING ANCHOR:'

NO. OF JOINTS: Jts') 5410 - 5413'

SEATING NIPPLE: 2-7/8" (') 5514 - 55lT

SN LANDED AT:' KB

NO. OF JOINTS: jts (')
TOTAL STRING LENGTH: EOT @ 5554 - 5558'

5816-5882'
SUCKER RODS

POLISHED ROD: 11/2 "x ?

SUCKER RODS: ?-2', ?-4'x7/8" pony subs, ?-7/8" guided rods, ?-1 ½" weight 5996 - 6001'
bars

PUMP SIZE: 1-1/2" x 1-3/4" x ?' RHAC pump w/ SM plunger ??????

PUMP SPEED, SPM ?? 6047 - 6050'

6332-63372 PERFORATION RECORD
6332 - 633T 3 JSPF 15 holes
6047 - 6050' 3 JSPF 9 holes

SN @????' Anchor @????' 5996 - 6001' 3 JSPF 15 holes
5816 - 5822' 3 JSPF 18 holes
$554 - 5558' 3 JSPF 12 holes
5514 - 5517' 3 JSPF 9 holes
5410 - 5413' 3 ]SPF 9 holes

EOT @????' 5399 - 5404' 3 JSPF 15 holes
5240 - 5243' 3 JSPF 9 holes
5234 - 5238' 3 JSPF 12 holes

NEWFIELD PBTD @6447' 5148 - 5152' 3 JSPF 12 holes

- 5096 - 5100' 3 JSPF 12 holes
5079 - 5083' 3 JSPF 12 holes

Wells Draw P-34-8-16
TD G) 2473'

Section 34-T8S-R16E
Duchesne Co, Utah

API #43-013-33977; Lease #UTU-47171

KC/LCN

Wells Draw P-34-8-16 m Ë'S
Spud Date: 06/05/09
Put on Production: 07/14/09

GL: 5701' KB: 5713'
Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-15-09 6332 - 6337' Frac CPS sands as follows: Frac with
GRADE: J-55 14,574#20/40 sand in 119 bbis

Lightning 17fluid. Treat at 2779 psi @
WEIGHT: 24# 11.0 BPM. ISIP 1818psi.
LENGTH: 275.89' 7-15-09 5996 - 6050' Frac CP.5 &CP1 sands as follows:
DEPTH LANDED: 328.02, Frac with 40,521#20/40 sand in 259 bbls

Lightning 17 fluid. Treat at 3242 psi @
HOLE SIZE: 12-1/4" 30.0 BPM. ISIP 2015 psi.
CEMENT DATA: 160 sxs Class "G+2%" cmt 7-15-09 5816- 5822' Frac LODC sands as follows:

Frac with 15,086#20/40 sand in 120 bbis
Lightning 17 fluid. Treat at 2356 psi @

- 16BPM. ISIP 1920 psi.
7-15-09 5554 - 5517' Frac Al & A.5 sands as follows:

Frac with 34,51l# 20/40 sand in 288 bbls
Lightning 17 fluid. Treat at 3350 psi @
30.0 BPM. ISIP 2034 psi.PRODUCTION CASING 5079-5083'

7-15-09 5399 - 5413' Frac B2 sands as follows: Frac withCSG SIZE: 5-1/2"
89,291#20/40 sand in 537 bbls

GRADE: J-55
5096 -

5100, Lightning 17 fluid. Treat at 2734 psi @
30.0 BPM, ISIP 2140 psi.WEIGHT: 15.5#

LENGTH: 6435.13' 7-15-09 5234 - 5243' Frac C sands as follows: Frac with

HOLE SIZE: 7-7/8,, 35,095#20/40 sand in 292 bbis

5148 - 5152' Lightning 17 fluid Treat at 2875 psi @
TOTAL DEPTH: 6465.38' 30.0 BPM. ISIP 2165 psi.

CEMENT DATA: 275 sk Prem. Lite II mixed & 400 sxs 50/50 POZ.
7-15-09 5079 - 5100' Frac DI & D2 sands as follows:

Frac with 134,767#20/40 sand in 764
CEMENT TOP AT: 0. 5234 - 5238' bbls Lightning 17 fluid. Treat at 2832 psi

5240 - 5243'
@42.0 BPM. ISIP 2540 psi.

As of today well is flowing to production tanks.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5399 -5404'

NO. OF JOINTS: jts (')
TUBING ANCHOR:'

NO. OF JOINTS: Jts') 5410 - 5413'

SEATING NIPPLE: 2-7/8" (') 5514 - 55lT

SN LANDED AT:' KB

NO. OF JOINTS: jts (')
TOTAL STRING LENGTH: EOT @ 5554 - 5558'

5816-5882'
SUCKER RODS

POLISHED ROD: 11/2 "x ?

SUCKER RODS: ?-2', ?-4'x7/8" pony subs, ?-7/8" guided rods, ?-1 ½" weight 5996 - 6001'
bars

PUMP SIZE: 1-1/2" x 1-3/4" x ?' RHAC pump w/ SM plunger ??????

PUMP SPEED, SPM ?? 6047 - 6050'

6332-63372 PERFORATION RECORD
6332 - 633T 3 JSPF 15 holes
6047 - 6050' 3 JSPF 9 holes

SN @????' Anchor @????' 5996 - 6001' 3 JSPF 15 holes
5816 - 5822' 3 JSPF 18 holes
$554 - 5558' 3 JSPF 12 holes
5514 - 5517' 3 JSPF 9 holes
5410 - 5413' 3 ]SPF 9 holes

EOT @????' 5399 - 5404' 3 JSPF 15 holes
5240 - 5243' 3 JSPF 9 holes
5234 - 5238' 3 JSPF 12 holes

NEWFIELD PBTD @6447' 5148 - 5152' 3 JSPF 12 holes

- 5096 - 5100' 3 JSPF 12 holes
5079 - 5083' 3 JSPF 12 holes

Wells Draw P-34-8-16
TD G) 2473'

Section 34-T8S-R16E
Duchesne Co, Utah

API #43-013-33977; Lease #UTU-47171

KC/LCN



Federal #14-34B
Initial Production: 182 BOPD,

Injection Diagram 320 MCFPD, 21 BWPD

FRAC JOB

6076'-6088' 500 gal acid, could not frac

5858'-5868' 49,000#20/40 sand, 50,800# 16/30 sand,
1024 bbl gel water

5652'-5726' 72,000#20/40, 60,000# 16/30 sand 1496
bbl gel water

5278'-5286' 500 gal 1/2% HCl - frac w/33,000# 20/40
sand, 39,500# 16/30 sand 781 bbl gel water

4964'-5038' 74,000# 20/40 sand, 73,000# 16/30 sand
1603 bbIs gel water

PERFORATION RECORD
6076'-6088' 4 JSPF 48 holes
5858'-5868' 4 JSPF 40 holes
5652'-57262 4 JSPF 296 holes

Packer @4905, 5278'-5286' 4 JSPF 32 holes
4964'-5038' 4 JSPF 296 holes

2 4964'-5038' D1/D2

:: 5278'-5286' B2

=- 5652'-5726' LODC

C 5858'-5868' CP.5

6076'-6088' CP4

NEWFIELD ---

/ \ PBTD @6237'
Federal #14-34B To @6500'

660 FSL 660 FWL
SWSW Section 34-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31225; Lease

Federal #14-34B
Initial Production: 182 BOPD,

Injection Diagram 320 MCFPD, 21 BWPD

FRAC JOB

6076'-6088' 500 gal acid, could not frac

5858'-5868' 49,000#20/40 sand, 50,800# 16/30 sand,
1024 bbl gel water

5652'-5726' 72,000#20/40, 60,000# 16/30 sand 1496
bbl gel water

5278'-5286' 500 gal 1/2% HCl - frac w/33,000# 20/40
sand, 39,500# 16/30 sand 781 bbl gel water

4964'-5038' 74,000# 20/40 sand, 73,000# 16/30 sand
1603 bbIs gel water

PERFORATION RECORD
6076'-6088' 4 JSPF 48 holes
5858'-5868' 4 JSPF 40 holes
5652'-57262 4 JSPF 296 holes

Packer @4905, 5278'-5286' 4 JSPF 32 holes
4964'-5038' 4 JSPF 296 holes

2 4964'-5038' D1/D2

:: 5278'-5286' B2

=- 5652'-5726' LODC

C 5858'-5868' CP.5

6076'-6088' CP4

NEWFIELD ---

/ \ PBTD @6237'
Federal #14-34B To @6500'

660 FSL 660 FWL
SWSW Section 34-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31225; Lease

Federal #14-34B
Initial Production: 182 BOPD,

Injection Diagram 320 MCFPD, 21 BWPD

FRAC JOB

6076'-6088' 500 gal acid, could not frac

5858'-5868' 49,000#20/40 sand, 50,800# 16/30 sand,
1024 bbl gel water

5652'-5726' 72,000#20/40, 60,000# 16/30 sand 1496
bbl gel water

5278'-5286' 500 gal 1/2% HCl - frac w/33,000# 20/40
sand, 39,500# 16/30 sand 781 bbl gel water

4964'-5038' 74,000# 20/40 sand, 73,000# 16/30 sand
1603 bbIs gel water

PERFORATION RECORD
6076'-6088' 4 JSPF 48 holes
5858'-5868' 4 JSPF 40 holes
5652'-57262 4 JSPF 296 holes

Packer @4905, 5278'-5286' 4 JSPF 32 holes
4964'-5038' 4 JSPF 296 holes

2 4964'-5038' D1/D2

:: 5278'-5286' B2

=- 5652'-5726' LODC

C 5858'-5868' CP.5

6076'-6088' CP4

NEWFIELD ---

/ \ PBTD @6237'
Federal #14-34B To @6500'

660 FSL 660 FWL
SWSW Section 34-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31225; Lease

Federal #14-34B
Initial Production: 182 BOPD,

Injection Diagram 320 MCFPD, 21 BWPD

FRAC JOB

6076'-6088' 500 gal acid, could not frac

5858'-5868' 49,000#20/40 sand, 50,800# 16/30 sand,
1024 bbl gel water

5652'-5726' 72,000#20/40, 60,000# 16/30 sand 1496
bbl gel water

5278'-5286' 500 gal 1/2% HCl - frac w/33,000# 20/40
sand, 39,500# 16/30 sand 781 bbl gel water

4964'-5038' 74,000# 20/40 sand, 73,000# 16/30 sand
1603 bbIs gel water

PERFORATION RECORD
6076'-6088' 4 JSPF 48 holes
5858'-5868' 4 JSPF 40 holes
5652'-57262 4 JSPF 296 holes

Packer @4905, 5278'-5286' 4 JSPF 32 holes
4964'-5038' 4 JSPF 296 holes

2 4964'-5038' D1/D2

:: 5278'-5286' B2

=- 5652'-5726' LODC

C 5858'-5868' CP.5

6076'-6088' CP4

NEWFIELD ---

/ \ PBTD @6237'
Federal #14-34B To @6500'

660 FSL 660 FWL
SWSW Section 34-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31225; Lease



Spuddate: 9/05/00 SOUTH WELLS DRAW #15-34-8-16
Put on production: 10/18/00
GL: 5629' KB: 5639' Initial production; 36.3 BOPDWellbore Diagrari 31.4 MCFD, 23 BWPD

FRAC JOB
SURFACE CASING
CSG SIZE: 8-5/8,, 10/12/00 5882'-6032' Frac CP sds as follows:

GRADE: J-55 Frac with 103,000# 20/40 sand in 574 bb1sViking

WEIGHT: 24#
I-25 fluid. Treat at 1600 psi @31 BPM. ISIP

LENGTH: 8 jts. (304.01' KB)
1800 psi.

HOLE SIZE:12-l/4,, 10/12/00 5158'-5308' Frac B-2/C sds as follows:

CEMENT DATA: 155 sxs Class "G" cmt Unable to break C Sand perfs; decide to leave
untreated. Frac B-2 Sands with 22,000# 20/40
sand in 152 bbis Viking I-25 fluid. Treat at 2800
psi @21 BPM.

10/13/00 4990'-5101' Frac D sds as follows:

Frac with 59,820# 20/40 sand in 351 bbis Viking 1-
PRODUCTION CASING 25 fluid. Treat at 1900 psi @30 BPM. ISIP 2170

psi.
CSG SIZE: 4-1/2"

GRADE: 1-55 11/7/02 Tubing leak. Update rod and tubing details.

WEIGHT; 15.5#

LENGTH: 145 jts. (6163.29')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6175'
CEMENT DATA: 350 sk Prem. Lite 11
mixed & 696 sxs 50/50 POZ.
CEMENT TOP AT: 324' per CBL

TUBING

SIZE/GRADE/WT: 2-3/8" (1-55 / 4.7#)

NO. OF JOINTS: 186 JTS (5926.55')

TUBING ANCHOR: 5939.75'

NO. OF JOINTS: 2 JTS (64.5') 6004.25
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6005.35' KB
NO. OF JOINTS: 1 JT (32.5') 2 4990'-4993' Dl

TOTAL STRING LENGTH: EOT @6038.25'

- 2 5092'-5101' D3

= 2 5158'-5160' C

= 1 5303'-5308' B2
SUCKER RODS

POLISHED ROD: 1-1/4" x 22'

SUCKER RODS: 2 1-1/4" weight rods, 4 1-1/2" weight rods,
15 - 3/4" scrapered rods, 129 - 3/4" plain rods, 89 - 3/4"
scrapered rods, 1-8', 1-6', 1-4' x 3/4" pony rods
PUMP SIZE: 2" x 1-1/2" x 16' RHAC
STROKE LENGTH: 74" 2 2 5882'-5897' CP1

PUMP SPEED, SPM: 5 SPM
LOGS: Dual Laterolog, GR, SP, Spectral Density-Spaced 2 5916'-5930' CP2

Neutron, CBL Anchor @5940' KB

SN @6005'KB

C 6026'-6032' CP4

PERFORATION RECORD
EOT @6038' 4990'-4993' 4 JSPF 12 holes

5092'-5101' 4 JSPF 36 holes
5158'-5160' 4 JSPF 8 holes

5303'-5308' 4 JSPF 20 holes
Top of Fill @61 l l' 5882'-5879' 4 JSPF 60 holes

PBTD @6113' 5916'-5930' 4 JSPF 56 holes
NEWFIELD 6026'-6032' 4JSPF 24holes

SHOE @6163'

South Wells Draw #15-34-8-16
660 FSL & 1980 FEL TD @6175' KB
SWSE Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-31670; Lease #UTU-76787

MH

Spuddate: 9/05/00 SOUTH WELLS DRAW #15-34-8-16
Put on production: 10/18/00
GL: 5629' KB: 5639' Initial production; 36.3 BOPDWellbore Diagrari 31.4 MCFD, 23 BWPD

FRAC JOB
SURFACE CASING
CSG SIZE: 8-5/8,, 10/12/00 5882'-6032' Frac CP sds as follows:

GRADE: J-55 Frac with 103,000# 20/40 sand in 574 bb1sViking

WEIGHT: 24#
I-25 fluid. Treat at 1600 psi @31 BPM. ISIP

LENGTH: 8 jts. (304.01' KB)
1800 psi.

HOLE SIZE:12-l/4,, 10/12/00 5158'-5308' Frac B-2/C sds as follows:

CEMENT DATA: 155 sxs Class "G" cmt Unable to break C Sand perfs; decide to leave
untreated. Frac B-2 Sands with 22,000# 20/40
sand in 152 bbis Viking I-25 fluid. Treat at 2800
psi @21 BPM.

10/13/00 4990'-5101' Frac D sds as follows:

Frac with 59,820# 20/40 sand in 351 bbis Viking 1-
PRODUCTION CASING 25 fluid. Treat at 1900 psi @30 BPM. ISIP 2170

psi.
CSG SIZE: 4-1/2"

GRADE: 1-55 11/7/02 Tubing leak. Update rod and tubing details.

WEIGHT; 15.5#

LENGTH: 145 jts. (6163.29')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6175'
CEMENT DATA: 350 sk Prem. Lite 11
mixed & 696 sxs 50/50 POZ.
CEMENT TOP AT: 324' per CBL

TUBING

SIZE/GRADE/WT: 2-3/8" (1-55 / 4.7#)

NO. OF JOINTS: 186 JTS (5926.55')

TUBING ANCHOR: 5939.75'

NO. OF JOINTS: 2 JTS (64.5') 6004.25
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6005.35' KB
NO. OF JOINTS: 1 JT (32.5') 2 4990'-4993' Dl

TOTAL STRING LENGTH: EOT @6038.25'

- 2 5092'-5101' D3

= 2 5158'-5160' C

= 1 5303'-5308' B2
SUCKER RODS

POLISHED ROD: 1-1/4" x 22'

SUCKER RODS: 2 1-1/4" weight rods, 4 1-1/2" weight rods,
15 - 3/4" scrapered rods, 129 - 3/4" plain rods, 89 - 3/4"
scrapered rods, 1-8', 1-6', 1-4' x 3/4" pony rods
PUMP SIZE: 2" x 1-1/2" x 16' RHAC
STROKE LENGTH: 74" 2 2 5882'-5897' CP1

PUMP SPEED, SPM: 5 SPM
LOGS: Dual Laterolog, GR, SP, Spectral Density-Spaced 2 5916'-5930' CP2

Neutron, CBL Anchor @5940' KB

SN @6005'KB

C 6026'-6032' CP4

PERFORATION RECORD
EOT @6038' 4990'-4993' 4 JSPF 12 holes

5092'-5101' 4 JSPF 36 holes
5158'-5160' 4 JSPF 8 holes

5303'-5308' 4 JSPF 20 holes
Top of Fill @61 l l' 5882'-5879' 4 JSPF 60 holes

PBTD @6113' 5916'-5930' 4 JSPF 56 holes
NEWFIELD 6026'-6032' 4JSPF 24holes

SHOE @6163'

South Wells Draw #15-34-8-16
660 FSL & 1980 FEL TD @6175' KB
SWSE Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-31670; Lease #UTU-76787

MH

Spuddate: 9/05/00 SOUTH WELLS DRAW #15-34-8-16
Put on production: 10/18/00
GL: 5629' KB: 5639' Initial production; 36.3 BOPDWellbore Diagrari 31.4 MCFD, 23 BWPD

FRAC JOB
SURFACE CASING
CSG SIZE: 8-5/8,, 10/12/00 5882'-6032' Frac CP sds as follows:

GRADE: J-55 Frac with 103,000# 20/40 sand in 574 bb1sViking

WEIGHT: 24#
I-25 fluid. Treat at 1600 psi @31 BPM. ISIP

LENGTH: 8 jts. (304.01' KB)
1800 psi.

HOLE SIZE:12-l/4,, 10/12/00 5158'-5308' Frac B-2/C sds as follows:

CEMENT DATA: 155 sxs Class "G" cmt Unable to break C Sand perfs; decide to leave
untreated. Frac B-2 Sands with 22,000# 20/40
sand in 152 bbis Viking I-25 fluid. Treat at 2800
psi @21 BPM.

10/13/00 4990'-5101' Frac D sds as follows:

Frac with 59,820# 20/40 sand in 351 bbis Viking 1-
PRODUCTION CASING 25 fluid. Treat at 1900 psi @30 BPM. ISIP 2170

psi.
CSG SIZE: 4-1/2"

GRADE: 1-55 11/7/02 Tubing leak. Update rod and tubing details.

WEIGHT; 15.5#

LENGTH: 145 jts. (6163.29')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6175'
CEMENT DATA: 350 sk Prem. Lite 11
mixed & 696 sxs 50/50 POZ.
CEMENT TOP AT: 324' per CBL

TUBING

SIZE/GRADE/WT: 2-3/8" (1-55 / 4.7#)

NO. OF JOINTS: 186 JTS (5926.55')

TUBING ANCHOR: 5939.75'

NO. OF JOINTS: 2 JTS (64.5') 6004.25
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6005.35' KB
NO. OF JOINTS: 1 JT (32.5') 2 4990'-4993' Dl

TOTAL STRING LENGTH: EOT @6038.25'

- 2 5092'-5101' D3

= 2 5158'-5160' C

= 1 5303'-5308' B2
SUCKER RODS

POLISHED ROD: 1-1/4" x 22'

SUCKER RODS: 2 1-1/4" weight rods, 4 1-1/2" weight rods,
15 - 3/4" scrapered rods, 129 - 3/4" plain rods, 89 - 3/4"
scrapered rods, 1-8', 1-6', 1-4' x 3/4" pony rods
PUMP SIZE: 2" x 1-1/2" x 16' RHAC
STROKE LENGTH: 74" 2 2 5882'-5897' CP1

PUMP SPEED, SPM: 5 SPM
LOGS: Dual Laterolog, GR, SP, Spectral Density-Spaced 2 5916'-5930' CP2

Neutron, CBL Anchor @5940' KB

SN @6005'KB

C 6026'-6032' CP4

PERFORATION RECORD
EOT @6038' 4990'-4993' 4 JSPF 12 holes

5092'-5101' 4 JSPF 36 holes
5158'-5160' 4 JSPF 8 holes

5303'-5308' 4 JSPF 20 holes
Top of Fill @61 l l' 5882'-5879' 4 JSPF 60 holes

PBTD @6113' 5916'-5930' 4 JSPF 56 holes
NEWFIELD 6026'-6032' 4JSPF 24holes

SHOE @6163'

South Wells Draw #15-34-8-16
660 FSL & 1980 FEL TD @6175' KB
SWSE Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-31670; Lease #UTU-76787

MH

Spuddate: 9/05/00 SOUTH WELLS DRAW #15-34-8-16
Put on production: 10/18/00
GL: 5629' KB: 5639' Initial production; 36.3 BOPDWellbore Diagrari 31.4 MCFD, 23 BWPD

FRAC JOB
SURFACE CASING
CSG SIZE: 8-5/8,, 10/12/00 5882'-6032' Frac CP sds as follows:

GRADE: J-55 Frac with 103,000# 20/40 sand in 574 bb1sViking

WEIGHT: 24#
I-25 fluid. Treat at 1600 psi @31 BPM. ISIP

LENGTH: 8 jts. (304.01' KB)
1800 psi.

HOLE SIZE:12-l/4,, 10/12/00 5158'-5308' Frac B-2/C sds as follows:

CEMENT DATA: 155 sxs Class "G" cmt Unable to break C Sand perfs; decide to leave
untreated. Frac B-2 Sands with 22,000# 20/40
sand in 152 bbis Viking I-25 fluid. Treat at 2800
psi @21 BPM.

10/13/00 4990'-5101' Frac D sds as follows:

Frac with 59,820# 20/40 sand in 351 bbis Viking 1-
PRODUCTION CASING 25 fluid. Treat at 1900 psi @30 BPM. ISIP 2170

psi.
CSG SIZE: 4-1/2"

GRADE: 1-55 11/7/02 Tubing leak. Update rod and tubing details.

WEIGHT; 15.5#

LENGTH: 145 jts. (6163.29')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6175'
CEMENT DATA: 350 sk Prem. Lite 11
mixed & 696 sxs 50/50 POZ.
CEMENT TOP AT: 324' per CBL

TUBING

SIZE/GRADE/WT: 2-3/8" (1-55 / 4.7#)

NO. OF JOINTS: 186 JTS (5926.55')

TUBING ANCHOR: 5939.75'

NO. OF JOINTS: 2 JTS (64.5') 6004.25
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6005.35' KB
NO. OF JOINTS: 1 JT (32.5') 2 4990'-4993' Dl

TOTAL STRING LENGTH: EOT @6038.25'

- 2 5092'-5101' D3

= 2 5158'-5160' C

= 1 5303'-5308' B2
SUCKER RODS

POLISHED ROD: 1-1/4" x 22'

SUCKER RODS: 2 1-1/4" weight rods, 4 1-1/2" weight rods,
15 - 3/4" scrapered rods, 129 - 3/4" plain rods, 89 - 3/4"
scrapered rods, 1-8', 1-6', 1-4' x 3/4" pony rods
PUMP SIZE: 2" x 1-1/2" x 16' RHAC
STROKE LENGTH: 74" 2 2 5882'-5897' CP1

PUMP SPEED, SPM: 5 SPM
LOGS: Dual Laterolog, GR, SP, Spectral Density-Spaced 2 5916'-5930' CP2

Neutron, CBL Anchor @5940' KB

SN @6005'KB

C 6026'-6032' CP4

PERFORATION RECORD
EOT @6038' 4990'-4993' 4 JSPF 12 holes

5092'-5101' 4 JSPF 36 holes
5158'-5160' 4 JSPF 8 holes

5303'-5308' 4 JSPF 20 holes
Top of Fill @61 l l' 5882'-5879' 4 JSPF 60 holes

PBTD @6113' 5916'-5930' 4 JSPF 56 holes
NEWFIELD 6026'-6032' 4JSPF 24holes

SHOE @6163'

South Wells Draw #15-34-8-16
660 FSL & 1980 FEL TD @6175' KB
SWSE Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-31670; Lease #UTU-76787

MH



SpudDate:10/5/97 Monument Butte Federal #16-34-8-16
Put on Production: 11/15/97
GL: 5605.7' KB: 5617.7' Initial Production: 65 BOPD,

Wellbore Diagram 85 MCFPD, 46 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 11/5/97 5488'-5527' Frac A sand as follows:
97,300# 20/40 sand in 509 bbls Boragel.GRADE: J-55
Breakdown @3396 psi. Treated @avg

WEIGHT: 24# press of1800 psi w/avg rate of26.3 BPM.
ISIP-2336 psi, 5 min 2104 psi. FlowbackLENGTH: 7 jts. (299')
on 12/64" ck for 3-1/2 brs & died.

DEPTH LANDED: 298'

HOLE SIZE: 12-1/4" 11/7/97 5294'-5300' Frac B sand as follows:
CEMENT DATA:120 sxs Premium cement, est 5 bbls to surface 88,400# 20/40 sand in 482 bbis Boragel.

Breakdown @3450 psi. Treated @avg
press of2550 psi w/avg rateof24 BPM.
ISIP-2383, 5 min 2315. Flowback on
12/64" ck for 3-1/2 hrs & died.

11/9/97 5130'-5155' Frac C sand as follows:
97,300# 20/40 sand in 498 bbis Boragel.
Breakdown @2719 psi. Treated @avg

PRODUCTION CASING press of2200 psi w/avg rate of24.3 BPM.

CSG SIZE: 5-1/2,, ISIP-2586 psi, 5 min 2536 psi. Flowback
on 12/64" ck for 3-1/2 hrs & died.

GRADE: J-55
11/12/97 4962'-4979' Frac D sand as follows:

WEIGHT: 15.5# 88,300# 20/40 sand in 474 bbls Boragel.

LENGTH: 140 jts. (6006')
Breakdown @2844 psi. Treated @avg
press of 2000 psi w/avg rate of 24 BPM.

DEPTH LANDED: 5999' ISIP-2534 psi, 5 min 2460 psi. Flowback

HOLE SIZE: 7-7/8" on 12/64" ck for 4 hrs & died.

CEMENT DATA: 420 sk Hibond mixed & 390 sxs Thixotropic 8/23/01 Rod job.Updated rod and tubing details.

CEMENT TOP AT: 02/27/06 Pump Change. Update rod and tubing
details.

5/19/09 Tubing Leak. Updated r & t details.

TUBING

S1ZE/GRADE/WT.:2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 174 jts. (5432.13')

TUBING ANCHOR: 5444.13'

NO. OF JOINTS: 3 jts. (91.88)

SEATING NIPPLE: 2-7/8"

SN LANDED AT: 5538.81'

NO. OF JOINTS: 2 jts. (62.64')

TOTAL STRING LENGTH: 5603.00'

4962'- 79'

5130'- 37'
SUCKER RODS 5150'-55'

POLISHED ROD: 1 1/2" X 22' polish 5294'- 5300'

SUCKER RODS:4-1 1/2" wt rods; 4-3/4" scrapered; 120-3/4" plain 93-3/4"
scrapered;1-6'x3/4"ponyrod PERFORATION RECORD
PUMP SIZE: 2-1/2 x 1-1/2" x 16' RHAC Anchor @5444' l1/5/97 5488'- 5496' 4 JSPF 32 holes
STROKE LENGTH: 74" 11/5/97 5504'- 5512' 4 JSPF 32 holes

11/5/97 5519'- 5527' 4 JSPF 32 holes
PUMP SPEED, SPM: 5 SPM l1/6/97 5294'- 5300' 4 JSPF 24 holes

2 5488'-96' 11/8/97 5130'-5137' 4]SPF 28holes
11/8/97 5150'- 5155 4 ]SPF 20 holes

2 5504'- 12' 11/11/97 4962'- 4979' 4 ]SPF 68 holes
$519'- 27'

NEWFIELD SN @5539'

EOT @5603'
PBTD @5957'

Federal #16-34-8-16 | \ TD @6000'

660 FSL & 660 FEL
SESE Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31913; Lease #U-16535

DF

SpudDate:10/5/97 Monument Butte Federal #16-34-8-16
Put on Production: 11/15/97
GL: 5605.7' KB: 5617.7' Initial Production: 65 BOPD,

Wellbore Diagram 85 MCFPD, 46 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 11/5/97 5488'-5527' Frac A sand as follows:
97,300# 20/40 sand in 509 bbls Boragel.GRADE: J-55
Breakdown @3396 psi. Treated @avg

WEIGHT: 24# press of1800 psi w/avg rate of26.3 BPM.
ISIP-2336 psi, 5 min 2104 psi. FlowbackLENGTH: 7 jts. (299')
on 12/64" ck for 3-1/2 brs & died.

DEPTH LANDED: 298'

HOLE SIZE: 12-1/4" 11/7/97 5294'-5300' Frac B sand as follows:
CEMENT DATA:120 sxs Premium cement, est 5 bbls to surface 88,400# 20/40 sand in 482 bbis Boragel.

Breakdown @3450 psi. Treated @avg
press of2550 psi w/avg rateof24 BPM.
ISIP-2383, 5 min 2315. Flowback on
12/64" ck for 3-1/2 hrs & died.

11/9/97 5130'-5155' Frac C sand as follows:
97,300# 20/40 sand in 498 bbis Boragel.
Breakdown @2719 psi. Treated @avg

PRODUCTION CASING press of2200 psi w/avg rate of24.3 BPM.

CSG SIZE: 5-1/2,, ISIP-2586 psi, 5 min 2536 psi. Flowback
on 12/64" ck for 3-1/2 hrs & died.

GRADE: J-55
11/12/97 4962'-4979' Frac D sand as follows:

WEIGHT: 15.5# 88,300# 20/40 sand in 474 bbls Boragel.

LENGTH: 140 jts. (6006')
Breakdown @2844 psi. Treated @avg
press of 2000 psi w/avg rate of 24 BPM.

DEPTH LANDED: 5999' ISIP-2534 psi, 5 min 2460 psi. Flowback

HOLE SIZE: 7-7/8" on 12/64" ck for 4 hrs & died.

CEMENT DATA: 420 sk Hibond mixed & 390 sxs Thixotropic 8/23/01 Rod job.Updated rod and tubing details.

CEMENT TOP AT: 02/27/06 Pump Change. Update rod and tubing
details.

5/19/09 Tubing Leak. Updated r & t details.

TUBING

S1ZE/GRADE/WT.:2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 174 jts. (5432.13')

TUBING ANCHOR: 5444.13'

NO. OF JOINTS: 3 jts. (91.88)

SEATING NIPPLE: 2-7/8"

SN LANDED AT: 5538.81'

NO. OF JOINTS: 2 jts. (62.64')

TOTAL STRING LENGTH: 5603.00'

4962'- 79'

5130'- 37'
SUCKER RODS 5150'-55'

POLISHED ROD: 1 1/2" X 22' polish 5294'- 5300'

SUCKER RODS:4-1 1/2" wt rods; 4-3/4" scrapered; 120-3/4" plain 93-3/4"
scrapered;1-6'x3/4"ponyrod PERFORATION RECORD
PUMP SIZE: 2-1/2 x 1-1/2" x 16' RHAC Anchor @5444' l1/5/97 5488'- 5496' 4 JSPF 32 holes
STROKE LENGTH: 74" 11/5/97 5504'- 5512' 4 JSPF 32 holes

11/5/97 5519'- 5527' 4 JSPF 32 holes
PUMP SPEED, SPM: 5 SPM l1/6/97 5294'- 5300' 4 JSPF 24 holes

2 5488'-96' 11/8/97 5130'-5137' 4]SPF 28holes
11/8/97 5150'- 5155 4 ]SPF 20 holes

2 5504'- 12' 11/11/97 4962'- 4979' 4 ]SPF 68 holes
$519'- 27'

NEWFIELD SN @5539'

EOT @5603'
PBTD @5957'

Federal #16-34-8-16 | \ TD @6000'

660 FSL & 660 FEL
SESE Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31913; Lease #U-16535

DF

SpudDate:10/5/97 Monument Butte Federal #16-34-8-16
Put on Production: 11/15/97
GL: 5605.7' KB: 5617.7' Initial Production: 65 BOPD,

Wellbore Diagram 85 MCFPD, 46 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 11/5/97 5488'-5527' Frac A sand as follows:
97,300# 20/40 sand in 509 bbls Boragel.GRADE: J-55
Breakdown @3396 psi. Treated @avg

WEIGHT: 24# press of1800 psi w/avg rate of26.3 BPM.
ISIP-2336 psi, 5 min 2104 psi. FlowbackLENGTH: 7 jts. (299')
on 12/64" ck for 3-1/2 brs & died.

DEPTH LANDED: 298'

HOLE SIZE: 12-1/4" 11/7/97 5294'-5300' Frac B sand as follows:
CEMENT DATA:120 sxs Premium cement, est 5 bbls to surface 88,400# 20/40 sand in 482 bbis Boragel.

Breakdown @3450 psi. Treated @avg
press of2550 psi w/avg rateof24 BPM.
ISIP-2383, 5 min 2315. Flowback on
12/64" ck for 3-1/2 hrs & died.

11/9/97 5130'-5155' Frac C sand as follows:
97,300# 20/40 sand in 498 bbis Boragel.
Breakdown @2719 psi. Treated @avg

PRODUCTION CASING press of2200 psi w/avg rate of24.3 BPM.

CSG SIZE: 5-1/2,, ISIP-2586 psi, 5 min 2536 psi. Flowback
on 12/64" ck for 3-1/2 hrs & died.

GRADE: J-55
11/12/97 4962'-4979' Frac D sand as follows:

WEIGHT: 15.5# 88,300# 20/40 sand in 474 bbls Boragel.

LENGTH: 140 jts. (6006')
Breakdown @2844 psi. Treated @avg
press of 2000 psi w/avg rate of 24 BPM.

DEPTH LANDED: 5999' ISIP-2534 psi, 5 min 2460 psi. Flowback

HOLE SIZE: 7-7/8" on 12/64" ck for 4 hrs & died.

CEMENT DATA: 420 sk Hibond mixed & 390 sxs Thixotropic 8/23/01 Rod job.Updated rod and tubing details.

CEMENT TOP AT: 02/27/06 Pump Change. Update rod and tubing
details.

5/19/09 Tubing Leak. Updated r & t details.

TUBING

S1ZE/GRADE/WT.:2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 174 jts. (5432.13')

TUBING ANCHOR: 5444.13'

NO. OF JOINTS: 3 jts. (91.88)

SEATING NIPPLE: 2-7/8"

SN LANDED AT: 5538.81'

NO. OF JOINTS: 2 jts. (62.64')

TOTAL STRING LENGTH: 5603.00'

4962'- 79'

5130'- 37'
SUCKER RODS 5150'-55'

POLISHED ROD: 1 1/2" X 22' polish 5294'- 5300'

SUCKER RODS:4-1 1/2" wt rods; 4-3/4" scrapered; 120-3/4" plain 93-3/4"
scrapered;1-6'x3/4"ponyrod PERFORATION RECORD
PUMP SIZE: 2-1/2 x 1-1/2" x 16' RHAC Anchor @5444' l1/5/97 5488'- 5496' 4 JSPF 32 holes
STROKE LENGTH: 74" 11/5/97 5504'- 5512' 4 JSPF 32 holes

11/5/97 5519'- 5527' 4 JSPF 32 holes
PUMP SPEED, SPM: 5 SPM l1/6/97 5294'- 5300' 4 JSPF 24 holes

2 5488'-96' 11/8/97 5130'-5137' 4]SPF 28holes
11/8/97 5150'- 5155 4 ]SPF 20 holes

2 5504'- 12' 11/11/97 4962'- 4979' 4 ]SPF 68 holes
$519'- 27'

NEWFIELD SN @5539'

EOT @5603'
PBTD @5957'

Federal #16-34-8-16 | \ TD @6000'

660 FSL & 660 FEL
SESE Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31913; Lease #U-16535

DF

SpudDate:10/5/97 Monument Butte Federal #16-34-8-16
Put on Production: 11/15/97
GL: 5605.7' KB: 5617.7' Initial Production: 65 BOPD,

Wellbore Diagram 85 MCFPD, 46 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 11/5/97 5488'-5527' Frac A sand as follows:
97,300# 20/40 sand in 509 bbls Boragel.GRADE: J-55
Breakdown @3396 psi. Treated @avg

WEIGHT: 24# press of1800 psi w/avg rate of26.3 BPM.
ISIP-2336 psi, 5 min 2104 psi. FlowbackLENGTH: 7 jts. (299')
on 12/64" ck for 3-1/2 brs & died.

DEPTH LANDED: 298'

HOLE SIZE: 12-1/4" 11/7/97 5294'-5300' Frac B sand as follows:
CEMENT DATA:120 sxs Premium cement, est 5 bbls to surface 88,400# 20/40 sand in 482 bbis Boragel.

Breakdown @3450 psi. Treated @avg
press of2550 psi w/avg rateof24 BPM.
ISIP-2383, 5 min 2315. Flowback on
12/64" ck for 3-1/2 hrs & died.

11/9/97 5130'-5155' Frac C sand as follows:
97,300# 20/40 sand in 498 bbis Boragel.
Breakdown @2719 psi. Treated @avg

PRODUCTION CASING press of2200 psi w/avg rate of24.3 BPM.

CSG SIZE: 5-1/2,, ISIP-2586 psi, 5 min 2536 psi. Flowback
on 12/64" ck for 3-1/2 hrs & died.

GRADE: J-55
11/12/97 4962'-4979' Frac D sand as follows:

WEIGHT: 15.5# 88,300# 20/40 sand in 474 bbls Boragel.

LENGTH: 140 jts. (6006')
Breakdown @2844 psi. Treated @avg
press of 2000 psi w/avg rate of 24 BPM.

DEPTH LANDED: 5999' ISIP-2534 psi, 5 min 2460 psi. Flowback

HOLE SIZE: 7-7/8" on 12/64" ck for 4 hrs & died.

CEMENT DATA: 420 sk Hibond mixed & 390 sxs Thixotropic 8/23/01 Rod job.Updated rod and tubing details.

CEMENT TOP AT: 02/27/06 Pump Change. Update rod and tubing
details.

5/19/09 Tubing Leak. Updated r & t details.

TUBING

S1ZE/GRADE/WT.:2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 174 jts. (5432.13')

TUBING ANCHOR: 5444.13'

NO. OF JOINTS: 3 jts. (91.88)

SEATING NIPPLE: 2-7/8"

SN LANDED AT: 5538.81'

NO. OF JOINTS: 2 jts. (62.64')

TOTAL STRING LENGTH: 5603.00'

4962'- 79'

5130'- 37'
SUCKER RODS 5150'-55'

POLISHED ROD: 1 1/2" X 22' polish 5294'- 5300'

SUCKER RODS:4-1 1/2" wt rods; 4-3/4" scrapered; 120-3/4" plain 93-3/4"
scrapered;1-6'x3/4"ponyrod PERFORATION RECORD
PUMP SIZE: 2-1/2 x 1-1/2" x 16' RHAC Anchor @5444' l1/5/97 5488'- 5496' 4 JSPF 32 holes
STROKE LENGTH: 74" 11/5/97 5504'- 5512' 4 JSPF 32 holes

11/5/97 5519'- 5527' 4 JSPF 32 holes
PUMP SPEED, SPM: 5 SPM l1/6/97 5294'- 5300' 4 JSPF 24 holes

2 5488'-96' 11/8/97 5130'-5137' 4]SPF 28holes
11/8/97 5150'- 5155 4 ]SPF 20 holes

2 5504'- 12' 11/11/97 4962'- 4979' 4 ]SPF 68 holes
$519'- 27'

NEWFIELD SN @5539'

EOT @5603'
PBTD @5957'

Federal #16-34-8-16 | \ TD @6000'

660 FSL & 660 FEL
SESE Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31913; Lease #U-16535

DF



South Wells Draw #4-3
Spud Date: 11/07/99 Initial Production: 56 BOPD, 53 MCFD
Put on Production: 12/07/99 0 BWPD
GL: 5654' KB: 5667' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11-30-99 5794-5804' Frac CP sand as follows:
GRADE: 1-55 52,187#20/40 sand in 370 bb1s
WEIGHT: 24# Viking fluid. Breakdown @2736
LENGTH: 7 jts (328.29') psi. Treated w/avg press of 1730 psi
DEPTH LANDED: 325.99, w/avg rate of 25.9 BPM. ISIP-2190

HOLE SIZE: 12-1/4,, psi, 5 min 2130 psi. Left pressure on
well.

CEMENT DATA: 141 sx Class "G" plus additives; followed by 100 sx
,

Class "G" cmt 11-30-99 5608'-5700'Frac LDC sand as follows:
- - 124,100# 20/40 sand in 637 bbls

Viking fluid. Perfs broke down
@3611 psi. Treated w/avg press
of 2000 psi w/avg rate of 35.8 BPM.

PRODUCTION CASING ISIP-2770 psi, 5 min 2620 psi.
CSG SIZE: 5-1/2" Left pressure on well.
GRADE: J-55 and N-80

11-30-99 5007-5218' Frac D/Bi-Carb/B sand as follows:WEIGHT: 15.5# and 17#
Unable to break down perfs.

LENGTH: 142 jts (5939.10') 105,750# 20/40 sand in 692 bbls
HOLE SIZE: 7-7/8" Viking fluid. Perfs broke down @
CEMENT DATA: 285 sxs PremLite 11; followed by 391 sx 50/50 Pozmix 4400 psi. Treated w/avg press ofplusadditives. 2415 psi w/avg rate of34.7 BPM.
SET AT: 5934.80' ISIP-2280 psi, 5 min 2135 psi. Flow

back on 12/64" ck for 3 hrs & died.
Recovered 165 BTF.

TUBING
SIZE/GRADE/WT: 2-7/8", 6.5#, M-50

NO. OF JOINTS: 182 jts

TUBING ANCHOR: 5557'

SEATING NIPPLE: 2-3/8" x 1.10'

TOTAL STRING LENGTH: 5715.07'
25007'-10'

SN LANDED AT: 559]'

:5132'-38'

SUCKER RODS 5524'-18'

Anchor @5557' PERFORATION RECORD
POLISHED ROD: 1-1/2" x 22' 5608'-18' l1-30-99 5794'-5800' 4 JSPF 24 holes
SUCKER RODS: 4 1" scrapered rods; 5 7/8" plain rods; 6 3/4" scrapered rods 11-30-99 5802'-5804' 4 JSPF 8 holes
114 3/4" plain rods; 93 3/4" scrapered rods; 1-8', 1-6', 1-2' x 3/4" pony rods. 5608'-86' 11-30-99 5608'-5618' 2 JSPF 20 holes
PUMP SIZE: 2-l/2"xl-l/2"xl6' RHAC pump with 10.5' diptube 5621'-33' l 1-30-99 5621'-5633' 2 JSPF 24 holes
STROKELENGTH:74" l1-30-99 5640'-5646' 2JSPF 12holes
PUMP SPEED: 6 SPM 5640'-46' 11-30-99 5652'-5662' 2 JSPF 20 holes
LOGS: DIGL/SP/GR/CAL DSN/SDL/GR 5652'-62' 11-30-99 5666'-5686' 2 JSPF 40 holes

5666'-86' 11-30-99 5690'-5700' 2 JSPF 20 holes
5690'-700' l1-30-99 5007'-5010' 4 JSPF 12 holes

11-30-99 5132'-5138' 4 JSPF 24 holes
5794'-800' 11-30-99 5214'-5218' 4 JSPF 16holes

5802'-04'

SN @S591'
EOT @5716'
PBTD @5913'

NE WFIE LD TD @5947'

South Wells Draw #4-3
789' FNL and 754' FWL
NWNW Section 3-T9S-R16E
Duchesne Co, Utah
API #43-013-32096 Lease

South Wells Draw #4-3
Spud Date: 11/07/99 Initial Production: 56 BOPD, 53 MCFD
Put on Production: 12/07/99 0 BWPD
GL: 5654' KB: 5667' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11-30-99 5794-5804' Frac CP sand as follows:
GRADE: 1-55 52,187#20/40 sand in 370 bb1s
WEIGHT: 24# Viking fluid. Breakdown @2736
LENGTH: 7 jts (328.29') psi. Treated w/avg press of 1730 psi
DEPTH LANDED: 325.99, w/avg rate of 25.9 BPM. ISIP-2190

HOLE SIZE: 12-1/4,, psi, 5 min 2130 psi. Left pressure on
well.

CEMENT DATA: 141 sx Class "G" plus additives; followed by 100 sx
,

Class "G" cmt 11-30-99 5608'-5700'Frac LDC sand as follows:
- - 124,100# 20/40 sand in 637 bbls

Viking fluid. Perfs broke down
@3611 psi. Treated w/avg press
of 2000 psi w/avg rate of 35.8 BPM.

PRODUCTION CASING ISIP-2770 psi, 5 min 2620 psi.
CSG SIZE: 5-1/2" Left pressure on well.
GRADE: J-55 and N-80

11-30-99 5007-5218' Frac D/Bi-Carb/B sand as follows:WEIGHT: 15.5# and 17#
Unable to break down perfs.

LENGTH: 142 jts (5939.10') 105,750# 20/40 sand in 692 bbls
HOLE SIZE: 7-7/8" Viking fluid. Perfs broke down @
CEMENT DATA: 285 sxs PremLite 11; followed by 391 sx 50/50 Pozmix 4400 psi. Treated w/avg press ofplusadditives. 2415 psi w/avg rate of34.7 BPM.
SET AT: 5934.80' ISIP-2280 psi, 5 min 2135 psi. Flow

back on 12/64" ck for 3 hrs & died.
Recovered 165 BTF.

TUBING

SIZE/GRADE/WT: 2-7/8", 6.5#, M-50

NO. OF JOINTS: 182 jts

TUBING ANCHOR: 5557'

SEATING NIPPLE: 2-3/8" x 1.10'

TOTAL STRING LENGTH: 5715.07'
25007'-10'

SN LANDED AT: 559]'

:5132'-38'

SUCKER RODS 5524'-18'

Anchor @5557' PERFORATION RECORD
POLISHED ROD: 1-1/2" x 22' 5608'-18' l1-30-99 5794'-5800' 4 JSPF 24 holes
SUCKER RODS: 4 1" scrapered rods; 5 7/8" plain rods; 6 3/4" scrapered rods 11-30-99 5802'-5804' 4 JSPF 8 holes
114 3/4" plain rods; 93 3/4" scrapered rods; 1-8', 1-6', 1-2' x 3/4" pony rods. 5608'-86' 11-30-99 5608'-5618' 2 JSPF 20 holes
PUMP SIZE: 2-l/2"xl-l/2"xl6' RHAC pump with 10.5' diptube 5621'-33' l 1-30-99 5621'-5633' 2 JSPF 24 holes
STROKELENGTH:74" l1-30-99 5640'-5646' 2JSPF 12holes
PUMP SPEED: 6 SPM 5640'-46' 11-30-99 5652'-5662' 2 JSPF 20 holes
LOGS: DIGL/SP/GR/CAL DSN/SDL/GR 5652'-62' 11-30-99 5666'-5686' 2 JSPF 40 holes

5666'-86' 11-30-99 5690'-5700' 2 JSPF 20 holes
5690'-700' l1-30-99 5007'-5010' 4 JSPF 12 holes

11-30-99 5132'-5138' 4 JSPF 24 holes
5794'-800' 11-30-99 5214'-5218' 4 JSPF 16holes

5802'-04'

SN @S591'
EOT @5716'
PBTD @5913'

NE WFIE LD TD @5947'

South Wells Draw #4-3
789' FNL and 754' FWL
NWNW Section 3-T9S-R16E
Duchesne Co, Utah
API #43-013-32096 Lease

South Wells Draw #4-3
Spud Date: 11/07/99 Initial Production: 56 BOPD, 53 MCFD
Put on Production: 12/07/99 0 BWPD
GL: 5654' KB: 5667' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11-30-99 5794-5804' Frac CP sand as follows:
GRADE: 1-55 52,187#20/40 sand in 370 bb1s
WEIGHT: 24# Viking fluid. Breakdown @2736
LENGTH: 7 jts (328.29') psi. Treated w/avg press of 1730 psi
DEPTH LANDED: 325.99, w/avg rate of 25.9 BPM. ISIP-2190

HOLE SIZE: 12-1/4,, psi, 5 min 2130 psi. Left pressure on
well.

CEMENT DATA: 141 sx Class "G" plus additives; followed by 100 sx
,

Class "G" cmt 11-30-99 5608'-5700'Frac LDC sand as follows:
- - 124,100# 20/40 sand in 637 bbls

Viking fluid. Perfs broke down
@3611 psi. Treated w/avg press
of 2000 psi w/avg rate of 35.8 BPM.

PRODUCTION CASING ISIP-2770 psi, 5 min 2620 psi.
CSG SIZE: 5-1/2" Left pressure on well.
GRADE: J-55 and N-80

11-30-99 5007-5218' Frac D/Bi-Carb/B sand as follows:WEIGHT: 15.5# and 17#
Unable to break down perfs.

LENGTH: 142 jts (5939.10') 105,750# 20/40 sand in 692 bbls
HOLE SIZE: 7-7/8" Viking fluid. Perfs broke down @
CEMENT DATA: 285 sxs PremLite 11; followed by 391 sx 50/50 Pozmix 4400 psi. Treated w/avg press ofplusadditives. 2415 psi w/avg rate of34.7 BPM.
SET AT: 5934.80' ISIP-2280 psi, 5 min 2135 psi. Flow

back on 12/64" ck for 3 hrs & died.
Recovered 165 BTF.

TUBING

SIZE/GRADE/WT: 2-7/8", 6.5#, M-50

NO. OF JOINTS: 182 jts

TUBING ANCHOR: 5557'

SEATING NIPPLE: 2-3/8" x 1.10'

TOTAL STRING LENGTH: 5715.07'
25007'-10'

SN LANDED AT: 559]'

:5132'-38'

SUCKER RODS 5524'-18'

Anchor @5557' PERFORATION RECORD
POLISHED ROD: 1-1/2" x 22' 5608'-18' l1-30-99 5794'-5800' 4 JSPF 24 holes
SUCKER RODS: 4 1" scrapered rods; 5 7/8" plain rods; 6 3/4" scrapered rods 11-30-99 5802'-5804' 4 JSPF 8 holes
114 3/4" plain rods; 93 3/4" scrapered rods; 1-8', 1-6', 1-2' x 3/4" pony rods. 5608'-86' 11-30-99 5608'-5618' 2 JSPF 20 holes
PUMP SIZE: 2-l/2"xl-l/2"xl6' RHAC pump with 10.5' diptube 5621'-33' l 1-30-99 5621'-5633' 2 JSPF 24 holes
STROKELENGTH:74" l1-30-99 5640'-5646' 2JSPF 12holes
PUMP SPEED: 6 SPM 5640'-46' 11-30-99 5652'-5662' 2 JSPF 20 holes
LOGS: DIGL/SP/GR/CAL DSN/SDL/GR 5652'-62' 11-30-99 5666'-5686' 2 JSPF 40 holes

5666'-86' 11-30-99 5690'-5700' 2 JSPF 20 holes
5690'-700' l1-30-99 5007'-5010' 4 JSPF 12 holes

11-30-99 5132'-5138' 4 JSPF 24 holes
5794'-800' 11-30-99 5214'-5218' 4 JSPF 16holes

5802'-04'

SN @S591'
EOT @5716'
PBTD @5913'

NE WFIE LD TD @5947'

South Wells Draw #4-3
789' FNL and 754' FWL
NWNW Section 3-T9S-R16E
Duchesne Co, Utah
API #43-013-32096 Lease

South Wells Draw #4-3
Spud Date: 11/07/99 Initial Production: 56 BOPD, 53 MCFD
Put on Production: 12/07/99 0 BWPD
GL: 5654' KB: 5667' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11-30-99 5794-5804' Frac CP sand as follows:
GRADE: 1-55 52,187#20/40 sand in 370 bb1s
WEIGHT: 24# Viking fluid. Breakdown @2736
LENGTH: 7 jts (328.29') psi. Treated w/avg press of 1730 psi
DEPTH LANDED: 325.99, w/avg rate of 25.9 BPM. ISIP-2190

HOLE SIZE: 12-1/4,, psi, 5 min 2130 psi. Left pressure on
well.

CEMENT DATA: 141 sx Class "G" plus additives; followed by 100 sx
,

Class "G" cmt 11-30-99 5608'-5700'Frac LDC sand as follows:
- - 124,100# 20/40 sand in 637 bbls

Viking fluid. Perfs broke down
@3611 psi. Treated w/avg press
of 2000 psi w/avg rate of 35.8 BPM.

PRODUCTION CASING ISIP-2770 psi, 5 min 2620 psi.
CSG SIZE: 5-1/2" Left pressure on well.
GRADE: J-55 and N-80

11-30-99 5007-5218' Frac D/Bi-Carb/B sand as follows:WEIGHT: 15.5# and 17#
Unable to break down perfs.

LENGTH: 142 jts (5939.10') 105,750# 20/40 sand in 692 bbls
HOLE SIZE: 7-7/8" Viking fluid. Perfs broke down @
CEMENT DATA: 285 sxs PremLite 11; followed by 391 sx 50/50 Pozmix 4400 psi. Treated w/avg press ofplusadditives. 2415 psi w/avg rate of34.7 BPM.
SET AT: 5934.80' ISIP-2280 psi, 5 min 2135 psi. Flow

back on 12/64" ck for 3 hrs & died.
Recovered 165 BTF.

TUBING

SIZE/GRADE/WT: 2-7/8", 6.5#, M-50

NO. OF JOINTS: 182 jts

TUBING ANCHOR: 5557'

SEATING NIPPLE: 2-3/8" x 1.10'

TOTAL STRING LENGTH: 5715.07'
25007'-10'

SN LANDED AT: 559]'

:5132'-38'

SUCKER RODS 5524'-18'

Anchor @5557' PERFORATION RECORD
POLISHED ROD: 1-1/2" x 22' 5608'-18' l1-30-99 5794'-5800' 4 JSPF 24 holes
SUCKER RODS: 4 1" scrapered rods; 5 7/8" plain rods; 6 3/4" scrapered rods 11-30-99 5802'-5804' 4 JSPF 8 holes
114 3/4" plain rods; 93 3/4" scrapered rods; 1-8', 1-6', 1-2' x 3/4" pony rods. 5608'-86' 11-30-99 5608'-5618' 2 JSPF 20 holes
PUMP SIZE: 2-l/2"xl-l/2"xl6' RHAC pump with 10.5' diptube 5621'-33' l 1-30-99 5621'-5633' 2 JSPF 24 holes
STROKELENGTH:74" l1-30-99 5640'-5646' 2JSPF 12holes
PUMP SPEED: 6 SPM 5640'-46' 11-30-99 5652'-5662' 2 JSPF 20 holes
LOGS: DIGL/SP/GR/CAL DSN/SDL/GR 5652'-62' 11-30-99 5666'-5686' 2 JSPF 40 holes

5666'-86' 11-30-99 5690'-5700' 2 JSPF 20 holes
5690'-700' l1-30-99 5007'-5010' 4 JSPF 12 holes

11-30-99 5132'-5138' 4 JSPF 24 holes
5794'-800' 11-30-99 5214'-5218' 4 JSPF 16holes

5802'-04'

SN @S591'
EOT @5716'
PBTD @5913'

NE WFIE LD TD @5947'

South Wells Draw #4-3
789' FNL and 754' FWL
NWNW Section 3-T9S-R16E
Duchesne Co, Utah
API #43-013-32096 Lease



South Wells Draw 2-3-9-16
Spud Date: 10-18-2006 Initial Production: BOPD,
Put on Production: 2-26-2007 Wellbore Diagram MCFD, BWPD
GL: 5621' KB: 5633'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 02-16-07 6102-6125' Frac CP5 sands as follows:
GRADE: J-55 29892#20/40 sand in 381 bbis Lightning 17

frac fluid. Treated @avg press of2343 psi
WEIGHT: 24# Cement top @104' - wlavg rate of24.4 BPM. ISIP 2080 psi. Calc
LENGTH: 7 jts (310.28') flush: 6100 gal. Actual flush: 5628 gal.

DEPTH LANDED: 314.77' KB 02-16-07 5860-5870' Frac CP2, & CP1 sands as follows:
24890# 20/40 sand in 336 bbis Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1964 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis cmt to surg w/avg rate of24.4 BPM. ISIP 1850psi. Calc

flush; 5858 gal. Actual flush: 5334 gal.

02-16-07 5464-5470' Frac A 3 sands as follows:
24472#20/40 sand in 329 bbIs Lightning 17
frac fluid. Treated @avg press of2464 psi
w/avg rate of24.4 BPM. ISIP 2140 psi. Calc
flush: 5462 gal. Actual flush: 5418 gal.

PRODUCTION CASING
02-20-07 5048-5110' Frac C, D3 sands as follows:CSG SIZE: 5-1/2"

59650# 20/40 sand in 487 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of2067 w/

avg rate of24.6 BPM. ISIP 2175 psi. CalcWEIGHT: 15.5# flush: 5046 gal. Actual flush: 4578 gal.
LENGTH: 144 jts. (6284.59')

02-20-07 4950-4959' Frac D1 sands as follows:DEPTH LANDED; 6297.84' KB
45245# 20/40 sand in 408 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of2190 w/

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
aludrate of24 BAPM.ISIP 234240ps aCalc

CEMENT TOP AT: 104'
4426-4434' 02-20-07 4426-4434' Frac GB4 sands as follows:

37352# 20/40 sand in 335 bbls Lightning 17
4950-4959> frac fluid. Treated @avg press of2155 w/

TUBING avg rate of25 BPM. ISIP 2300 psi. Calc

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5048-5056'
flush: 4424 gal. Actual flush: 4326 gal.

NO. OF JOINTS: 192 jts (6066.48')

TUBING ANCHOR: 6078.48' KB
5103-5110'

NO. OF JOlNTS: 1jts (31.64')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6112.92' KB 5464-5470'

NO. OF JOINTS: 2 jts (63.14')

TOTAL STRlNG LENGTH: EOT @6177.61' KB
5860-5870'

Anchor@6078' PERFORATION RECORDSUCKER RODS
SN 6113 01-07-07 6118-6125' 4 JSPF 28 holes6102-6108'

POLISHED ROD: 1-1/2" x 22' SM 01-07-07 6102-6108' 4 JSPF 24 holes
SUCKER RODS: 1-2' X ¾" pony rods, 99- ¾" guided rods, 129- ¾" plain 02-16-07 5860-5870' 4 JSPF 40 holes
rods, 10- ¾" guided rods, 6- 1 ½" weighted rods. - 6118-6125' 02-16-07 5464-5470' 4 JSPF 24 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC w/SM plunger 02-16-07 5103-5110' 4 JSPF 28 holes

STROKE LENGTH: 86"
02-16-07 5048-5056' 4 JSPF 28 holes

PUMP SPEED, SPM: 5 SPM
02-20-07 4950-4959' 4 JSPF 36 holes
02-20-07 4426-4434' 4 JSPF 32 holes

EOT @6178'

NEWFIELD
PBTD @6253'

SHOE @6298'
South Wells Draw 2-3-9-16 y y TD @6310'

516' FNL & 1975' FEL

NW/NE Section 3-T9S-R16E

Duchesne Co, Utah

API # 43-013-32963; Lease # UTU-47172

TK

South Wells Draw 2-3-9-16
Spud Date: 10-18-2006 Initial Production: BOPD,
Put on Production: 2-26-2007 Wellbore Diagram MCFD, BWPD
GL: 5621' KB: 5633'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 02-16-07 6102-6125' Frac CP5 sands as follows:
GRADE: J-55 29892#20/40 sand in 381 bbis Lightning 17

frac fluid. Treated @avg press of2343 psi
WEIGHT: 24# Cement top @104' - wlavg rate of24.4 BPM. ISIP 2080 psi. Calc
LENGTH: 7 jts (310.28') flush: 6100 gal. Actual flush: 5628 gal.

DEPTH LANDED: 314.77' KB 02-16-07 5860-5870' Frac CP2, & CP1 sands as follows:
24890# 20/40 sand in 336 bbis Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1964 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis cmt to surg w/avg rate of24.4 BPM. ISIP 1850psi. Calc

flush; 5858 gal. Actual flush: 5334 gal.

02-16-07 5464-5470' Frac A 3 sands as follows:
24472#20/40 sand in 329 bbIs Lightning 17
frac fluid. Treated @avg press of2464 psi
w/avg rate of24.4 BPM. ISIP 2140 psi. Calc
flush: 5462 gal. Actual flush: 5418 gal.

PRODUCTION CASING
02-20-07 5048-5110' Frac C, D3 sands as follows:CSG SIZE: 5-1/2"

59650# 20/40 sand in 487 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of2067 w/

avg rate of24.6 BPM. ISIP 2175 psi. CalcWEIGHT: 15.5# flush: 5046 gal. Actual flush: 4578 gal.
LENGTH: 144 jts. (6284.59')

02-20-07 4950-4959' Frac D1 sands as follows:DEPTH LANDED; 6297.84' KB
45245# 20/40 sand in 408 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of2190 w/

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
aludrate of24 BAPM.ISIP 234240ps aCalc

CEMENT TOP AT: 104'
4426-4434' 02-20-07 4426-4434' Frac GB4 sands as follows:

37352# 20/40 sand in 335 bbls Lightning 17
4950-4959> frac fluid. Treated @avg press of2155 w/

TUBING avg rate of25 BPM. ISIP 2300 psi. Calc

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5048-5056'
flush: 4424 gal. Actual flush: 4326 gal.

NO. OF JOINTS: 192 jts (6066.48')

TUBING ANCHOR: 6078.48' KB
5103-5110'

NO. OF JOlNTS: 1jts (31.64')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6112.92' KB 5464-5470'

NO. OF JOINTS: 2 jts (63.14')

TOTAL STRlNG LENGTH: EOT @6177.61' KB
5860-5870'

Anchor@6078' PERFORATION RECORDSUCKER RODS
SN 6113 01-07-07 6118-6125' 4 JSPF 28 holes6102-6108'

POLISHED ROD: 1-1/2" x 22' SM 01-07-07 6102-6108' 4 JSPF 24 holes
SUCKER RODS: 1-2' X ¾" pony rods, 99- ¾" guided rods, 129- ¾" plain 02-16-07 5860-5870' 4 JSPF 40 holes
rods, 10- ¾" guided rods, 6- 1 ½" weighted rods. - 6118-6125' 02-16-07 5464-5470' 4 JSPF 24 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC w/SM plunger 02-16-07 5103-5110' 4 JSPF 28 holes

STROKE LENGTH: 86"
02-16-07 5048-5056' 4 JSPF 28 holes

PUMP SPEED, SPM: 5 SPM
02-20-07 4950-4959' 4 JSPF 36 holes
02-20-07 4426-4434' 4 JSPF 32 holes

EOT @6178'

NEWFIELD
PBTD @6253'

SHOE @6298'
South Wells Draw 2-3-9-16 y y TD @6310'

516' FNL & 1975' FEL

NW/NE Section 3-T9S-R16E

Duchesne Co, Utah

API # 43-013-32963; Lease # UTU-47172

TK

South Wells Draw 2-3-9-16
Spud Date: 10-18-2006 Initial Production: BOPD,
Put on Production: 2-26-2007 Wellbore Diagram MCFD, BWPD
GL: 5621' KB: 5633'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 02-16-07 6102-6125' Frac CP5 sands as follows:
GRADE: J-55 29892#20/40 sand in 381 bbis Lightning 17

frac fluid. Treated @avg press of2343 psi
WEIGHT: 24# Cement top @104' - wlavg rate of24.4 BPM. ISIP 2080 psi. Calc
LENGTH: 7 jts (310.28') flush: 6100 gal. Actual flush: 5628 gal.

DEPTH LANDED: 314.77' KB 02-16-07 5860-5870' Frac CP2, & CP1 sands as follows:
24890# 20/40 sand in 336 bbis Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1964 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis cmt to surg w/avg rate of24.4 BPM. ISIP 1850psi. Calc

flush; 5858 gal. Actual flush: 5334 gal.

02-16-07 5464-5470' Frac A 3 sands as follows:
24472#20/40 sand in 329 bbIs Lightning 17
frac fluid. Treated @avg press of2464 psi
w/avg rate of24.4 BPM. ISIP 2140 psi. Calc
flush: 5462 gal. Actual flush: 5418 gal.

PRODUCTION CASING
02-20-07 5048-5110' Frac C, D3 sands as follows:CSG SIZE: 5-1/2"

59650# 20/40 sand in 487 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of2067 w/

avg rate of24.6 BPM. ISIP 2175 psi. CalcWEIGHT: 15.5# flush: 5046 gal. Actual flush: 4578 gal.
LENGTH: 144 jts. (6284.59')

02-20-07 4950-4959' Frac D1 sands as follows:DEPTH LANDED; 6297.84' KB
45245# 20/40 sand in 408 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of2190 w/

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
aludrate of24 BAPM.ISIP 234240ps aCalc

CEMENT TOP AT: 104'
4426-4434' 02-20-07 4426-4434' Frac GB4 sands as follows:

37352# 20/40 sand in 335 bbls Lightning 17
4950-4959> frac fluid. Treated @avg press of2155 w/

TUBING avg rate of25 BPM. ISIP 2300 psi. Calc

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5048-5056'
flush: 4424 gal. Actual flush: 4326 gal.

NO. OF JOINTS: 192 jts (6066.48')

TUBING ANCHOR: 6078.48' KB
5103-5110'

NO. OF JOlNTS: 1jts (31.64')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6112.92' KB 5464-5470'

NO. OF JOINTS: 2 jts (63.14')

TOTAL STRlNG LENGTH: EOT @6177.61' KB
5860-5870'

Anchor@6078' PERFORATION RECORDSUCKER RODS
SN 6113 01-07-07 6118-6125' 4 JSPF 28 holes6102-6108'

POLISHED ROD: 1-1/2" x 22' SM 01-07-07 6102-6108' 4 JSPF 24 holes
SUCKER RODS: 1-2' X ¾" pony rods, 99- ¾" guided rods, 129- ¾" plain 02-16-07 5860-5870' 4 JSPF 40 holes
rods, 10- ¾" guided rods, 6- 1 ½" weighted rods. - 6118-6125' 02-16-07 5464-5470' 4 JSPF 24 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC w/SM plunger 02-16-07 5103-5110' 4 JSPF 28 holes

STROKE LENGTH: 86"
02-16-07 5048-5056' 4 JSPF 28 holes

PUMP SPEED, SPM: 5 SPM
02-20-07 4950-4959' 4 JSPF 36 holes
02-20-07 4426-4434' 4 JSPF 32 holes

EOT @6178'

NEWFIELD
PBTD @6253'

SHOE @6298'
South Wells Draw 2-3-9-16 y y TD @6310'

516' FNL & 1975' FEL

NW/NE Section 3-T9S-R16E

Duchesne Co, Utah

API # 43-013-32963; Lease # UTU-47172

TK

South Wells Draw 2-3-9-16
Spud Date: 10-18-2006 Initial Production: BOPD,
Put on Production: 2-26-2007 Wellbore Diagram MCFD, BWPD
GL: 5621' KB: 5633'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 02-16-07 6102-6125' Frac CP5 sands as follows:
GRADE: J-55 29892#20/40 sand in 381 bbis Lightning 17

frac fluid. Treated @avg press of2343 psi
WEIGHT: 24# Cement top @104' - wlavg rate of24.4 BPM. ISIP 2080 psi. Calc
LENGTH: 7 jts (310.28') flush: 6100 gal. Actual flush: 5628 gal.

DEPTH LANDED: 314.77' KB 02-16-07 5860-5870' Frac CP2, & CP1 sands as follows:
24890# 20/40 sand in 336 bbis Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1964 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis cmt to surg w/avg rate of24.4 BPM. ISIP 1850psi. Calc

flush; 5858 gal. Actual flush: 5334 gal.

02-16-07 5464-5470' Frac A 3 sands as follows:
24472#20/40 sand in 329 bbIs Lightning 17
frac fluid. Treated @avg press of2464 psi
w/avg rate of24.4 BPM. ISIP 2140 psi. Calc
flush: 5462 gal. Actual flush: 5418 gal.

PRODUCTION CASING
02-20-07 5048-5110' Frac C, D3 sands as follows:CSG SIZE: 5-1/2"

59650# 20/40 sand in 487 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of2067 w/

avg rate of24.6 BPM. ISIP 2175 psi. CalcWEIGHT: 15.5# flush: 5046 gal. Actual flush: 4578 gal.
LENGTH: 144 jts. (6284.59')

02-20-07 4950-4959' Frac D1 sands as follows:DEPTH LANDED; 6297.84' KB
45245# 20/40 sand in 408 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of2190 w/

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
aludrate of24 BAPM.ISIP 234240ps aCalc

CEMENT TOP AT: 104'
4426-4434' 02-20-07 4426-4434' Frac GB4 sands as follows:

37352# 20/40 sand in 335 bbls Lightning 17
4950-4959> frac fluid. Treated @avg press of2155 w/

TUBING avg rate of25 BPM. ISIP 2300 psi. Calc

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5048-5056'
flush: 4424 gal. Actual flush: 4326 gal.

NO. OF JOINTS: 192 jts (6066.48')

TUBING ANCHOR: 6078.48' KB
5103-5110'

NO. OF JOlNTS: 1jts (31.64')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6112.92' KB 5464-5470'

NO. OF JOINTS: 2 jts (63.14')

TOTAL STRlNG LENGTH: EOT @6177.61' KB
5860-5870'

Anchor@6078' PERFORATION RECORDSUCKER RODS
SN 6113 01-07-07 6118-6125' 4 JSPF 28 holes6102-6108'

POLISHED ROD: 1-1/2" x 22' SM 01-07-07 6102-6108' 4 JSPF 24 holes
SUCKER RODS: 1-2' X ¾" pony rods, 99- ¾" guided rods, 129- ¾" plain 02-16-07 5860-5870' 4 JSPF 40 holes
rods, 10- ¾" guided rods, 6- 1 ½" weighted rods. - 6118-6125' 02-16-07 5464-5470' 4 JSPF 24 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC w/SM plunger 02-16-07 5103-5110' 4 JSPF 28 holes

STROKE LENGTH: 86"
02-16-07 5048-5056' 4 JSPF 28 holes

PUMP SPEED, SPM: 5 SPM
02-20-07 4950-4959' 4 JSPF 36 holes
02-20-07 4426-4434' 4 JSPF 32 holes

EOT @6178'

NEWFIELD
PBTD @6253'

SHOE @6298'
South Wells Draw 2-3-9-16 y y TD @6310'

516' FNL & 1975' FEL

NW/NE Section 3-T9S-R16E

Duchesne Co, Utah

API # 43-013-32963; Lease # UTU-47172

TK



South Wells Draw #6-3-9-16
Spud Date: 5/15/00 Initial Production: 68 BOPD, 161 MCFD
Put on Production: 6/21/00 4 BWPD
GL: 5573' KB: 5583' KB Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

6-13-00 5330-5336' Frac A sand as follows:
GRADE: J-55 68,307#20/40 sand in 475 bbis I-25
WEIGHT: 24# Viking fluid. Breakdown @2841

psi. Treated w/avg press of2600 psi
LENGTH: 7 jts (274.70') w/avg rate of29.1 BPM. ISIP-2270
DEPTH LANDED: 286.55, psi, 5 min 2140 psi. Flowed back on

12/64 choke for 3.5 hrs & died. Rec
HOLE SIZE: 12-1/4" 122 BTF.
CEMENT DATA: 141 sx Class "G" plus additives

6-16-00 4827-4997' Frac D/C sand as follows:
90,400#20/40 sand in 520 bbls
Viking fluid. Perfs broke down

PRODUCTION CASING ® 2620 psi. Treated w/avg press
of2000 psi w/avg rate of33.2 BPM.

CSG SIZE: 5-1/2" ISIP-2358 psi, 5 min 2311 psi. Left

GRADE: J-55 pressure on well. Est. 734 BWTR.

WEIGHT: 15.5# 6-16-00 4298-4315' Frac GB sand as follows:
81,240# 20/40 sand in 492 bblsLENGTH: 139jts (5934.31')
Viking fluid. Perfs broke down @

HOLE SIZE: 7-7/8" 3577 psi. Treated w/avg press of
CEMENT DATA: 265 sx PremLite II pls additives; followed by 400 sx 2004p48 pa g5rateo24268.5p

i low50/50 Poz with additives
back on 12/64" ck for 4.5 hrs & died.

SET AT: 5931.91' KB Recovered 165 BTF.
4298'-4315'

6/21/00 Hole in tubing. Update rod and tubing details
1/17/02 Hole in tubing. Update rod and tubing details
03/04/03 Hole in tubing. Update rod and tubing details
11/4/05 Parted rods. Update rod and tubing details
11/12/08 Parted rods. Updated rod &tubing details.

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 4 jts. (123.53')

NO. OF JOINTS: 149 jts. (4644.46')

NO. OF JOINTS: 16jts. (511.96')

TUBlNG ANCHOR: 5289.96'

NO. OF JOINTS: 2 jts. (5292.76')

SEATING NIPPLE: 2-7/8" x 1.10'

SN LANDED AT: 5354.32' 482T-4833'
NO. OF JOINTS: 2 jts. (5355.42')

4872'-4882'
TOTAL STRING LENGTH: EOT @S416.81'

4909'-4914'
4932'-4934'

4956'-4964'

SUCKER RODS 4990'-4997'

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 4-1 1/2" wt bars; 14-3/4" guided rods; 81- 3/4" slick rods;

113- 3/4" guided rods; 2- 4'x3/4" pony rods.

PUMP SIZE: 2-l/2"xl-l/2"x 10'x14' RHAc PERFORATION RECORD
STROKE LENGTH: 72" 6-13-00 5330'-5336' 4 JSPF 24 holes
PUMP SPEED: 4.5 SPM 6-14-00 4827'-4833' 2 JSPF 12 holes. Anchor @5290' 6-14-00 4872'-4882' 2 JSPF 20 holes

6-14-00 4909'-4914' 2 JSPF 10 holes
5330'-5336' 6-14-00 4932'-4934' 2 JSPF 4 holes

6-14-00 4956'-4964' 2 JSPF 16 holes
SN @5354' 6-14-00 4990'-499T 2 JSPF 14 holes

6-16-00 4298'-4315' 4 JSPF 68 holes

EOT @S417'

NEWFIELD

PBTD @5926'

South Wells Draw #6-3-9-16 / SHOE @5932'
1813' FNL & 1876' FWL TD @5871'

SENW Section 3-T9S-R16E
Duchesne Co, Utah

API #43-013-32137 Lease #U-77338

DF

South Wells Draw #6-3-9-16
Spud Date: 5/15/00 Initial Production: 68 BOPD, 161 MCFD
Put on Production: 6/21/00 4 BWPD
GL: 5573' KB: 5583' KB Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

6-13-00 5330-5336' Frac A sand as follows:
GRADE: J-55 68,307#20/40 sand in 475 bbis I-25
WEIGHT: 24# Viking fluid. Breakdown @2841

psi. Treated w/avg press of2600 psi
LENGTH: 7 jts (274.70') w/avg rate of29.1 BPM. ISIP-2270
DEPTH LANDED: 286.55, psi, 5 min 2140 psi. Flowed back on

12/64 choke for 3.5 hrs & died. Rec
HOLE SIZE: 12-1/4" 122 BTF.
CEMENT DATA: 141 sx Class "G" plus additives

6-16-00 4827-4997' Frac D/C sand as follows:
90,400#20/40 sand in 520 bbls
Viking fluid. Perfs broke down

PRODUCTION CASING ® 2620 psi. Treated w/avg press
of2000 psi w/avg rate of33.2 BPM.

CSG SIZE: 5-1/2" ISIP-2358 psi, 5 min 2311 psi. Left

GRADE: J-55 pressure on well. Est. 734 BWTR.

WEIGHT: 15.5# 6-16-00 4298-4315' Frac GB sand as follows:
81,240# 20/40 sand in 492 bblsLENGTH: 139jts (5934.31')
Viking fluid. Perfs broke down @

HOLE SIZE: 7-7/8" 3577 psi. Treated w/avg press of
CEMENT DATA: 265 sx PremLite II pls additives; followed by 400 sx 2004p48 pa g5rateo24268.5p

i low50/50 Poz with additives
back on 12/64" ck for 4.5 hrs & died.

SET AT: 5931.91' KB Recovered 165 BTF.
4298'-4315'

6/21/00 Hole in tubing. Update rod and tubing details
1/17/02 Hole in tubing. Update rod and tubing details
03/04/03 Hole in tubing. Update rod and tubing details
11/4/05 Parted rods. Update rod and tubing details
11/12/08 Parted rods. Updated rod &tubing details.

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 4 jts. (123.53')

NO. OF JOINTS: 149 jts. (4644.46')

NO. OF JOINTS: 16jts. (511.96')

TUBlNG ANCHOR: 5289.96'

NO. OF JOINTS: 2 jts. (5292.76')

SEATING NIPPLE: 2-7/8" x 1.10'

SN LANDED AT: 5354.32' 482T-4833'
NO. OF JOINTS: 2 jts. (5355.42')

4872'-4882'
TOTAL STRING LENGTH: EOT @S416.81'

4909'-4914'
4932'-4934'

4956'-4964'

SUCKER RODS 4990'-4997'

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 4-1 1/2" wt bars; 14-3/4" guided rods; 81- 3/4" slick rods;

113- 3/4" guided rods; 2- 4'x3/4" pony rods.

PUMP SIZE: 2-l/2"xl-l/2"x 10'x14' RHAc PERFORATION RECORD
STROKE LENGTH: 72" 6-13-00 5330'-5336' 4 JSPF 24 holes
PUMP SPEED: 4.5 SPM 6-14-00 4827'-4833' 2 JSPF 12 holes. Anchor @5290' 6-14-00 4872'-4882' 2 JSPF 20 holes

6-14-00 4909'-4914' 2 JSPF 10 holes
5330'-5336' 6-14-00 4932'-4934' 2 JSPF 4 holes

6-14-00 4956'-4964' 2 JSPF 16 holes
SN @5354' 6-14-00 4990'-499T 2 JSPF 14 holes

6-16-00 4298'-4315' 4 JSPF 68 holes

EOT @S417'

NEWFIELD

PBTD @5926'

South Wells Draw #6-3-9-16 / SHOE @5932'
1813' FNL & 1876' FWL TD @5871'

SENW Section 3-T9S-R16E
Duchesne Co, Utah

API #43-013-32137 Lease #U-77338

DF

South Wells Draw #6-3-9-16
Spud Date: 5/15/00 Initial Production: 68 BOPD, 161 MCFD
Put on Production: 6/21/00 4 BWPD
GL: 5573' KB: 5583' KB Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

6-13-00 5330-5336' Frac A sand as follows:
GRADE: J-55 68,307#20/40 sand in 475 bbis I-25
WEIGHT: 24# Viking fluid. Breakdown @2841

psi. Treated w/avg press of2600 psi
LENGTH: 7 jts (274.70') w/avg rate of29.1 BPM. ISIP-2270
DEPTH LANDED: 286.55, psi, 5 min 2140 psi. Flowed back on

12/64 choke for 3.5 hrs & died. Rec
HOLE SIZE: 12-1/4" 122 BTF.
CEMENT DATA: 141 sx Class "G" plus additives

6-16-00 4827-4997' Frac D/C sand as follows:
90,400#20/40 sand in 520 bbls
Viking fluid. Perfs broke down

PRODUCTION CASING ® 2620 psi. Treated w/avg press
of2000 psi w/avg rate of33.2 BPM.

CSG SIZE: 5-1/2" ISIP-2358 psi, 5 min 2311 psi. Left

GRADE: J-55 pressure on well. Est. 734 BWTR.

WEIGHT: 15.5# 6-16-00 4298-4315' Frac GB sand as follows:
81,240# 20/40 sand in 492 bblsLENGTH: 139jts (5934.31')
Viking fluid. Perfs broke down @

HOLE SIZE: 7-7/8" 3577 psi. Treated w/avg press of
CEMENT DATA: 265 sx PremLite II pls additives; followed by 400 sx 2004p48 pa g5rateo24268.5p

i low50/50 Poz with additives
back on 12/64" ck for 4.5 hrs & died.

SET AT: 5931.91' KB Recovered 165 BTF.
4298'-4315'

6/21/00 Hole in tubing. Update rod and tubing details
1/17/02 Hole in tubing. Update rod and tubing details
03/04/03 Hole in tubing. Update rod and tubing details
11/4/05 Parted rods. Update rod and tubing details
11/12/08 Parted rods. Updated rod &tubing details.

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 4 jts. (123.53')

NO. OF JOINTS: 149 jts. (4644.46')

NO. OF JOINTS: 16jts. (511.96')

TUBlNG ANCHOR: 5289.96'

NO. OF JOINTS: 2 jts. (5292.76')

SEATING NIPPLE: 2-7/8" x 1.10'

SN LANDED AT: 5354.32' 482T-4833'
NO. OF JOINTS: 2 jts. (5355.42')

4872'-4882'
TOTAL STRING LENGTH: EOT @S416.81'

4909'-4914'
4932'-4934'

4956'-4964'

SUCKER RODS 4990'-4997'

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 4-1 1/2" wt bars; 14-3/4" guided rods; 81- 3/4" slick rods;

113- 3/4" guided rods; 2- 4'x3/4" pony rods.

PUMP SIZE: 2-l/2"xl-l/2"x 10'x14' RHAc PERFORATION RECORD
STROKE LENGTH: 72" 6-13-00 5330'-5336' 4 JSPF 24 holes
PUMP SPEED: 4.5 SPM 6-14-00 4827'-4833' 2 JSPF 12 holes. Anchor @5290' 6-14-00 4872'-4882' 2 JSPF 20 holes

6-14-00 4909'-4914' 2 JSPF 10 holes
5330'-5336' 6-14-00 4932'-4934' 2 JSPF 4 holes

6-14-00 4956'-4964' 2 JSPF 16 holes
SN @5354' 6-14-00 4990'-499T 2 JSPF 14 holes

6-16-00 4298'-4315' 4 JSPF 68 holes

EOT @S417'

NEWFIELD

PBTD @5926'

South Wells Draw #6-3-9-16 / SHOE @5932'
1813' FNL & 1876' FWL TD @5871'

SENW Section 3-T9S-R16E
Duchesne Co, Utah

API #43-013-32137 Lease #U-77338

DF

South Wells Draw #6-3-9-16
Spud Date: 5/15/00 Initial Production: 68 BOPD, 161 MCFD
Put on Production: 6/21/00 4 BWPD
GL: 5573' KB: 5583' KB Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

6-13-00 5330-5336' Frac A sand as follows:
GRADE: J-55 68,307#20/40 sand in 475 bbis I-25
WEIGHT: 24# Viking fluid. Breakdown @2841

psi. Treated w/avg press of2600 psi
LENGTH: 7 jts (274.70') w/avg rate of29.1 BPM. ISIP-2270
DEPTH LANDED: 286.55, psi, 5 min 2140 psi. Flowed back on

12/64 choke for 3.5 hrs & died. Rec
HOLE SIZE: 12-1/4" 122 BTF.
CEMENT DATA: 141 sx Class "G" plus additives

6-16-00 4827-4997' Frac D/C sand as follows:
90,400#20/40 sand in 520 bbls
Viking fluid. Perfs broke down

PRODUCTION CASING ® 2620 psi. Treated w/avg press
of2000 psi w/avg rate of33.2 BPM.

CSG SIZE: 5-1/2" ISIP-2358 psi, 5 min 2311 psi. Left

GRADE: J-55 pressure on well. Est. 734 BWTR.

WEIGHT: 15.5# 6-16-00 4298-4315' Frac GB sand as follows:
81,240# 20/40 sand in 492 bblsLENGTH: 139jts (5934.31')
Viking fluid. Perfs broke down @

HOLE SIZE: 7-7/8" 3577 psi. Treated w/avg press of
CEMENT DATA: 265 sx PremLite II pls additives; followed by 400 sx 2004p48 pa g5rateo24268.5p

i low50/50 Poz with additives
back on 12/64" ck for 4.5 hrs & died.

SET AT: 5931.91' KB Recovered 165 BTF.
4298'-4315'

6/21/00 Hole in tubing. Update rod and tubing details
1/17/02 Hole in tubing. Update rod and tubing details
03/04/03 Hole in tubing. Update rod and tubing details
11/4/05 Parted rods. Update rod and tubing details
11/12/08 Parted rods. Updated rod &tubing details.

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 4 jts. (123.53')

NO. OF JOINTS: 149 jts. (4644.46')

NO. OF JOINTS: 16jts. (511.96')

TUBlNG ANCHOR: 5289.96'

NO. OF JOINTS: 2 jts. (5292.76')

SEATING NIPPLE: 2-7/8" x 1.10'

SN LANDED AT: 5354.32' 482T-4833'
NO. OF JOINTS: 2 jts. (5355.42')

4872'-4882'
TOTAL STRING LENGTH: EOT @S416.81'

4909'-4914'
4932'-4934'

4956'-4964'

SUCKER RODS 4990'-4997'

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 4-1 1/2" wt bars; 14-3/4" guided rods; 81- 3/4" slick rods;

113- 3/4" guided rods; 2- 4'x3/4" pony rods.

PUMP SIZE: 2-l/2"xl-l/2"x 10'x14' RHAc PERFORATION RECORD
STROKE LENGTH: 72" 6-13-00 5330'-5336' 4 JSPF 24 holes
PUMP SPEED: 4.5 SPM 6-14-00 4827'-4833' 2 JSPF 12 holes. Anchor @5290' 6-14-00 4872'-4882' 2 JSPF 20 holes

6-14-00 4909'-4914' 2 JSPF 10 holes
5330'-5336' 6-14-00 4932'-4934' 2 JSPF 4 holes

6-14-00 4956'-4964' 2 JSPF 16 holes
SN @5354' 6-14-00 4990'-499T 2 JSPF 14 holes

6-16-00 4298'-4315' 4 JSPF 68 holes

EOT @S417'

NEWFIELD

PBTD @5926'

South Wells Draw #6-3-9-16 / SHOE @5932'
1813' FNL & 1876' FWL TD @5871'

SENW Section 3-T9S-R16E
Duchesne Co, Utah

API #43-013-32137 Lease #U-77338

DF



Multi-Chem Group, LLC C
Multi-Chem Analytical Laboratory .

1553 East Highway 40 Â$ FTlUlb-Chern
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-30419

Well Name: WLLS DRW 14A-34-8-16

Sample Point: Tank
Sample Date: 8 /30/2009

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: 2009 Cations mg/L Anions mg/L

Calcium (Ca): 80.00 Chloride (CI): 3895.00
Temperature (°F): 160 Magnesium (Mg): 0.01 Sulfate (SO4): 177.00
Sample Pressure (psig): 0 Barium (Ba): 87.00 Dissolved CO2: 0.01
Specific Gravity (g/cm'): 1.0050 Strontium (Sr): - Bicarbonate (HCO3): 1098.00
pH: 8 Sodium (Na): 2882.00 Carbonate (CO3
Turbidity (NTU): - Potassium (K): - H2S: 20.00

Iron (Fe): 5.10 Phosphate (PO4
Manganese (Mn): 0.90 Silica (SiO2

Calculated T.D.S. (mg/L) 8245 Lithium (Li): - Fluoride (F):

Molar Conductivity (µS/cm): gg Aluminum (AI): - Nitrate (NO3

Resitivity (Mohm): 0ÄÖÒ¿ Ammonia NH3 : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br) -

Boron (B):

Test Conditions
Temp Gauge Press.

°F psi Sat Index Scale Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale psi
160 0 19.72 26.56 0.02 - 1585.20 0.01 -1438.80 - - 146.90 146.19 0.28
80 0 8.53 14.38 0.01 -15.83 0.01 -2330.70 - - 675.74 147.49 0.14
100 0 11.40 17.89 0.01 -11.81 0.01 -2182.50 - - 446.67 147.31 0.17

2 0 TiiŠ ÉÕ55 Õ05 5.Ë$ Ò0Ï -iëÑiŠÕ - Š022Ý fÃÌ0Š Ò19
140 0 17.09 23.94 0.01 -6.62 0.01 -1707.60 - - 208.80 146.68 0.21
160 0 19.72 26.56 0.02 -5.02 0.01 -1438 80 - - 146.90 146.19 0.23

1 28.54 0.02 -3.90 0.02 -117 70 - - 104.99 145 52 0.26
200 0 23.51 29.66 0.02 -3.13 0.03 -937.40 - - 76.11 144.63 0.26
220 2.51 24.25 30.01 0.02 -2.65 0.04 -733.54 - - 54.82 143.39 0.26
240 10.3 24.45 29.10 0.02 -2.32 0.06 -550.00 - - 40.55 141.83 0.26
260 20.76 24.02 27.33 0.02 -2.11 0.10 -395.96 - - 30.26 139.81 0.27
280 34.54 | 23.07 24.99 0.02 -2.01 0.16 -269.17 - - 22.75 137.22 0.27
300 52.34 | 21.69 22.35 0.02 -1.97 0.28 -166.34 - - 17.19 133.91 0.28

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated
Barium Sulfate scale is indicated at all temperatures from 80°F to 300°F

Multi-Chem Production Chemicals Tuesday, September 01, 2009
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Multi-Chem Group, LLC C
Multi-Chem Analytical Laboratory .

1553 East Highway 40 Â$ FTlUlb-Chern
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-30419

Well Name: WLLS DRW 14A-34-8-16

Sample Point: Tank
Sample Date: 8 /30/2009

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: 2009 Cations mg/L Anions mg/L

Calcium (Ca): 80.00 Chloride (CI): 3895.00
Temperature (°F): 160 Magnesium (Mg): 0.01 Sulfate (SO4): 177.00
Sample Pressure (psig): 0 Barium (Ba): 87.00 Dissolved CO2: 0.01
Specific Gravity (g/cm'): 1.0050 Strontium (Sr): - Bicarbonate (HCO3): 1098.00

pH: 8 Sodium (Na): 2882.00 Carbonate (CO3
Turbidity (NTU): - Potassium (K): - H2S: 20.00

Iron (Fe): 5.10 Phosphate (PO4
Manganese (Mn): 0.90 Silica (SiO2

Calculated T.D.S. (mg/L) 8245 Lithium (Li): - Fluoride (F):

Molar Conductivity (µS/cm): gg Aluminum (AI): - Nitrate (NO3

Resitivity (Mohm): 0ÄÖÒ¿ Ammonia NH3 : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br) -

Boron (B):

Test Conditions
Temp Gauge Press.

°F psi Sat Index Scale Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale psi
160 0 19.72 26.56 0.02 - 1585.20 0.01 -1438.80 - - 146.90 146.19 0.28
80 0 8.53 14.38 0.01 -15.83 0.01 -2330.70 - - 675.74 147.49 0.14
100 0 11.40 17.89 0.01 -11.81 0.01 -2182.50 - - 446.67 147.31 0.17

2 0 TiiŠ ÉÕ55 Õ05 5.Ë$ Ò0Ï -iëÑiŠÕ - Š022Ý fÃÌ0Š Ò19

140 0 17.09 23.94 0.01 -6.62 0.01 -1707.60 - - 208.80 146.68 0.21
160 0 19.72 26.56 0.02 -5.02 0.01 -1438 80 - - 146.90 146.19 0.23

1 28.54 0.02 -3.90 0.02 -117 70 - - 104.99 145 52 0.26
200 0 23.51 29.66 0.02 -3.13 0.03 -937.40 - - 76.11 144.63 0.26
220 2.51 24.25 30.01 0.02 -2.65 0.04 -733.54 - - 54.82 143.39 0.26
240 10.3 24.45 29.10 0.02 -2.32 0.06 -550.00 - - 40.55 141.83 0.26
260 20.76 24.02 27.33 0.02 -2.11 0.10 -395.96 - - 30.26 139.81 0.27
280 34.54 | 23.07 24.99 0.02 -2.01 0.16 -269.17 - - 22.75 137.22 0.27

300 52.34 | 21.69 22.35 0.02 -1.97 0.28 -166.34 - - 17.19 133.91 0.28

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate scale is indicated at all temperatures from 80°F to 300°F

Multi-Chem Production Chemicals Tuesday, September 01, 2009
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Multi-Chem Group, LLC C
Multi-Chem Analytical Laboratory .

1553 East Highway 40 Â$ FTlUlb-Chern
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-30419

Well Name: WLLS DRW 14A-34-8-16

Sample Point: Tank
Sample Date: 8 /30/2009

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: 2009 Cations mg/L Anions mg/L

Calcium (Ca): 80.00 Chloride (CI): 3895.00
Temperature (°F): 160 Magnesium (Mg): 0.01 Sulfate (SO4): 177.00
Sample Pressure (psig): 0 Barium (Ba): 87.00 Dissolved CO2: 0.01
Specific Gravity (g/cm'): 1.0050 Strontium (Sr): - Bicarbonate (HCO3): 1098.00

pH: 8 Sodium (Na): 2882.00 Carbonate (CO3
Turbidity (NTU): - Potassium (K): - H2S: 20.00

Iron (Fe): 5.10 Phosphate (PO4
Manganese (Mn): 0.90 Silica (SiO2

Calculated T.D.S. (mg/L) 8245 Lithium (Li): - Fluoride (F):

Molar Conductivity (µS/cm): gg Aluminum (AI): - Nitrate (NO3

Resitivity (Mohm): 0ÄÖÒ¿ Ammonia NH3 : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br) -

Boron (B):

Test Conditions
Temp Gauge Press.

°F psi Sat Index Scale Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale psi
160 0 19.72 26.56 0.02 - 1585.20 0.01 -1438.80 - - 146.90 146.19 0.28
80 0 8.53 14.38 0.01 -15.83 0.01 -2330.70 - - 675.74 147.49 0.14
100 0 11.40 17.89 0.01 -11.81 0.01 -2182.50 - - 446.67 147.31 0.17

2 0 TiiŠ ÉÕ55 Õ05 5.Ë$ Ò0Ï -iëÑiŠÕ - Š022Ý fÃÌ0Š Ò19

140 0 17.09 23.94 0.01 -6.62 0.01 -1707.60 - - 208.80 146.68 0.21
160 0 19.72 26.56 0.02 -5.02 0.01 -1438 80 - - 146.90 146.19 0.23

1 28.54 0.02 -3.90 0.02 -117 70 - - 104.99 145 52 0.26
200 0 23.51 29.66 0.02 -3.13 0.03 -937.40 - - 76.11 144.63 0.26
220 2.51 24.25 30.01 0.02 -2.65 0.04 -733.54 - - 54.82 143.39 0.26
240 10.3 24.45 29.10 0.02 -2.32 0.06 -550.00 - - 40.55 141.83 0.26
260 20.76 24.02 27.33 0.02 -2.11 0.10 -395.96 - - 30.26 139.81 0.27
280 34.54 | 23.07 24.99 0.02 -2.01 0.16 -269.17 - - 22.75 137.22 0.27

300 52.34 | 21.69 22.35 0.02 -1.97 0.28 -166.34 - - 17.19 133.91 0.28

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate scale is indicated at all temperatures from 80°F to 300°F

Multi-Chem Production Chemicals Tuesday, September 01, 2009
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Multi-Chem Group, LLC C
Multi-Chem Analytical Laboratory .

1553 East Highway 40 Â$ FTlUlb-Chern
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-30419

Well Name: WLLS DRW 14A-34-8-16

Sample Point: Tank
Sample Date: 8 /30/2009

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: 2009 Cations mg/L Anions mg/L

Calcium (Ca): 80.00 Chloride (CI): 3895.00
Temperature (°F): 160 Magnesium (Mg): 0.01 Sulfate (SO4): 177.00
Sample Pressure (psig): 0 Barium (Ba): 87.00 Dissolved CO2: 0.01
Specific Gravity (g/cm'): 1.0050 Strontium (Sr): - Bicarbonate (HCO3): 1098.00

pH: 8 Sodium (Na): 2882.00 Carbonate (CO3
Turbidity (NTU): - Potassium (K): - H2S: 20.00

Iron (Fe): 5.10 Phosphate (PO4
Manganese (Mn): 0.90 Silica (SiO2

Calculated T.D.S. (mg/L) 8245 Lithium (Li): - Fluoride (F):

Molar Conductivity (µS/cm): gg Aluminum (AI): - Nitrate (NO3

Resitivity (Mohm): 0ÄÖÒ¿ Ammonia NH3 : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br) -

Boron (B):

Test Conditions
Temp Gauge Press.

°F psi Sat Index Scale Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale psi
160 0 19.72 26.56 0.02 - 1585.20 0.01 -1438.80 - - 146.90 146.19 0.28
80 0 8.53 14.38 0.01 -15.83 0.01 -2330.70 - - 675.74 147.49 0.14
100 0 11.40 17.89 0.01 -11.81 0.01 -2182.50 - - 446.67 147.31 0.17

2 0 TiiŠ ÉÕ55 Õ05 5.Ë$ Ò0Ï -iëÑiŠÕ - Š022Ý fÃÌ0Š Ò19

140 0 17.09 23.94 0.01 -6.62 0.01 -1707.60 - - 208.80 146.68 0.21
160 0 19.72 26.56 0.02 -5.02 0.01 -1438 80 - - 146.90 146.19 0.23

1 28.54 0.02 -3.90 0.02 -117 70 - - 104.99 145 52 0.26
200 0 23.51 29.66 0.02 -3.13 0.03 -937.40 - - 76.11 144.63 0.26
220 2.51 24.25 30.01 0.02 -2.65 0.04 -733.54 - - 54.82 143.39 0.26
240 10.3 24.45 29.10 0.02 -2.32 0.06 -550.00 - - 40.55 141.83 0.26
260 20.76 24.02 27.33 0.02 -2.11 0.10 -395.96 - - 30.26 139.81 0.27
280 34.54 | 23.07 24.99 0.02 -2.01 0.16 -269.17 - - 22.75 137.22 0.27

300 52.34 | 21.69 22.35 0.02 -1.97 0.28 -166.34 - - 17.19 133.91 0.28

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate scale is indicated at all temperatures from 80°F to 300°F

Multi-Chem Production Chemicals Tuesday, September 01, 2009

Ethics Commitment Page 1 of 2 Excellence



Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40

og
mUlti-chem

Vernal, UT 84078

Scale Prediction Graphs

Well Name: WLLS DRW 14A-34-8-16 Sample ID WA-30419
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40

og
mUlti-chem

Vernal, UT 84078

Scale Prediction Graphs

Well Name: WLLS DRW 14A-34-8-16 Sample ID WA-30419
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40

og
mUlti-chem

Vernal, UT 84078

Scale Prediction Graphs

Well Name: WLLS DRW 14A-34-8-16 Sample ID WA-30419
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40

og
mUlti-chem

Vernal, UT 84078

Scale Prediction Graphs

Well Name: WLLS DRW 14A-34-8-16 Sample ID WA-30419

Calcium Carbonate CaCOs Gypsum CaSO4 2H2O
30 · 35.0 0 025 - 10

00.02

5 -

5 0 0.005 - 0.2

0.1
0 aliittilisi 0.0 0- 0.0

Temperature in degrees fahrenheit Temperature in degrees fahrenheit

Barium Sulfate BaSO4 Calcium Sulfate CaSO4
800 - - 150.0 0.3 - 1.0

700 -

0.9

600 ·

- 145.0 0.25 -

0.8

0.2 ·

0.7 *¿ D
c 500 ·

= 140.0 0 0.6 o
c E e E -

8 400 · 9 0.15 - 0.5

300 -

- 135.0 0.4

200
0.1 0.3

- 130.0 C
0.2

u)
100 - 0.05

0.1
0 alliiiiiiii 125.0 0- 0.0

Temperature in degrees fahrenheit Temperature in degrees fahrenheit

Multi-Chem Production Chemicals Tuesday, September 01, 2009

Efilics Commitment Page 2 of 2 Excellence



Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 $ Á R mult i-cher
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19260
Well Name: Mon Butte injection

Sample Point: Triplex Suction
Sample Date: 1 /6 /2009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

Test Date: 1/7/2009 Cations mg/L Anions mg/L
Calcium (Ca): 120.00 Chloride (CI): 500.00

Temperature (°F): 80 Magnesium (Mg): - Sulfate (SO4): 12.00
Sample Pressure (psig): 0 Barium (Ba): 206.00 Dissolved CO2: -

Specific Gravity (g/cm3): 1.0000 Strontium (Sr): - Bicarbonate (HCOs): 634.00
pH: 7.1 Sodium (Na): 355.72 Carbonate (COs): -

Turbidity (NTU): - Potassium (K): - H2S: -

Iron (Fe): 3.00 Phosphate (PO4
Manganese (Mn): 0.20 Silica (SiO2

Calculated T.D.S. (mg/L) 1831 Lithium (Li): - Fluoride (F):

Molar Conductivity (µS/cm): 2774 Aluminum (AI): - Nigag gOs): -

Resitivity (Mohm): 3.604¢ Ammonia NH3 : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

Test Conditions
Temp Gauge Press.

°F psi Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale psi
80 0 1.61 0.31 0.00 -1252.30 0.00 -1459.70 - - 258.58 24.59 1.48
80 0 1.61 0.31 0.00 -14.07 0.00 -1459.70 - - 258.58 24.59 0.64
100 0 2.23 0.55 0.00 -11.68 0.00 -1354.10 - 4.0 4.Š5 0.80
120 0 2.88 0.75 0.00 -9.81 0.00 -1205.80 - - 120.29 24.16 0.90
fië o à io önå öbö ind oao -iönä 66 - sé15 is 02
160 i 0 4.34 1.14 0.00 -7.11 0.00 -862 65 - 61.59 23 85 1.16
iso o à 09 Ñ32 0 0 6 ÑÄ 0 01 8 0Ë ÄŠ41 2Š 28
200 0 5.79 1.49 0.01 -5.30 0.01 -550.22 - - 34.05 23.60 1.31
220 2.51 6.40 1.65 0.01 -4 66 0.01 -425.85 - - 25.63 23.47 1.33
240 10.3 6.95 1.79 0.01 -4.09 0.02 -319.21 - - 19.73 23.26 1.37
260 20.76 7.40 1.91 0.01 -3.62 0.03 -232.59 - - 15.35 22.98 1.40
280 34.54 7.74 1.99 0.01 -3.23 0.04 -163.93 - - 12.05 22.61 1.44
300 52.34 7.95 2.02 0.01 -2.92 i 0.07 -110.69 - - 9.54 22.10 1.48

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated
Barium Sulfate scale is indicated at all temperatures from 80°F to 300°F

Multi-Chem Production Chemicals Wednesday, January 07, 2009

Ethics Commitment Page 1 of 3 Exce lence

Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 $ Á R mult i-cher
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19260
Well Name: Mon Butte injection

Sample Point: Triplex Suction
Sample Date: 1 /6 /2009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

Test Date: 1/7/2009 Cations mg/L Anions mg/L
Calcium (Ca): 120.00 Chloride (CI): 500.00

Temperature (°F): 80 Magnesium (Mg): - Sulfate (SO4): 12.00
Sample Pressure (psig): 0 Barium (Ba): 206.00 Dissolved CO2: -

Specific Gravity (g/cm3): 1.0000 Strontium (Sr): - Bicarbonate (HCOs): 634.00
pH: 7.1 Sodium (Na): 355.72 Carbonate (COs): -

Turbidity (NTU): - Potassium (K): - H2S: -

Iron (Fe): 3.00 Phosphate (PO4
Manganese (Mn): 0.20 Silica (SiO2

Calculated T.D.S. (mg/L) 1831 Lithium (Li): - Fluoride (F):

Molar Conductivity (µS/cm): 2774 Aluminum (AI): - Nigag gOs): -

Resitivity (Mohm): 3.604¢ Ammonia NH3 : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

Test Conditions
Temp Gauge Press.

°F psi Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale psi
80 0 1.61 0.31 0.00 -1252.30 0.00 -1459.70 - - 258.58 24.59 1.48
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120 0 2.88 0.75 0.00 -9.81 0.00 -1205.80 - - 120.29 24.16 0.90
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 muit i-cherd
Vernal, UT 84078

Scale Prediction Graphs
Well Name: Mon Butte injection Sample ID: WA-19260
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Attachment "G"

Wells Draw 14A-34-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5824 5979 5902 1880 0.76 1842
5551 5724 5638 2110 0.81 2074
5284 5289 5287 1880 0.79 1846
4851 4973 4912 2250 0.90 2218
4664 4689 4677 2140 0.89 2110

Minimum 1842

Calculation of Maximum Surface lnjection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"
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DAILYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 11, 2002 Completion Day: 01

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

CP .5 sds 5824-5828' 4/16 CP3 sds 5973-5979' 4/24
CP1 sds 5866-5876' 4/40
CP2 sds 5897-5900' 4/12
CP2 sds 5905-5910' 4/20
CP3 sds 5946-5952' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 10, 2002 SITP: SICP: 0

Install 5M frac head. NU Cameron 6" 5M BOP. Pressure test csg, BOP (blind rams), frac head & csg valves to 3000
psi. RU PSI and run CBL f/ WL TD of 6135' to cement top @ 500'. Perf stage #1 W/ 4" ported csg guns as follows:
CP3 sds @5946-52' & 5973-79'; CP2 sds @ 5897-5900' & 5905-10'; CP1 sds @5866-76' and CP .5 sds @5824-28'.
All4 JSPF. 2 gun runs total. RD WLT. SIFN W/ est 147 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 147 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 147 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP $130
Company: IPC NU crew $300
Procedure or Equipment detail: Hagman trucking $1,500

IPC trucking $200
Drilling cost $179,038

Zubiate HO trk $105
PSI-CBLICP $4,500

Location preparation $200
IPC wellhead $1,500

IPC supervision $300

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $187,773
Completion Supervisor: Gary Dietz TOTAL WELL COST:
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IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP $130
Company: IPC NU crew $300
Procedure or Equipment detail: Hagman trucking $1,500

IPC trucking $200
Drilling cost $179,038

Zubiate HO trk $105
PSI-CBLICP $4,500

Location preparation $200
IPC wellhead $1,500

IPC supervision $300

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $187,773
Completion Supervisor: Gary Dietz TOTAL WELL COST:



DAILY COMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

CP .5 sds 5824-5828' 4/16 CP3 sds 5973-5979' 4/24
CP1 sds 5866-5876' 4/40
CP2 sds 5897-5900' 4/12
CP2 sds 5905-5910' 4/20
CP3 sds 5946-5952' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 0

Day 2(a):
NU BJ Services "Ram head" flange. RU BJ and frac CP sds W/ 81,000# 20/40 sand in 618 bbls Viking I-25 fluid.

Perfs broke down @ 2496 psi. Treated @ ave press of 1869 psi WI ave rate of 26 BPM. ISIP-1880 psi. Leave
pressure on well. Est 765 BWTR.

See day 2(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 147 Starting oil rec to date: 0
Fluid_losurecovered today: 618 Oil lost/recovered today:
Ending fluid to be recovered: 765 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford BOP $130
Company: BJ Services BJ Services-CP sds $21,137
Procedure or Equipment detail: CP .5, CP1, CP2 & CP3 sands IPC frac water (piped) $100

IPC fuel gas $100
6000 gals of pad IPC supervision $100
4000 gals WI 1-5 ppg of 20/40 sand

8000 gals WI 5-8 ppg of 20/40 sand

2179 gals W/ 8 ppg of 20/40 sand

Flush WI 5775 gals of slick water

Max TP: 2140 Max Rate: 26 BPM Total fluid pmpd: 618 bbis
Avg TP: 1869 Avg Rate: 26 BPM Total Prop pmpd: 81,000#

ISIP: 1880 5 min: 10 min: FG: .75 DAILYCOST: $21,567
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILY COMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

CP .5 sds 5824-5828' 4/16 CP3 sds 5973-5979' 4/24
CP1 sds 5866-5876' 4/40
CP2 sds 5897-5900' 4/12
CP2 sds 5905-5910' 4/20
CP3 sds 5946-5952' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 0

Day 2(a):
NU BJ Services "Ram head" flange. RU BJ and frac CP sds W/ 81,000# 20/40 sand in 618 bbls Viking I-25 fluid.

Perfs broke down @ 2496 psi. Treated @ ave press of 1869 psi WI ave rate of 26 BPM. ISIP-1880 psi. Leave
pressure on well. Est 765 BWTR.

See day 2(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 147 Starting oil rec to date: 0
Fluid_losurecovered today: 618 Oil lost/recovered today:
Ending fluid to be recovered: 765 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford BOP $130
Company: BJ Services BJ Services-CP sds $21,137
Procedure or Equipment detail: CP .5, CP1, CP2 & CP3 sands IPC frac water (piped) $100

IPC fuel gas $100
6000 gals of pad IPC supervision $100
4000 gals WI 1-5 ppg of 20/40 sand

8000 gals WI 5-8 ppg of 20/40 sand

2179 gals W/ 8 ppg of 20/40 sand

Flush WI 5775 gals of slick water

Max TP: 2140 Max Rate: 26 BPM Total fluid pmpd: 618 bbis
Avg TP: 1869 Avg Rate: 26 BPM Total Prop pmpd: 81,000#

ISIP: 1880 5 min: 10 min: FG: .75 DAILYCOST: $21,567
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILY COMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

CP .5 sds 5824-5828' 4/16 CP3 sds 5973-5979' 4/24
CP1 sds 5866-5876' 4/40
CP2 sds 5897-5900' 4/12
CP2 sds 5905-5910' 4/20
CP3 sds 5946-5952' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 0

Day 2(a):
NU BJ Services "Ram head" flange. RU BJ and frac CP sds W/ 81,000# 20/40 sand in 618 bbls Viking I-25 fluid.

Perfs broke down @ 2496 psi. Treated @ ave press of 1869 psi WI ave rate of 26 BPM. ISIP-1880 psi. Leave
pressure on well. Est 765 BWTR.

See day 2(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 147 Starting oil rec to date: 0
Fluid_losurecovered today: 618 Oil lost/recovered today:
Ending fluid to be recovered: 765 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford BOP $130
Company: BJ Services BJ Services-CP sds $21,137
Procedure or Equipment detail: CP .5, CP1, CP2 & CP3 sands IPC frac water (piped) $100

IPC fuel gas $100
6000 gals of pad IPC supervision $100
4000 gals WI 1-5 ppg of 20/40 sand

8000 gals WI 5-8 ppg of 20/40 sand

2179 gals W/ 8 ppg of 20/40 sand

Flush WI 5775 gals of slick water

Max TP: 2140 Max Rate: 26 BPM Total fluid pmpd: 618 bbis
Avg TP: 1869 Avg Rate: 26 BPM Total Prop pmpd: 81,000#

ISIP: 1880 5 min: 10 min: FG: .75 DAILYCOST: $21,567
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILY COMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

CP .5 sds 5824-5828' 4/16 CP3 sds 5973-5979' 4/24
CP1 sds 5866-5876' 4/40
CP2 sds 5897-5900' 4/12
CP2 sds 5905-5910' 4/20
CP3 sds 5946-5952' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 0

Day 2(a):
NU BJ Services "Ram head" flange. RU BJ and frac CP sds W/ 81,000# 20/40 sand in 618 bbls Viking I-25 fluid.

Perfs broke down @ 2496 psi. Treated @ ave press of 1869 psi WI ave rate of 26 BPM. ISIP-1880 psi. Leave
pressure on well. Est 765 BWTR.

See day 2(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 147 Starting oil rec to date: 0
Fluid_losurecovered today: 618 Oil lost/recovered today:
Ending fluid to be recovered: 765 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford BOP $130
Company: BJ Services BJ Services-CP sds $21,137
Procedure or Equipment detail: CP .5, CP1, CP2 & CP3 sands IPC frac water (piped) $100

IPC fuel gas $100
6000 gals of pad IPC supervision $100
4000 gals WI 1-5 ppg of 20/40 sand

8000 gals WI 5-8 ppg of 20/40 sand

2179 gals W/ 8 ppg of 20/40 sand

Flush WI 5775 gals of slick water

Max TP: 2140 Max Rate: 26 BPM Total fluid pmpd: 618 bbis
Avg TP: 1869 Avg Rate: 26 BPM Total Prop pmpd: 81,000#

ISIP: 1880 5 min: 10 min: FG: .75 DAILYCOST: $21,567
Completion Supervisor: Gary Dietz TOTAL WELL COST:



DAILYCOMPELETO NR

PORT SoeÈ
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

LODC sds 5551-5554' 2/6 CP .5 sds 5824-5828' 4/16
LODC sds 5558-5588' 2/60 CP1 sds 5866-5876' 4/40
LODC sds 5606-5614' 2/16 CP2 sds 5897-5900' 4/12
LODC sds 5659-5684' 2/50 CP2 sds 5905-5910' 4/20
LODC sds 5688-5714' 2/52 CP3 sds 5946-5952' 4/24
LODC sds 5718-5724' 2/12 CP3 sds 5973-5979' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 1880

Day 2(b):
RU PSI WLT, mast & lubricator. Run #1: Run Weatherford 5 1/2" composite flow-through frac plug & 6' X 4" ported

perf gun. Set plug @ 5750'. Perf stage #2 (LODC sds) as follows: 5718-24', 5688-5714', 5659-84', 5606-14', 5558-
88' and 5551-54'. All 2 JSPF. 7 runs total. RU BJ and frac LODC sds WI 249,000# 20/40 sand in 1631 bbls Viking l-
25 fluid. Perfs broke down @2645 psi. Treated @ ave press of 2235 psi WI ave rate of 24.7 BPM. ISIP-2110 psi.
Leave pressure on well. Est 2396 BWTR.

See day 2(c)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 765 Starting oil rec to date: 0
Fluid_losurecovered today: 1631 Oil lost/recovered today:
Ending fluid to be recovered: 2396 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford service $550
Company: BJ Services BJ Services-LODC sds $42,413
Procedure or Equipment detail: LODC sands IPC frac water (piped) $300

19000 gals of pad IPC fuel gas $200
2000 gals WI 1 ppg of 20/40 sand PSI-LODC sds (est) $4,500
2000 gals WI 2 ppg of 20/40 sand Weatherford frac plug $2,750
3000 gals W/ 3 ppg of 20/40 sand IPC supervision $100
4000 gals W/ 4 ppg of 20/40 sand

8000 gals WI 5 ppg of 20/40 sand

10000 gals W/ 6 ppg of 20/40 sand

10000 gals WI7 ppg of 20/40 sand

5016 gals W/ 8 ppg of 20/40 sand

Flush WI 5502 gals of slick water
Max TP: 2672 Max Rate: 26 BPM Total fluid pmpd: 1631 bbis
Avg TP: 2235 Avg Rate: 24.7 BPM Total Prop pmpd: 249,000#

ISIP: 2110 5 min: 10 min: FG: .81 DAILYCOST: $50,813
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPELETO NR

PORT SoeÈ
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

LODC sds 5551-5554' 2/6 CP .5 sds 5824-5828' 4/16
LODC sds 5558-5588' 2/60 CP1 sds 5866-5876' 4/40
LODC sds 5606-5614' 2/16 CP2 sds 5897-5900' 4/12
LODC sds 5659-5684' 2/50 CP2 sds 5905-5910' 4/20
LODC sds 5688-5714' 2/52 CP3 sds 5946-5952' 4/24
LODC sds 5718-5724' 2/12 CP3 sds 5973-5979' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 1880

Day 2(b):
RU PSI WLT, mast & lubricator. Run #1: Run Weatherford 5 1/2" composite flow-through frac plug & 6' X 4" ported

perf gun. Set plug @ 5750'. Perf stage #2 (LODC sds) as follows: 5718-24', 5688-5714', 5659-84', 5606-14', 5558-
88' and 5551-54'. All 2 JSPF. 7 runs total. RU BJ and frac LODC sds WI 249,000# 20/40 sand in 1631 bbls Viking l-
25 fluid. Perfs broke down @2645 psi. Treated @ ave press of 2235 psi WI ave rate of 24.7 BPM. ISIP-2110 psi.
Leave pressure on well. Est 2396 BWTR.

See day 2(c)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 765 Starting oil rec to date: 0
Fluid_losurecovered today: 1631 Oil lost/recovered today:
Ending fluid to be recovered: 2396 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford service $550
Company: BJ Services BJ Services-LODC sds $42,413
Procedure or Equipment detail: LODC sands IPC frac water (piped) $300

19000 gals of pad IPC fuel gas $200
2000 gals WI 1 ppg of 20/40 sand PSI-LODC sds (est) $4,500
2000 gals WI 2 ppg of 20/40 sand Weatherford frac plug $2,750
3000 gals W/ 3 ppg of 20/40 sand IPC supervision $100
4000 gals W/ 4 ppg of 20/40 sand

8000 gals WI 5 ppg of 20/40 sand

10000 gals W/ 6 ppg of 20/40 sand

10000 gals WI7 ppg of 20/40 sand

5016 gals W/ 8 ppg of 20/40 sand

Flush WI 5502 gals of slick water
Max TP: 2672 Max Rate: 26 BPM Total fluid pmpd: 1631 bbis
Avg TP: 2235 Avg Rate: 24.7 BPM Total Prop pmpd: 249,000#

ISIP: 2110 5 min: 10 min: FG: .81 DAILYCOST: $50,813
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPELETO NR

PORT SoeÈ
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

LODC sds 5551-5554' 2/6 CP .5 sds 5824-5828' 4/16
LODC sds 5558-5588' 2/60 CP1 sds 5866-5876' 4/40
LODC sds 5606-5614' 2/16 CP2 sds 5897-5900' 4/12
LODC sds 5659-5684' 2/50 CP2 sds 5905-5910' 4/20
LODC sds 5688-5714' 2/52 CP3 sds 5946-5952' 4/24
LODC sds 5718-5724' 2/12 CP3 sds 5973-5979' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 1880

Day 2(b):
RU PSI WLT, mast & lubricator. Run #1: Run Weatherford 5 1/2" composite flow-through frac plug & 6' X 4" ported

perf gun. Set plug @ 5750'. Perf stage #2 (LODC sds) as follows: 5718-24', 5688-5714', 5659-84', 5606-14', 5558-
88' and 5551-54'. All 2 JSPF. 7 runs total. RU BJ and frac LODC sds WI 249,000# 20/40 sand in 1631 bbls Viking l-
25 fluid. Perfs broke down @2645 psi. Treated @ ave press of 2235 psi WI ave rate of 24.7 BPM. ISIP-2110 psi.
Leave pressure on well. Est 2396 BWTR.

See day 2(c)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 765 Starting oil rec to date: 0
Fluid_losurecovered today: 1631 Oil lost/recovered today:
Ending fluid to be recovered: 2396 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford service $550
Company: BJ Services BJ Services-LODC sds $42,413
Procedure or Equipment detail: LODC sands IPC frac water (piped) $300

19000 gals of pad IPC fuel gas $200
2000 gals WI 1 ppg of 20/40 sand PSI-LODC sds (est) $4,500
2000 gals WI 2 ppg of 20/40 sand Weatherford frac plug $2,750
3000 gals W/ 3 ppg of 20/40 sand IPC supervision $100
4000 gals W/ 4 ppg of 20/40 sand

8000 gals WI 5 ppg of 20/40 sand

10000 gals W/ 6 ppg of 20/40 sand

10000 gals WI7 ppg of 20/40 sand

5016 gals W/ 8 ppg of 20/40 sand

Flush WI 5502 gals of slick water
Max TP: 2672 Max Rate: 26 BPM Total fluid pmpd: 1631 bbis
Avg TP: 2235 Avg Rate: 24.7 BPM Total Prop pmpd: 249,000#

ISIP: 2110 5 min: 10 min: FG: .81 DAILYCOST: $50,813
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPELETO NR

PORT SoeÈ
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

LODC sds 5551-5554' 2/6 CP .5 sds 5824-5828' 4/16
LODC sds 5558-5588' 2/60 CP1 sds 5866-5876' 4/40
LODC sds 5606-5614' 2/16 CP2 sds 5897-5900' 4/12
LODC sds 5659-5684' 2/50 CP2 sds 5905-5910' 4/20
LODC sds 5688-5714' 2/52 CP3 sds 5946-5952' 4/24
LODC sds 5718-5724' 2/12 CP3 sds 5973-5979' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 1880

Day 2(b):
RU PSI WLT, mast & lubricator. Run #1: Run Weatherford 5 1/2" composite flow-through frac plug & 6' X 4" ported

perf gun. Set plug @ 5750'. Perf stage #2 (LODC sds) as follows: 5718-24', 5688-5714', 5659-84', 5606-14', 5558-
88' and 5551-54'. All 2 JSPF. 7 runs total. RU BJ and frac LODC sds WI 249,000# 20/40 sand in 1631 bbls Viking l-
25 fluid. Perfs broke down @2645 psi. Treated @ ave press of 2235 psi WI ave rate of 24.7 BPM. ISIP-2110 psi.
Leave pressure on well. Est 2396 BWTR.

See day 2(c)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 765 Starting oil rec to date: 0
Fluid_losurecovered today: 1631 Oil lost/recovered today:
Ending fluid to be recovered: 2396 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford service $550
Company: BJ Services BJ Services-LODC sds $42,413
Procedure or Equipment detail: LODC sands IPC frac water (piped) $300

19000 gals of pad IPC fuel gas $200
2000 gals WI 1 ppg of 20/40 sand PSI-LODC sds (est) $4,500
2000 gals WI 2 ppg of 20/40 sand Weatherford frac plug $2,750
3000 gals W/ 3 ppg of 20/40 sand IPC supervision $100
4000 gals W/ 4 ppg of 20/40 sand

8000 gals WI 5 ppg of 20/40 sand

10000 gals W/ 6 ppg of 20/40 sand

10000 gals WI7 ppg of 20/40 sand

5016 gals W/ 8 ppg of 20/40 sand

Flush WI 5502 gals of slick water
Max TP: 2672 Max Rate: 26 BPM Total fluid pmpd: 1631 bbis
Avg TP: 2235 Avg Rate: 24.7 BPM Total Prop pmpd: 249,000#

ISIP: 2110 5 min: 10 min: FG: .81 DAILYCOST: $50,813
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750'

BPISand PBTD: 5470'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
B2 sds 5284-5289' 4/20 CP .5 sds 5824-5828' 4/16
LODC sds 5551-5554' 2/6 CP1 sds 5866-5876' 4/40
LODC sds 5558-5588' 2/60 CP2 sds 5897-5900' 4/12
LODC sds 5606-5614' 2/16 CP2 sds 5905-5910' 4/20
LODC sds 5659-5684' 2/50 CP3 sds 5946-5952' 4/24
LODC sds 5688-5714' 2/52 CP3 sds 5973-5979' 4/24
LODC sds 5718-5724' 2/12

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 2110

Day 2(c):
RU PSI. Run Weatherford 5 1/2" composite flow-through frac plug & S' X 4" ported perf gun. Set plug @5470'. Perf

stage #3 (B2 sds) as follows: 5284-89' W/ 4 JSPF. All 1 run. RU BJ and frac B2 sds W/ 20,836# 20/40 sand in 264
bbls Viking 1-25 fluid. Perfs broke down @4154 psi. Treated @ave press of 2345 psi W/ ave rate of 25 BPM. ISIP-
1880 psi. RD BJ & WLT. Begin immediate flowback of CP, LODC and B2 fracs on 12/64 choke @ 1 BPM. Combined
frac load of 2513 bbls. Zones flowed 14 hrs & recovered 779 BTF (est 31% of combined frac loads). Well still flowing
small amount. Est 1881 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2396 Starting oil rec to date: 0
Fluid lost/recovered today: 515 Oil lost/recovered today:
Ending fluid to be recovered: 1881 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford frac plug $2,750
Company: BJ Services BJ Services-B2 sds $7,582
Procedure or Equipment detail: B2 sands IPC frac water (piped) $100

IPC fuel gas $100
1600 gals of pad PSl-B2 sds (est) $2,000
1250 gals W/ 1-5 ppg of 20/40 sand IPC flowback super $450
3034 gals W/ 5-8 ppg of 20/40 sand IPC supervision $100
Flush W/ 5208 gals of slick water

Max TP: 2797 Max Rate: 26.1 BPM Total fluid pmpd: 264 bbis
Avg TP: 2345 Avg Rate: 25 BPM Total Prop pmpd: 20,836#

ISIP: 1880 5 min: 10 min: FG: .79 DAILYCOST: $13,082
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750'

BPISand PBTD: 5470'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
B2 sds 5284-5289' 4/20 CP .5 sds 5824-5828' 4/16
LODC sds 5551-5554' 2/6 CP1 sds 5866-5876' 4/40
LODC sds 5558-5588' 2/60 CP2 sds 5897-5900' 4/12
LODC sds 5606-5614' 2/16 CP2 sds 5905-5910' 4/20
LODC sds 5659-5684' 2/50 CP3 sds 5946-5952' 4/24
LODC sds 5688-5714' 2/52 CP3 sds 5973-5979' 4/24
LODC sds 5718-5724' 2/12

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 2110

Day 2(c):
RU PSI. Run Weatherford 5 1/2" composite flow-through frac plug & S' X 4" ported perf gun. Set plug @5470'. Perf

stage #3 (B2 sds) as follows: 5284-89' W/ 4 JSPF. All 1 run. RU BJ and frac B2 sds W/ 20,836# 20/40 sand in 264
bbls Viking 1-25 fluid. Perfs broke down @4154 psi. Treated @ave press of 2345 psi W/ ave rate of 25 BPM. ISIP-
1880 psi. RD BJ & WLT. Begin immediate flowback of CP, LODC and B2 fracs on 12/64 choke @ 1 BPM. Combined
frac load of 2513 bbls. Zones flowed 14 hrs & recovered 779 BTF (est 31% of combined frac loads). Well still flowing
small amount. Est 1881 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2396 Starting oil rec to date: 0
Fluid lost/recovered today: 515 Oil lost/recovered today:
Ending fluid to be recovered: 1881 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford frac plug $2,750
Company: BJ Services BJ Services-B2 sds $7,582
Procedure or Equipment detail: B2 sands IPC frac water (piped) $100

IPC fuel gas $100
1600 gals of pad PSl-B2 sds (est) $2,000
1250 gals W/ 1-5 ppg of 20/40 sand IPC flowback super $450
3034 gals W/ 5-8 ppg of 20/40 sand IPC supervision $100
Flush W/ 5208 gals of slick water

Max TP: 2797 Max Rate: 26.1 BPM Total fluid pmpd: 264 bbis
Avg TP: 2345 Avg Rate: 25 BPM Total Prop pmpd: 20,836#

ISIP: 1880 5 min: 10 min: FG: .79 DAILYCOST: $13,082
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750'

BPISand PBTD: 5470'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
B2 sds 5284-5289' 4/20 CP .5 sds 5824-5828' 4/16
LODC sds 5551-5554' 2/6 CP1 sds 5866-5876' 4/40
LODC sds 5558-5588' 2/60 CP2 sds 5897-5900' 4/12
LODC sds 5606-5614' 2/16 CP2 sds 5905-5910' 4/20
LODC sds 5659-5684' 2/50 CP3 sds 5946-5952' 4/24
LODC sds 5688-5714' 2/52 CP3 sds 5973-5979' 4/24
LODC sds 5718-5724' 2/12

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 2110

Day 2(c):
RU PSI. Run Weatherford 5 1/2" composite flow-through frac plug & S' X 4" ported perf gun. Set plug @5470'. Perf

stage #3 (B2 sds) as follows: 5284-89' W/ 4 JSPF. All 1 run. RU BJ and frac B2 sds W/ 20,836# 20/40 sand in 264
bbls Viking 1-25 fluid. Perfs broke down @4154 psi. Treated @ave press of 2345 psi W/ ave rate of 25 BPM. ISIP-
1880 psi. RD BJ & WLT. Begin immediate flowback of CP, LODC and B2 fracs on 12/64 choke @ 1 BPM. Combined
frac load of 2513 bbls. Zones flowed 14 hrs & recovered 779 BTF (est 31% of combined frac loads). Well still flowing
small amount. Est 1881 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2396 Starting oil rec to date: 0
Fluid lost/recovered today: 515 Oil lost/recovered today:
Ending fluid to be recovered: 1881 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford frac plug $2,750
Company: BJ Services BJ Services-B2 sds $7,582
Procedure or Equipment detail: B2 sands IPC frac water (piped) $100

IPC fuel gas $100
1600 gals of pad PSl-B2 sds (est) $2,000
1250 gals W/ 1-5 ppg of 20/40 sand IPC flowback super $450
3034 gals W/ 5-8 ppg of 20/40 sand IPC supervision $100
Flush W/ 5208 gals of slick water

Max TP: 2797 Max Rate: 26.1 BPM Total fluid pmpd: 264 bbis
Avg TP: 2345 Avg Rate: 25 BPM Total Prop pmpd: 20,836#

ISIP: 1880 5 min: 10 min: FG: .79 DAILYCOST: $13,082
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 12, 2002 Completion Day: 02

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750'

BPISand PBTD: 5470'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
B2 sds 5284-5289' 4/20 CP .5 sds 5824-5828' 4/16
LODC sds 5551-5554' 2/6 CP1 sds 5866-5876' 4/40
LODC sds 5558-5588' 2/60 CP2 sds 5897-5900' 4/12
LODC sds 5606-5614' 2/16 CP2 sds 5905-5910' 4/20
LODC sds 5659-5684' 2/50 CP3 sds 5946-5952' 4/24
LODC sds 5688-5714' 2/52 CP3 sds 5973-5979' 4/24
LODC sds 5718-5724' 2/12

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 11, 2002 SITP: SICP: 2110

Day 2(c):
RU PSI. Run Weatherford 5 1/2" composite flow-through frac plug & S' X 4" ported perf gun. Set plug @5470'. Perf

stage #3 (B2 sds) as follows: 5284-89' W/ 4 JSPF. All 1 run. RU BJ and frac B2 sds W/ 20,836# 20/40 sand in 264
bbls Viking 1-25 fluid. Perfs broke down @4154 psi. Treated @ave press of 2345 psi W/ ave rate of 25 BPM. ISIP-
1880 psi. RD BJ & WLT. Begin immediate flowback of CP, LODC and B2 fracs on 12/64 choke @ 1 BPM. Combined
frac load of 2513 bbls. Zones flowed 14 hrs & recovered 779 BTF (est 31% of combined frac loads). Well still flowing
small amount. Est 1881 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2396 Starting oil rec to date: 0
Fluid lost/recovered today: 515 Oil lost/recovered today:
Ending fluid to be recovered: 1881 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford frac plug $2,750
Company: BJ Services BJ Services-B2 sds $7,582
Procedure or Equipment detail: B2 sands IPC frac water (piped) $100

IPC fuel gas $100
1600 gals of pad PSl-B2 sds (est) $2,000
1250 gals W/ 1-5 ppg of 20/40 sand IPC flowback super $450
3034 gals W/ 5-8 ppg of 20/40 sand IPC supervision $100
Flush W/ 5208 gals of slick water

Max TP: 2797 Max Rate: 26.1 BPM Total fluid pmpd: 264 bbis
Avg TP: 2345 Avg Rate: 25 BPM Total Prop pmpd: 20,836#

ISIP: 1880 5 min: 10 min: FG: .79 DAILYCOST: $13,082
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILYCOMPLETION REPORT § &\O
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 13, 2002 Completion Day: 03

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750',5470'

BP/Sand PBTD: 5020'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
DS2 sds 4851-4862' 4/44 LODC sds 5688-5714' 2/52
D1 sds 4943-4950' 4/28 LODC sds 5718-5724' 2/12
D1 sds 4956-4973' 4/68 CP .5 sds 5824-5828' 4/16
B2 sds 5284-5289' 4/20 CP1 sds 5866-5876' 4/40
LODC sds 5551-5554' 2/6 CP2 sds 5897-5900' 4/12
LODC sds 5558-5588' 2/60 CP2 sds 5905-5910' 4/20
LODC sds 5606-5614' 2/16 CP3 sds 5946-5952' 4/24
LODC sds 5659-5684' 2/50 CP3 sds 5973-5979' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 12, 2002 SITP: SICP: 0

Day 3(a):
Well still flowing approx. 1/4 BPM steady. RU PSI WLT. RIH W/ 11' X 4" ported perf gun. Ran down to 5030'

without problem. Pull up & shoot first interval of stage #4: DS2 sds @ 4851-62'. Then ran Weatherford 5 1/2"
composite flow-through frac plug & T perf gun. Set plug @ 5020'. Perf D1 sds @4943-50'. Run #3 perf'ed D1 sds @
4956-73'. All WI 4 JSPF. Well flowed approx. 30 BTF while perfing. RU BJ Services and frac D1 and DS2 sds WI
144,900# 20/40 sand in 960 bbls Viking I-25 fluid. Perfs broke down @2779 psi. Treated @ave press of 1870 psi Wl
ave rate of 25 BPM. ISIP-2250 psi. Leave pressure on well. Est 2811 BWTR.
See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1881 Starting oil rec to date: 0
Fluid_losurecovered today: 930 Oil lost/recovered today:
Ending fluid to be recovered: 2811 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford BOP $130
Company: BJ Services BJ Services-D sds $28,875
Procedure or Equipment detail: D1 and DS2 sands IPC frac water (piped) $200

IPC fuel gas $100
11500 gals of pad PSI-D sds $4,000
7500 gals W/ 1-5 ppg of 20/40 sand Weatherford frac plug $2,750
15000 gals W/ 5-8 ppg of 20/40 sand IPC supervision $100
1545 gals W/ 8 ppg of 20/40 sand

Flush WI 4767 gals of slick water

Max TP: 2366 Max Rate: 26 BPM Total fluid pmpd: 960 bbis
Avg TP: 1870 Avg Rate: 25 BPM Total Prop pmpd: 144,900#

ISIP: 2250 5 min: 10 min: FG: .89 DAILYCOST: $36,155
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT § &\O
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 13, 2002 Completion Day: 03

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750',5470'

BP/Sand PBTD: 5020'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
DS2 sds 4851-4862' 4/44 LODC sds 5688-5714' 2/52
D1 sds 4943-4950' 4/28 LODC sds 5718-5724' 2/12
D1 sds 4956-4973' 4/68 CP .5 sds 5824-5828' 4/16
B2 sds 5284-5289' 4/20 CP1 sds 5866-5876' 4/40
LODC sds 5551-5554' 2/6 CP2 sds 5897-5900' 4/12
LODC sds 5558-5588' 2/60 CP2 sds 5905-5910' 4/20
LODC sds 5606-5614' 2/16 CP3 sds 5946-5952' 4/24
LODC sds 5659-5684' 2/50 CP3 sds 5973-5979' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 12, 2002 SITP: SICP: 0

Day 3(a):
Well still flowing approx. 1/4 BPM steady. RU PSI WLT. RIH W/ 11' X 4" ported perf gun. Ran down to 5030'

without problem. Pull up & shoot first interval of stage #4: DS2 sds @ 4851-62'. Then ran Weatherford 5 1/2"
composite flow-through frac plug & T perf gun. Set plug @ 5020'. Perf D1 sds @4943-50'. Run #3 perf'ed D1 sds @
4956-73'. All WI 4 JSPF. Well flowed approx. 30 BTF while perfing. RU BJ Services and frac D1 and DS2 sds WI
144,900# 20/40 sand in 960 bbls Viking I-25 fluid. Perfs broke down @2779 psi. Treated @ave press of 1870 psi Wl
ave rate of 25 BPM. ISIP-2250 psi. Leave pressure on well. Est 2811 BWTR.
See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1881 Starting oil rec to date: 0
Fluid_losurecovered today: 930 Oil lost/recovered today:
Ending fluid to be recovered: 2811 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford BOP $130
Company: BJ Services BJ Services-D sds $28,875
Procedure or Equipment detail: D1 and DS2 sands IPC frac water (piped) $200

IPC fuel gas $100
11500 gals of pad PSI-D sds $4,000
7500 gals W/ 1-5 ppg of 20/40 sand Weatherford frac plug $2,750
15000 gals W/ 5-8 ppg of 20/40 sand IPC supervision $100
1545 gals W/ 8 ppg of 20/40 sand

Flush WI 4767 gals of slick water

Max TP: 2366 Max Rate: 26 BPM Total fluid pmpd: 960 bbis
Avg TP: 1870 Avg Rate: 25 BPM Total Prop pmpd: 144,900#

ISIP: 2250 5 min: 10 min: FG: .89 DAILYCOST: $36,155
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT § &\O
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 13, 2002 Completion Day: 03

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750',5470'

BP/Sand PBTD: 5020'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
DS2 sds 4851-4862' 4/44 LODC sds 5688-5714' 2/52
D1 sds 4943-4950' 4/28 LODC sds 5718-5724' 2/12
D1 sds 4956-4973' 4/68 CP .5 sds 5824-5828' 4/16
B2 sds 5284-5289' 4/20 CP1 sds 5866-5876' 4/40
LODC sds 5551-5554' 2/6 CP2 sds 5897-5900' 4/12
LODC sds 5558-5588' 2/60 CP2 sds 5905-5910' 4/20
LODC sds 5606-5614' 2/16 CP3 sds 5946-5952' 4/24
LODC sds 5659-5684' 2/50 CP3 sds 5973-5979' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 12, 2002 SITP: SICP: 0

Day 3(a):
Well still flowing approx. 1/4 BPM steady. RU PSI WLT. RIH W/ 11' X 4" ported perf gun. Ran down to 5030'

without problem. Pull up & shoot first interval of stage #4: DS2 sds @ 4851-62'. Then ran Weatherford 5 1/2"
composite flow-through frac plug & T perf gun. Set plug @ 5020'. Perf D1 sds @4943-50'. Run #3 perf'ed D1 sds @
4956-73'. All WI 4 JSPF. Well flowed approx. 30 BTF while perfing. RU BJ Services and frac D1 and DS2 sds WI
144,900# 20/40 sand in 960 bbls Viking I-25 fluid. Perfs broke down @2779 psi. Treated @ave press of 1870 psi Wl
ave rate of 25 BPM. ISIP-2250 psi. Leave pressure on well. Est 2811 BWTR.
See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1881 Starting oil rec to date: 0
Fluid_losurecovered today: 930 Oil lost/recovered today:
Ending fluid to be recovered: 2811 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford BOP $130
Company: BJ Services BJ Services-D sds $28,875
Procedure or Equipment detail: D1 and DS2 sands IPC frac water (piped) $200

IPC fuel gas $100
11500 gals of pad PSI-D sds $4,000
7500 gals W/ 1-5 ppg of 20/40 sand Weatherford frac plug $2,750
15000 gals W/ 5-8 ppg of 20/40 sand IPC supervision $100
1545 gals W/ 8 ppg of 20/40 sand

Flush WI 4767 gals of slick water

Max TP: 2366 Max Rate: 26 BPM Total fluid pmpd: 960 bbis
Avg TP: 1870 Avg Rate: 25 BPM Total Prop pmpd: 144,900#

ISIP: 2250 5 min: 10 min: FG: .89 DAILYCOST: $36,155
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT § &\O
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 13, 2002 Completion Day: 03

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 5750',5470'

BP/Sand PBTD: 5020'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
DS2 sds 4851-4862' 4/44 LODC sds 5688-5714' 2/52
D1 sds 4943-4950' 4/28 LODC sds 5718-5724' 2/12
D1 sds 4956-4973' 4/68 CP .5 sds 5824-5828' 4/16
B2 sds 5284-5289' 4/20 CP1 sds 5866-5876' 4/40
LODC sds 5551-5554' 2/6 CP2 sds 5897-5900' 4/12
LODC sds 5558-5588' 2/60 CP2 sds 5905-5910' 4/20
LODC sds 5606-5614' 2/16 CP3 sds 5946-5952' 4/24
LODC sds 5659-5684' 2/50 CP3 sds 5973-5979' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 12, 2002 SITP: SICP: 0

Day 3(a):
Well still flowing approx. 1/4 BPM steady. RU PSI WLT. RIH W/ 11' X 4" ported perf gun. Ran down to 5030'

without problem. Pull up & shoot first interval of stage #4: DS2 sds @ 4851-62'. Then ran Weatherford 5 1/2"
composite flow-through frac plug & T perf gun. Set plug @ 5020'. Perf D1 sds @4943-50'. Run #3 perf'ed D1 sds @
4956-73'. All WI 4 JSPF. Well flowed approx. 30 BTF while perfing. RU BJ Services and frac D1 and DS2 sds WI
144,900# 20/40 sand in 960 bbls Viking I-25 fluid. Perfs broke down @2779 psi. Treated @ave press of 1870 psi Wl
ave rate of 25 BPM. ISIP-2250 psi. Leave pressure on well. Est 2811 BWTR.
See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1881 Starting oil rec to date: 0
Fluid_losurecovered today: 930 Oil lost/recovered today:
Ending fluid to be recovered: 2811 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford BOP $130
Company: BJ Services BJ Services-D sds $28,875
Procedure or Equipment detail: D1 and DS2 sands IPC frac water (piped) $200

IPC fuel gas $100
11500 gals of pad PSI-D sds $4,000
7500 gals W/ 1-5 ppg of 20/40 sand Weatherford frac plug $2,750
15000 gals W/ 5-8 ppg of 20/40 sand IPC supervision $100
1545 gals W/ 8 ppg of 20/40 sand

Flush WI 4767 gals of slick water

Max TP: 2366 Max Rate: 26 BPM Total fluid pmpd: 960 bbis
Avg TP: 1870 Avg Rate: 25 BPM Total Prop pmpd: 144,900#

ISIP: 2250 5 min: 10 min: FG: .89 DAILYCOST: $36,155
Completion Supervisor: Gary Dietz TOTAL WELL COST:



SOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 13, 2002 Completion Day: 03

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5750',5470'

B_P/Sand PBTD: 5020',4710'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPF/#shots
PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
Di sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
Di sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 12, 2002 SITP: SICP: 2250

Day 3(b):
RU PSI WLT. RIH WI Weatherford 5 1/2" composite flow-through frac plug & 5' perf gun. Set plug @4710'. Perf

Stage #5 as follows: PB10 sds @ 4664-89' W/ 2 JSPF. 2 runs total. RU BJ and frac PB sds W/ 54,936# 20/40 sand
in 433 bbls Viking I-25 fluid. Perfs broke down @3173 psi. Treated @ave press of 1658 psi Wl ave rate of 25 BPM.
ISIP-2140 psi. RD BJ & WLT. Begin immediate flowback of D sd and PB frac on 12/64 choke @1 BPM. Combined
frac load of 1393 bbls. Zones flowed 8 1/4 hrs & died. Rec 468 BTF (est 34% of combined loads). SIFN W/ est
2776 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2811 Starting oil rec to date: 0
Fluid lost/recovered today: 35 Oil lost/recovered today:
Ending fluid to be recovered: 2776 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford service $550
Company: BJ Services BJ Services-PB sds $8,370
Procedure or Equipment detail: PB10 sands IPC frac water (piped) $100

IPC fuel gas $100
3900 gals of pad PSI-PB sds $3,428
2750 gals W/ 1-5 ppg of 20/40 sand Weatherford frac plug $2,750
5500 gals W/ 5-8 ppg of 20/40 sand IPC frac tks (10X6 days) $2,400
1456 gals WI 8 ppg of 20/40 sand IPC frac head rental $300
Flush Wl4578 gals of slickwater IPC flowback super $210

IPC supervision $100

Max TP: 2394 Max Rate: 25.7 BPM Total fluid pmpd: 433 bbis
Avg TP: 1658 Avg Rate: 25 BPM Total Prop pmpd: 54,936#

ISIP: 2140 5 min: 10 min: FG: .89 DAILYCOST: $18,308
Completion Supervisor: Gary Dietz TOTAL WELL COST:

SOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 13, 2002 Completion Day: 03

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5750',5470'

B_P/Sand PBTD: 5020',4710'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPF/#shots
PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
Di sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
Di sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 12, 2002 SITP: SICP: 2250

Day 3(b):
RU PSI WLT. RIH WI Weatherford 5 1/2" composite flow-through frac plug & 5' perf gun. Set plug @4710'. Perf

Stage #5 as follows: PB10 sds @ 4664-89' W/ 2 JSPF. 2 runs total. RU BJ and frac PB sds W/ 54,936# 20/40 sand
in 433 bbls Viking I-25 fluid. Perfs broke down @3173 psi. Treated @ave press of 1658 psi Wl ave rate of 25 BPM.
ISIP-2140 psi. RD BJ & WLT. Begin immediate flowback of D sd and PB frac on 12/64 choke @1 BPM. Combined
frac load of 1393 bbls. Zones flowed 8 1/4 hrs & died. Rec 468 BTF (est 34% of combined loads). SIFN W/ est
2776 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2811 Starting oil rec to date: 0
Fluid lost/recovered today: 35 Oil lost/recovered today:
Ending fluid to be recovered: 2776 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford service $550
Company: BJ Services BJ Services-PB sds $8,370
Procedure or Equipment detail: PB10 sands IPC frac water (piped) $100

IPC fuel gas $100
3900 gals of pad PSI-PB sds $3,428
2750 gals W/ 1-5 ppg of 20/40 sand Weatherford frac plug $2,750
5500 gals W/ 5-8 ppg of 20/40 sand IPC frac tks (10X6 days) $2,400
1456 gals WI 8 ppg of 20/40 sand IPC frac head rental $300
Flush Wl4578 gals of slickwater IPC flowback super $210

IPC supervision $100

Max TP: 2394 Max Rate: 25.7 BPM Total fluid pmpd: 433 bbis
Avg TP: 1658 Avg Rate: 25 BPM Total Prop pmpd: 54,936#

ISIP: 2140 5 min: 10 min: FG: .89 DAILYCOST: $18,308
Completion Supervisor: Gary Dietz TOTAL WELL COST:

SOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 13, 2002 Completion Day: 03

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5750',5470'

B_P/Sand PBTD: 5020',4710'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPF/#shots
PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
Di sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
Di sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 12, 2002 SITP: SICP: 2250

Day 3(b):
RU PSI WLT. RIH WI Weatherford 5 1/2" composite flow-through frac plug & 5' perf gun. Set plug @4710'. Perf

Stage #5 as follows: PB10 sds @ 4664-89' W/ 2 JSPF. 2 runs total. RU BJ and frac PB sds W/ 54,936# 20/40 sand
in 433 bbls Viking I-25 fluid. Perfs broke down @3173 psi. Treated @ave press of 1658 psi Wl ave rate of 25 BPM.
ISIP-2140 psi. RD BJ & WLT. Begin immediate flowback of D sd and PB frac on 12/64 choke @1 BPM. Combined
frac load of 1393 bbls. Zones flowed 8 1/4 hrs & died. Rec 468 BTF (est 34% of combined loads). SIFN W/ est
2776 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2811 Starting oil rec to date: 0
Fluid lost/recovered today: 35 Oil lost/recovered today:
Ending fluid to be recovered: 2776 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford service $550
Company: BJ Services BJ Services-PB sds $8,370
Procedure or Equipment detail: PB10 sands IPC frac water (piped) $100

IPC fuel gas $100
3900 gals of pad PSI-PB sds $3,428
2750 gals W/ 1-5 ppg of 20/40 sand Weatherford frac plug $2,750
5500 gals W/ 5-8 ppg of 20/40 sand IPC frac tks (10X6 days) $2,400
1456 gals WI 8 ppg of 20/40 sand IPC frac head rental $300
Flush Wl4578 gals of slickwater IPC flowback super $210

IPC supervision $100

Max TP: 2394 Max Rate: 25.7 BPM Total fluid pmpd: 433 bbis
Avg TP: 1658 Avg Rate: 25 BPM Total Prop pmpd: 54,936#

ISIP: 2140 5 min: 10 min: FG: .89 DAILYCOST: $18,308
Completion Supervisor: Gary Dietz TOTAL WELL COST:

SOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 13, 2002 Completion Day: 03

Present Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5750',5470'

B_P/Sand PBTD: 5020',4710'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPF/#shots
PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
Di sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
Di sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 12, 2002 SITP: SICP: 2250

Day 3(b):
RU PSI WLT. RIH WI Weatherford 5 1/2" composite flow-through frac plug & 5' perf gun. Set plug @4710'. Perf

Stage #5 as follows: PB10 sds @ 4664-89' W/ 2 JSPF. 2 runs total. RU BJ and frac PB sds W/ 54,936# 20/40 sand
in 433 bbls Viking I-25 fluid. Perfs broke down @3173 psi. Treated @ave press of 1658 psi Wl ave rate of 25 BPM.
ISIP-2140 psi. RD BJ & WLT. Begin immediate flowback of D sd and PB frac on 12/64 choke @1 BPM. Combined
frac load of 1393 bbls. Zones flowed 8 1/4 hrs & died. Rec 468 BTF (est 34% of combined loads). SIFN W/ est
2776 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2811 Starting oil rec to date: 0
Fluid lost/recovered today: 35 Oil lost/recovered today:
Ending fluid to be recovered: 2776 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Weatherford service $550
Company: BJ Services BJ Services-PB sds $8,370
Procedure or Equipment detail: PB10 sands IPC frac water (piped) $100

IPC fuel gas $100
3900 gals of pad PSI-PB sds $3,428
2750 gals W/ 1-5 ppg of 20/40 sand Weatherford frac plug $2,750
5500 gals W/ 5-8 ppg of 20/40 sand IPC frac tks (10X6 days) $2,400
1456 gals WI 8 ppg of 20/40 sand IPC frac head rental $300
Flush Wl4578 gals of slickwater IPC flowback super $210

IPC supervision $100

Max TP: 2394 Max Rate: 25.7 BPM Total fluid pmpd: 433 bbis
Avg TP: 1658 Avg Rate: 25 BPM Total Prop pmpd: 54,936#

ISIP: 2140 5 min: 10 min: FG: .89 DAILYCOST: $18,308
Completion Supervisor: Gary Dietz TOTAL WELL COST:



DA1LYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 14, 2002 Completion Day: 04

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5653' BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
Di sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 13, 2002 SITP: SICP: 300

MIRU Pennant #18. Bleed well off--rec est 10 BTF (traceof oil & gas). Well still flowing small amount. ND Cameron
BOP & X-out tbg heads. NU Schaeffer BOP. Talley, drift, PU & TIH WI new Varel 4 3/4" toothbit, bit sub & 2 7/8 8rd
6.5# J-55 tbg.Tbg displaced & well flowed est 31 BW on TlH. Tag composite plug @4710'. RU power swivel. Drill
through plug in 10 minutes. Continue swivellingjts in hole. Tag fill @4997'. CIO fill to plug @ 5020'. Drillthrough
plug in 8 minutes. Continue swivelling jts in hole to plug @ 5470'. Drill through plug in 25 minutes. Continue
swivelling in hole. Tag fill@5687'. CIO fillto plug @5750'. Drillthrough plug in 12 minutes. Continue swivelling in
hole to 5906'. Circ hole clean. Lost no fluid today. RD swivel. Pull EOT to 5653'. SIFN W/ est 2735 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2776 Starting oil rec to date: 0
Fluid lost/recovered today: 41 Oil lost/recovered today:
Ending fluid to be recovered: 2735 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Pennant rig $3,556
Company: Weatherford BOP $130
Procedure or Equipment detail: TMT water transfer $500

TMT water disposal $1,300
Aztec 2 7/8 J-55 tbg $19,024

Four Star swivel $550
IPC trucking $200

Rocky Mt. TOC $260
Varel tooth bit $450

Hagman trucking $700
IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $26,870
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DA1LYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 14, 2002 Completion Day: 04

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5653' BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
Di sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 13, 2002 SITP: SICP: 300

MIRU Pennant #18. Bleed well off--rec est 10 BTF (traceof oil & gas). Well still flowing small amount. ND Cameron
BOP & X-out tbg heads. NU Schaeffer BOP. Talley, drift, PU & TIH WI new Varel 4 3/4" toothbit, bit sub & 2 7/8 8rd
6.5# J-55 tbg.Tbg displaced & well flowed est 31 BW on TlH. Tag composite plug @4710'. RU power swivel. Drill
through plug in 10 minutes. Continue swivellingjts in hole. Tag fill @4997'. CIO fill to plug @ 5020'. Drillthrough
plug in 8 minutes. Continue swivelling jts in hole to plug @ 5470'. Drill through plug in 25 minutes. Continue
swivelling in hole. Tag fill@5687'. CIO fillto plug @5750'. Drillthrough plug in 12 minutes. Continue swivelling in
hole to 5906'. Circ hole clean. Lost no fluid today. RD swivel. Pull EOT to 5653'. SIFN W/ est 2735 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2776 Starting oil rec to date: 0
Fluid lost/recovered today: 41 Oil lost/recovered today:
Ending fluid to be recovered: 2735 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Pennant rig $3,556
Company: Weatherford BOP $130
Procedure or Equipment detail: TMT water transfer $500

TMT water disposal $1,300
Aztec 2 7/8 J-55 tbg $19,024

Four Star swivel $550
IPC trucking $200

Rocky Mt. TOC $260
Varel tooth bit $450

Hagman trucking $700
IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $26,870
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DA1LYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 14, 2002 Completion Day: 04

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5653' BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
Di sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 13, 2002 SITP: SICP: 300

MIRU Pennant #18. Bleed well off--rec est 10 BTF (traceof oil & gas). Well still flowing small amount. ND Cameron
BOP & X-out tbg heads. NU Schaeffer BOP. Talley, drift, PU & TIH WI new Varel 4 3/4" toothbit, bit sub & 2 7/8 8rd
6.5# J-55 tbg.Tbg displaced & well flowed est 31 BW on TlH. Tag composite plug @4710'. RU power swivel. Drill
through plug in 10 minutes. Continue swivellingjts in hole. Tag fill @4997'. CIO fill to plug @ 5020'. Drillthrough
plug in 8 minutes. Continue swivelling jts in hole to plug @ 5470'. Drill through plug in 25 minutes. Continue
swivelling in hole. Tag fill@5687'. CIO fillto plug @5750'. Drillthrough plug in 12 minutes. Continue swivelling in
hole to 5906'. Circ hole clean. Lost no fluid today. RD swivel. Pull EOT to 5653'. SIFN W/ est 2735 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2776 Starting oil rec to date: 0
Fluid lost/recovered today: 41 Oil lost/recovered today:
Ending fluid to be recovered: 2735 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Pennant rig $3,556
Company: Weatherford BOP $130
Procedure or Equipment detail: TMT water transfer $500

TMT water disposal $1,300
Aztec 2 7/8 J-55 tbg $19,024

Four Star swivel $550
IPC trucking $200

Rocky Mt. TOC $260
Varel tooth bit $450

Hagman trucking $700
IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $26,870
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DA1LYCOMPLETION REPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 14, 2002 Completion Day: 04

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6135' W.L.
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5653' BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
Di sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 13, 2002 SITP: SICP: 300

MIRU Pennant #18. Bleed well off--rec est 10 BTF (traceof oil & gas). Well still flowing small amount. ND Cameron
BOP & X-out tbg heads. NU Schaeffer BOP. Talley, drift, PU & TIH WI new Varel 4 3/4" toothbit, bit sub & 2 7/8 8rd
6.5# J-55 tbg.Tbg displaced & well flowed est 31 BW on TlH. Tag composite plug @4710'. RU power swivel. Drill
through plug in 10 minutes. Continue swivellingjts in hole. Tag fill @4997'. CIO fill to plug @ 5020'. Drillthrough
plug in 8 minutes. Continue swivelling jts in hole to plug @ 5470'. Drill through plug in 25 minutes. Continue
swivelling in hole. Tag fill@5687'. CIO fillto plug @5750'. Drillthrough plug in 12 minutes. Continue swivelling in
hole to 5906'. Circ hole clean. Lost no fluid today. RD swivel. Pull EOT to 5653'. SIFN W/ est 2735 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2776 Starting oil rec to date: 0
Fluid lost/recovered today: 41 Oil lost/recovered today:
Ending fluid to be recovered: 2735 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Pennant rig $3,556
Company: Weatherford BOP $130
Procedure or Equipment detail: TMT water transfer $500

TMT water disposal $1,300
Aztec 2 7/8 J-55 tbg $19,024

Four Star swivel $550
IPC trucking $200

Rocky Mt. TOC $260
Varel tooth bit $450

Hagman trucking $700
IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $26,870
Completion Supervisor: Gary Dietz TOTAL WELL COST:



DAILYCOMPLETIONREPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 15, 2002 Completion Day: 05

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 6061' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714" 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 14, 2002 SITP: 20 SICP: 100

Bleed pressure off well (flowing small amount). TIH W/ bit & tbg fl 5653'. Tag fill @ 5886' (20' fill overnight). RU
circulatingequipment and CIO fill to PBTD @6185'. Circ hole clean WI no fluid loss. Pull EOT to 6061'. RU swab
equipment. IFL @ sfc. Made 8 swb runs rec 240 BTF W/ tr oil, light gas & large trace of sand. FFL @800'. SIFN
W/ est 2495 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2735 Starting oil rec to date: 0
Fluid lost/recovered today: 240 Oil lost/recovered today:
Ending fluid to be recovered: 2495 Cum oil recovered: 0

IFL: sfc FFL: 800' FTP: Choke: Final Fluid Rate: Final oil cut: tr

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Pennant rig $2,837
Company: Weatherford BOP $130
Procedure or Equipment detail: IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $3,167
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPLETIONREPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 15, 2002 Completion Day: 05

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 6061' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714" 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 14, 2002 SITP: 20 SICP: 100

Bleed pressure off well (flowing small amount). TIH W/ bit & tbg fl 5653'. Tag fill @ 5886' (20' fill overnight). RU
circulatingequipment and CIO fill to PBTD @6185'. Circ hole clean WI no fluid loss. Pull EOT to 6061'. RU swab
equipment. IFL @ sfc. Made 8 swb runs rec 240 BTF W/ tr oil, light gas & large trace of sand. FFL @800'. SIFN
W/ est 2495 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2735 Starting oil rec to date: 0
Fluid lost/recovered today: 240 Oil lost/recovered today:
Ending fluid to be recovered: 2495 Cum oil recovered: 0

IFL: sfc FFL: 800' FTP: Choke: Final Fluid Rate: Final oil cut: tr

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Pennant rig $2,837
Company: Weatherford BOP $130
Procedure or Equipment detail: IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $3,167
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPLETIONREPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 15, 2002 Completion Day: 05

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 6061' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714" 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 14, 2002 SITP: 20 SICP: 100

Bleed pressure off well (flowing small amount). TIH W/ bit & tbg fl 5653'. Tag fill @ 5886' (20' fill overnight). RU
circulatingequipment and CIO fill to PBTD @6185'. Circ hole clean WI no fluid loss. Pull EOT to 6061'. RU swab
equipment. IFL @ sfc. Made 8 swb runs rec 240 BTF W/ tr oil, light gas & large trace of sand. FFL @800'. SIFN
W/ est 2495 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2735 Starting oil rec to date: 0
Fluid lost/recovered today: 240 Oil lost/recovered today:
Ending fluid to be recovered: 2495 Cum oil recovered: 0

IFL: sfc FFL: 800' FTP: Choke: Final Fluid Rate: Final oil cut: tr

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Pennant rig $2,837
Company: Weatherford BOP $130
Procedure or Equipment detail: IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $3,167
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPLETIONREPORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 15, 2002 Completion Day: 05

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 6061' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714" 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 14, 2002 SITP: 20 SICP: 100

Bleed pressure off well (flowing small amount). TIH W/ bit & tbg fl 5653'. Tag fill @ 5886' (20' fill overnight). RU
circulatingequipment and CIO fill to PBTD @6185'. Circ hole clean WI no fluid loss. Pull EOT to 6061'. RU swab
equipment. IFL @ sfc. Made 8 swb runs rec 240 BTF W/ tr oil, light gas & large trace of sand. FFL @800'. SIFN
W/ est 2495 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2735 Starting oil rec to date: 0
Fluid lost/recovered today: 240 Oil lost/recovered today:
Ending fluid to be recovered: 2495 Cum oil recovered: 0

IFL: sfc FFL: 800' FTP: Choke: Final Fluid Rate: Final oil cut: tr

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Pennant rig $2,837
Company: Weatherford BOP $130
Procedure or Equipment detail: IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $3,167
Completion Supervisor: Gary Dietz TOTAL WELL COST:



DAILYCOM LET O

NR

PORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 17, 2002 Completion Day: 06

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ . 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl @: 6061' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 16, 2002 SITP: 300 SICP: 250

Bleed pressure off well (flowing small amount). RU swab equipment. IFL @ sfc. Made 16 swb runs rec 422 BTF
With 398.2 bbls water & 23.8 bbls oil recovered .FFL @1200'. AFL of 1,000'.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2495 Starting oil rec to date: 0
Fluid lost/recovered today: 398 Oil lost/recovered today: 24
Ending fluid to be recovered: 2097 Cum oil recovered: 24

IFL: sfc FFL: 1200' FTP: Choke: Final Fluid Rate: Final oil cut: 5%

COSTS
10/KB Pennant rig $2,750
192 jt's J-55 27/8" TBG Weatherford BOP $130
X-O wl 43/4" bit IPC supervision $200

DAILYCOST: $3,080
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILYCOM LET O

NR

PORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 17, 2002 Completion Day: 06

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ . 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl @: 6061' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 16, 2002 SITP: 300 SICP: 250

Bleed pressure off well (flowing small amount). RU swab equipment. IFL @ sfc. Made 16 swb runs rec 422 BTF
With 398.2 bbls water & 23.8 bbls oil recovered .FFL @1200'. AFL of 1,000'.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2495 Starting oil rec to date: 0
Fluid lost/recovered today: 398 Oil lost/recovered today: 24
Ending fluid to be recovered: 2097 Cum oil recovered: 24

IFL: sfc FFL: 1200' FTP: Choke: Final Fluid Rate: Final oil cut: 5%

COSTS
10/KB Pennant rig $2,750
192 jt's J-55 27/8" TBG Weatherford BOP $130
X-O wl 43/4" bit IPC supervision $200

DAILYCOST: $3,080
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILYCOM LET O

NR

PORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 17, 2002 Completion Day: 06

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ . 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl @: 6061' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 16, 2002 SITP: 300 SICP: 250

Bleed pressure off well (flowing small amount). RU swab equipment. IFL @ sfc. Made 16 swb runs rec 422 BTF
With 398.2 bbls water & 23.8 bbls oil recovered .FFL @1200'. AFL of 1,000'.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2495 Starting oil rec to date: 0
Fluid lost/recovered today: 398 Oil lost/recovered today: 24
Ending fluid to be recovered: 2097 Cum oil recovered: 24

IFL: sfc FFL: 1200' FTP: Choke: Final Fluid Rate: Final oil cut: 5%

COSTS
10/KB Pennant rig $2,750
192 jt's J-55 27/8" TBG Weatherford BOP $130
X-O wl 43/4" bit IPC supervision $200

DAILYCOST: $3,080
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILYCOM LET O

NR

PORT
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 17, 2002 Completion Day: 06

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ . 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl @: 6061' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 16, 2002 SITP: 300 SICP: 250

Bleed pressure off well (flowing small amount). RU swab equipment. IFL @ sfc. Made 16 swb runs rec 422 BTF
With 398.2 bbls water & 23.8 bbls oil recovered .FFL @1200'. AFL of 1,000'.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2495 Starting oil rec to date: 0
Fluid lost/recovered today: 398 Oil lost/recovered today: 24
Ending fluid to be recovered: 2097 Cum oil recovered: 24

IFL: sfc FFL: 1200' FTP: Choke: Final Fluid Rate: Final oil cut: 5%

COSTS
10/KB Pennant rig $2,750
192 jt's J-55 27/8" TBG Weatherford BOP $130
X-O wl 43/4" bit IPC supervision $200

DAILYCOST: $3,080
Completion Supervisor: Pat Wisener TOTAL WELL COST:



DAILYCOMPLETION REPORT \Ô
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 18, 2002 Completion Day: 07

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOJ·@: 6041' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 17, 2002 SITP: 150 SICP: 200

Bleed pressure off well. TIH wl work string. Tag sand @6155' ( 30' of fill. ) Rig up and clean out to PBTD of 6185'.
Lay down excess tbg.TOH with tbg & drill bit. MU production BHA as listed below. TlH with same. Set tbg anchor w/
15,000#'s tension. Nipple down Bop's. Nipple up B-1. PU & prime Axelson pump. TIH with Revised rod string as listed
below. Seat pump. Space out rods. Rig up pumping unit. Fill tbg w/ 1bbl water. Stroke to 1,000 psi. Place on
production @6:30 pm @85" SL &5 SPM.

Est 2247 bbls water to recover.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2097 Starting oil rec to date: 24
Fluid lost/recovered today: 150 Oil lost/recovered today: 20
Ending fluid to be recovered: 2247 Cum oil recovered: 44

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
KBI 10' Pennant rig $3,058

189 Jt's27/8"J-55tbg(5932.0') 11/2"×22' polish Rod Weatherford BOP $130
TA 2.80' @5942.0'lKB 1-8', 1-6', 1-2', X 3/4 pony=16' IPC supervision $200

1 Jt's27/8"J-55tbg (31.42') 100 3/4" New Scrapered Rod's IPC tank batt $77,000
SN 1.10' @ 5976.22'lKB 122 3/4" B grade plain Rod's Water disposal $2,000

2 Jt's27/8"J-55tbg (62.85') 10 3/4" New Scrapered Rod's Rod string $7,985
NC .45 EOT @6040.62'lKB 6 11/2"New WT bars Axelson pump & TA $1,400

21/2"X 11/2"x 16' RHAC IPC clean up $200
Axelson Pump Pit reclamation $1,000

DAILYCOST: $92,973
Completion Supervisor: Ray Herrera TOTAL WELL COST:

DAILYCOMPLETION REPORT \Ô
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 18, 2002 Completion Day: 07

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOJ·@: 6041' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 17, 2002 SITP: 150 SICP: 200

Bleed pressure off well. TIH wl work string. Tag sand @6155' ( 30' of fill. ) Rig up and clean out to PBTD of 6185'.
Lay down excess tbg.TOH with tbg & drill bit. MU production BHA as listed below. TlH with same. Set tbg anchor w/
15,000#'s tension. Nipple down Bop's. Nipple up B-1. PU & prime Axelson pump. TIH with Revised rod string as listed
below. Seat pump. Space out rods. Rig up pumping unit. Fill tbg w/ 1bbl water. Stroke to 1,000 psi. Place on
production @6:30 pm @85" SL &5 SPM.

Est 2247 bbls water to recover.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2097 Starting oil rec to date: 24
Fluid lost/recovered today: 150 Oil lost/recovered today: 20
Ending fluid to be recovered: 2247 Cum oil recovered: 44

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
KBI 10' Pennant rig $3,058

189 Jt's27/8"J-55tbg(5932.0') 11/2"×22' polish Rod Weatherford BOP $130
TA 2.80' @5942.0'lKB 1-8', 1-6', 1-2', X 3/4 pony=16' IPC supervision $200

1 Jt's27/8"J-55tbg (31.42') 100 3/4" New Scrapered Rod's IPC tank batt $77,000
SN 1.10' @ 5976.22'lKB 122 3/4" B grade plain Rod's Water disposal $2,000

2 Jt's27/8"J-55tbg (62.85') 10 3/4" New Scrapered Rod's Rod string $7,985
NC .45 EOT @6040.62'lKB 6 11/2"New WT bars Axelson pump & TA $1,400

21/2"X 11/2"x 16' RHAC IPC clean up $200
Axelson Pump Pit reclamation $1,000

DAILYCOST: $92,973
Completion Supervisor: Ray Herrera TOTAL WELL COST:

DAILYCOMPLETION REPORT \Ô
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 18, 2002 Completion Day: 07

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOJ·@: 6041' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 17, 2002 SITP: 150 SICP: 200

Bleed pressure off well. TIH wl work string. Tag sand @6155' ( 30' of fill. ) Rig up and clean out to PBTD of 6185'.
Lay down excess tbg.TOH with tbg & drill bit. MU production BHA as listed below. TlH with same. Set tbg anchor w/
15,000#'s tension. Nipple down Bop's. Nipple up B-1. PU & prime Axelson pump. TIH with Revised rod string as listed
below. Seat pump. Space out rods. Rig up pumping unit. Fill tbg w/ 1bbl water. Stroke to 1,000 psi. Place on
production @6:30 pm @85" SL &5 SPM.

Est 2247 bbls water to recover.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2097 Starting oil rec to date: 24
Fluid lost/recovered today: 150 Oil lost/recovered today: 20
Ending fluid to be recovered: 2247 Cum oil recovered: 44

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
KBI 10' Pennant rig $3,058

189 Jt's27/8"J-55tbg(5932.0') 11/2"×22' polish Rod Weatherford BOP $130
TA 2.80' @5942.0'lKB 1-8', 1-6', 1-2', X 3/4 pony=16' IPC supervision $200

1 Jt's27/8"J-55tbg (31.42') 100 3/4" New Scrapered Rod's IPC tank batt $77,000
SN 1.10' @ 5976.22'lKB 122 3/4" B grade plain Rod's Water disposal $2,000

2 Jt's27/8"J-55tbg (62.85') 10 3/4" New Scrapered Rod's Rod string $7,985
NC .45 EOT @6040.62'lKB 6 11/2"New WT bars Axelson pump & TA $1,400

21/2"X 11/2"x 16' RHAC IPC clean up $200
Axelson Pump Pit reclamation $1,000

DAILYCOST: $92,973
Completion Supervisor: Ray Herrera TOTAL WELL COST:

DAILYCOMPLETION REPORT \Ô
WELL NAME: Wells Draw 14a-34-8-16 Report Date: Sept. 18, 2002 Completion Day: 07

Present Operation: Completion Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 314' Prod Csg: 5 1/2 Wt: 15.5# @ 6206' Csg PBTD: 6185'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOJ·@: 6041' BPISand PBTD: 6185'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

PB10 sds 4664-4689' 2/50 LODC sds 5688-5714' 2/52
DS2 sds 4851-4862' 4/44 LODC sds 5718-5724' 2/12
D1 sds 4943-4950' 4/28 CP .5 sds 5824-5828' 4/16
D1 sds 4956-4973' 4/68 CP1 sds 5866-5876' 4/40
B2 sds 5284-5289' 4/20 CP2 sds 5897-5900' 4/12
LODC sds 5551-5554' 2/6 CP2 sds 5905-5910' 4/20
LODC sds 5558-5588' 2/60 CP3 sds 5946-5952' 4/24
LODC sds 5606-5614' 2/16 CP3 sds 5973-5979' 4/24
LODC sds 5659-5684' 2/50

CHRONOLOGICAL OPERATIONS
Date Work Performed: Sept. 17, 2002 SITP: 150 SICP: 200

Bleed pressure off well. TIH wl work string. Tag sand @6155' ( 30' of fill. ) Rig up and clean out to PBTD of 6185'.
Lay down excess tbg.TOH with tbg & drill bit. MU production BHA as listed below. TlH with same. Set tbg anchor w/
15,000#'s tension. Nipple down Bop's. Nipple up B-1. PU & prime Axelson pump. TIH with Revised rod string as listed
below. Seat pump. Space out rods. Rig up pumping unit. Fill tbg w/ 1bbl water. Stroke to 1,000 psi. Place on
production @6:30 pm @85" SL &5 SPM.

Est 2247 bbls water to recover.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2097 Starting oil rec to date: 24
Fluid lost/recovered today: 150 Oil lost/recovered today: 20
Ending fluid to be recovered: 2247 Cum oil recovered: 44

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
KBI 10' Pennant rig $3,058

189 Jt's27/8"J-55tbg(5932.0') 11/2"×22' polish Rod Weatherford BOP $130
TA 2.80' @5942.0'lKB 1-8', 1-6', 1-2', X 3/4 pony=16' IPC supervision $200

1 Jt's27/8"J-55tbg (31.42') 100 3/4" New Scrapered Rod's IPC tank batt $77,000
SN 1.10' @ 5976.22'lKB 122 3/4" B grade plain Rod's Water disposal $2,000

2 Jt's27/8"J-55tbg (62.85') 10 3/4" New Scrapered Rod's Rod string $7,985
NC .45 EOT @6040.62'lKB 6 11/2"New WT bars Axelson pump & TA $1,400

21/2"X 11/2"x 16' RHAC IPC clean up $200
Axelson Pump Pit reclamation $1,000

DAILYCOST: $92,973
Completion Supervisor: Ray Herrera TOTAL WELL COST:



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4614'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 176' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below Mahogany Oil Shale

4. Plug #3 120' balance plug using 14 sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Perforate 4 JSPF @364'

6. Plug #4 Circulate 100 sx Class "G" Cement 5-1/2" casing and up the 5-1/2" x 8-5/8"
annulus

The approximate cost to plug and abandon this well is $59,344.
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Wells Draw 14A-34-8-16 Mac M
Spud Date: 8/15/2002 Initial Production: 18 BOPD,
Put on Production:9/17/2002 Proposed P & A 5.5 MCFD, 74 BWPD
GL: 5650' KB: 5660' Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55 Circulate 102 sx Class "G" Cement down 5-1/2" casing and up
WEIGHT: 24# the 5-1/2" x 8-5/8" annulus

LENGTH: 7 jts. (306.12')

DEPTH LANDED: 314.12' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 145 sxs Class "G" cmt, est 3 bb1scmt to surf

Casing Shoe @314'

i Perforate 4 JSPF @364'

Cement Top @500 -

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 140 jts. (6208.51')

DEPTH LANDED: 6206.11' KB -------

HOLE SIZE: 7-7/8" 120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below

CEMENT DATA: 325 sxs Prem. Lite 11mixed & 450 sxs 50/50 POZ. (1651'-177]')

CEMENT TOP AT: 500'

176' balance plug using 20 sx Class "G" cement
50' above Trona-Bird's Nest extending 50'
below Mahogany Oil Shale (3056'-3232')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4614'

4664'-4689'

485 l'-4862'

4943'-4950'
49563-4973'

5284'-5289'
55513-5554'

5558'-5588'
5606'-5614'

5659'-5684'

5688'-5714'
5718'-5724'

5824'-5828'

5866'-5876'
5897'-5900'

5905'-5910'

5946'-5952'
-2 5973'-5979'

Top of Fill @6160'

NEWFIELD
/ \

SHOE @ 06'

Wells Draw Unit 14A-34-8-16
729' FSL & 1963' FWL
SE/SW Section 34-T8S-R16E
Duchesne Co, Utah
API #43-013-32330; Lease #UTU-47171
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FORM 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR o o

BUREAUOF LANDMANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-47171Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

WELLS DRAW UNIT
1. Type of Well

Oil Well Ü Gas Well Ü Other 8. Well Name and No.
2. Name of Operator WELLS DRAW 14A-34-8-16

NEWFIELD PRODUCTION COMPANY PI Ell a
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332330

Myton, UT 84052 435 646 3721 10 Field and Pool or Exploratorv Area
4. Location of Well (Footage, Sec., 7, R., M., or Survey Description) MONUMENT BUTTE

729 FSL 1963 FWL 11. County or Parish, State

SESW Section 34 TSSR16E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off
Notice of Intent O Alter casing O Fracture Treat Q Reclamation Q Well Integrity
Subsequent Report Q Casing Repair Q New Construction Q Recomplete Other

O Change Plans O Plug & Abandon Q Temporarily Abandon
Final Abandonment Convert to Injector O Plug Back O Water Disposal

13. Describe Proposed or Completed Operation: (Clearlystate all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shallbe filed only after all requirements, includingreclamation, have been completed, and the operator has determinedthat the site is ready for final
inspection.)

Newfield Production proposes to convert the above mentioned well from a producing oil well to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Sign
ucrSund . Da0Reg031atoryAnalyst

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedby Title Date
Conditionsof approval, if any, are attached. Approval ofthis notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subject lease Office
which would entitle the avolicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious and fraudulentstatementsor representations as to any matter within its iurisdiction
(Imtructions on page
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BEFORE THE DIVISION OF OlL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-355

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR ADMINISTRATIVE
APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 24, 26, 27, 34, 35, 36; TOWNSHIP 8 SOUTH, RANGE 16
EAST, DUCHESNE COUNTY, UTAH, AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an informal
adjudicative proceeding to consider the application of Newfield Production Company for administrative approval
of the following wells:
Hawkeye Unit:
Boll Weevil 26-13-8-16 well located in NW/4 SW/4, Section 26, Township 8 South, Range 16 East
Monument Butte Federal NE 14-26-8-16 well located in SE/4 SW/4, Section 26, Township 8 South, Range 16 East
Monument Butte Unit:
Monument Butte Federal 2-34-8-16 well located in NW/4 NE/4, Section 34,Township 8 South, Range 16 East
Monument Federal 10-34-8-16 well located in NW/4 SE/4, Section 34, Township 8 South, Range 16 East
Monument Butte Federal 16-34-8-16 well located in SE/4 SE/4, Section 34, Township 8 South, Range 16 East
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DIVISION OF OIL, GAS & MINING

Gil Hunt
Associate
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Cause No. UIC-355

Publication Notices were sent to the following:

Newfield Production Company Bruce Suchomel
1001 17th Street, Suite 2000 US EPA Region 8
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1595 Wynkoop Street
Uintah Basin Standard Denver, CO 80202-1129
268 South 200 East
Roosevelt, UT 84066 Newfield Production Company
via Email ubs ubstandard.com Rt 3 Box 3630

Myton UT 84052
Salt Lake Tribune
PO Box 45838 SITLA
Salt Lake City, UT 84145 675 East 500 South
via Email naclegal@mediaoneutah.com Salt Lake City, UT 84102-2818
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Page I of I
ÍcanSweet - RE: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

Froni: "NAC Legal" <naclegal mediaoneutah.com>
To: '"Jean Sweet"' <jsweet@utah.gov>

Date: 9/29/2009 1:34 PM
Subject: RE: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

Ad #502572 is scheduled to run October 2 and the total charge is $215.00. Please
check the ad in the paper.

Thank you,

Lynn Valdez
MediaOne of Utah,
a Newspaper Agency Company
4770 South 5600 West
West Valley City, Utah 84118
Ph.: 801-237-2720
Email: naclegal@mediaoneutah.com

From: Jean Sweet [mailto:jsweet@utah.gov]
Sent: Tuesday, September 29, 2009 10:01 AM
To: naclegal@mediaoneutah.com
Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

To whom it may concern:

Attached is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notify me via e-mail of the date it will be published. My e-mail address is:
isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, ExecutiveSecretary
Utah Div.of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
Lsweet@uta]Lgov
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT ExecutiveDirector

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

September 28, 2009

VIA E-MAIL: naclegal mediaoneutah.com

Salt Lake Tribune
PO Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary
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PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT ExecutiveDirector

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

September 28, 2009

VIA E-MAIL: naclegal mediaoneutah.com

Salt Lake Tribune
PO Box 45838
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Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.
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Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary
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To: <jsweet@utah.gov>

Date: 10/1/2009 4:56 PM
Subject: Legal

Jean,
The legal Notice of Agency Action - Nowfield Production 20090928 will
run on October 6, 2009.
Thank you,

Bonnie Parrish
Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066
(435) 722-5131
(435) 722-4140 Fax
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Sincerely,
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Executive Secretary
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WEST VALLEY CITY, UTAH 84170 CUSTOMER'S
FED.TAX l.D.# 87-0217663 PROOF OF PUBLICATION COPY

CUSTOMER NAME AND ADDRESS ACCOUNT NUMBER DATE

DIV OF OlL-GAS & MINING 9001402352 10/5/2009
1594 W NORTH TEMP #1210 BEFORETHE DIVISION OF OlL, GAS AND MINING

P.O. BOX 14580 1 DEPARTMENSTTFENATUURAALHRESOURCES

SALT LAKE CITY, UT 84114 NOTICCUOF NCC ION

IN THE MATTER OF THE APPLlCATION OF NEWFIELD PRODUC-
TlON COMPANY FOR ADMINISTRATIVEAPPROVAL ÓF CERTAIN
WELLS LOCATED IN SECTIONS 24, 26, 27, 34, 35, 36
TOWNSHIP 8 SOUTH, RANGE 16 EAST, DUCHESNE COUNTYACCOUNT NAME uvAM, As cLASS fl 1NJECTIONWELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE
ABOVE ENTITLEbMATTERDIVOF OIL-GAS & MINING,
Notice is hereby given that the Division of Oil, Gas and Min-
ing (the "Division') is commencing an informal adjudicative

TELEPHONE ADORDER# / FNVOICE NUMBI Ccoi"pan'yfco adem setraa p at n New ed o nc9

wells:
Hawkeye Unit:
Ball Weevil 26-13-8-16 well located in NW/4 SW/4, Sec-

8015385340 0000502572 / tion 26, Township 8 South, Range 16 East
Monument Butte Federal NE 14-26-8-16 well located in SE/4

$6ÏI.EDUll ute 348 16 wl locce in NW4

M$nuinelli Federál 1035-Š- 6 ovell locAte$ÏnNW/4 SE/4,
Section 34, Township 8 South, Range 16 East

Start 10/02/2009 End 10/02/2009 Monument Butte Federal 16-34-8-16 well located in SE/4
SE/4, Section 34, Township 8 South, Ronge 16 East
Federal 1-35-8-16 well located in $E/4 SE 4, Section 35,
Township 8 South, Range 16 EastCUST, REF. NO- Monument Federal 2A-35-8-16 well located in NW 4 NE/4,
54ction .25 Townchin R S.nath, Onnrja 1A Fryt
Monument Butte State 4-36-8-16 well located in NW/4
NW/4, Section 36, Township 8 South, Range 16 East
Monument Butte NE Unit:
Monument Butte Federal NE 16-24-8-16 well located in SF/4
SE/4, Section 24, Township 8 South, Range 1 6 East
Monument Butte Federal 16-26-8-16 well located in SE/4CAPTION $E/4, Section 26, Township 8 South, Range 16 East
Travis Unit:
Monument Butte Federal 16-27-8-16 well located in SE/4
SE/4, Section 27, Township 8 South, Range 16 East

BEFORE THE DIVISION OF OIL, GAS AND MINI Monument Butte Federd! 6-.34-8-16 well located in SE/4
NW/4, Section 34, Township 8 South, Range 1 6 East
Wells Draw Unit:

«,g Federal 13-34-8-8-16 well located in NW A SW 4, Section' I 34, Township 8 South, Range 1 6 East
Wells Draw 14A-34-8-ló well located in SE/4 SW/4, Sec-
tion 34, Township 8 South, Range 16 East

84 Lines 2.00 COLUMN Duchesne County, Utah, for conversion to Class il injection
wells. The proceeding will be conducted in accordance with

B ES RATE Utah Admin. R649-10, Administrative Procedures.

water injection. The maximum requested injection pressures

2 and rates will be determined based on fracture gradient in-
formation submiited by Newfield Production Company.

MISC. CHARGES AD CHARGES intervene in the proceeding must file a written protest or no-
tice of intervention wdh the Division within fifteen days fol-
lowing publication of this notice. The Division's Presiding Offi-
cer for the proceeding is Gil Hunt, Associate Director, at P.O.
Box 145801, Salt Lake Oty, UT 84114-5801, phone num-
ber (801) 538-5340. If sucha protest or notice of interven-
tion is received, o hearing will be scheduled in accordance
with the oforementioned administrative procedural rules.

TOTAL COST Protestants and/or interveners should be prepared to demon
strate at the hearing how this ma11er affects their interests.

Dated this 28th day of September, 2009.

215.00 STATEOF UTAH
DIVlSION OF OIL, GAS & MINING

s/ Gil Hunt 1

AFFIDAVIT OF PUBLICATION esoii,""¿eete,
502572 . UPAXLP

AS NEWSPAPER AGENCY CORPORATION LEGAL BOOKER. I CERTIFY THAT THE ATTACHED ADVERTlSEMENT OF
BEFORE THE D.IVISION OF OIL, GAS AND MINI FOR DIV OF OIL-GAS & MINING,
WAS PUBLISHED BY THE NEWSPAPER AGENCY CORPORATION. AGENT FOR THE SALT LAKE TRIBUNE AND DI SERET
NEWS, DAILY NEWSPAPERS PRINTED IN TIIE ENGLISH LANGUAGE WITH GENERAL CIRCULATION IN LTTAll AND
PUBLISHED IN SAl T LAKE CITY, SALT I AKE COlÏNTY IN THE STATE OF UTAH.

I UBLISllt D ON 10/02/ 09 End 10/02/2009

DATE 10/5/2009

THIS IS NOT A STATEMENT BUT A "PROOF OF PUBLICATION"
PLEASE PAY FROM BILLING STATEMENT

WEST VALLEY CITY, UTAH 84170 CUSTOMER'S
FED.TAX l.D.# 87-0217663 PROOF OF PUBLICATION COPY
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Dated this 28th day of September, 2009.
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DIVlSION OF OIL, GAS & MINING

s/ Gil Hunt 1
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EAST, DUCHESNE
COUNTY, UTAH, AS
CLASS Il INJECTION
WELLS.

THESTATEOFUTAH
TO ALL PERSONS IN-
TERESTED lN THE
ABOVE ENTITLED
MATTER.

Notice is hereby given
that the Division of Oil,
GasandMining(the"Di-
vision") is commencing
an informal adjudicative
proceedingtoconsiderthe
application of Newfield
Production Company for
administrative approval
of the following wells:

Hawkeye Unit:
Boll Weevil 26-13-8-

16 well located in NWl4
SW/4, Section 26, Tówn-
ship 8 South, Range 16
East

Monument Butte Fed-
eral NE 14-26-8-16 well
located in SE/4 SW/4,
Section 26, Township 8
South, Range 16 East

Monument Butte
Unit

Monument Butte
Federal 2-34-8-16 well
located in NW/4 NE/4,
Section 34,Township 8
South, Range 16 East

Monument Federal
10-34-8-16 well located
in NW/4 SE/4, Section
34, Township 8 South,
Range 16 East
e Monument Butte Fed-
eral 16-34-8-16 well
located in SE/4 SE/4,
Section 34, Township 8
South, Range 16 East

Federal1-35-8-16well
located in SE/4 SE/4,
Section 35, Township 8
South, Range 16 East

Monument Federal
2A-35-8-16 well located
in NW/4 NE/4, Section
35, Township 8 South,
Range l6 East

Monument Butte State
4-36-8-16 well located in
NWl4 NWl4, Section 36,
Township 8 South, Range
16 East

Monument Butte NE

Monument Butte Fed-
eral NE 16-24-8-16 well
located in SE/4 SE/4,
Section 24, Township 8
South, Range 16 East

Monument Butte Fed-
eral 16-26-8-16 well
located in SE/4 SE/4,
Section 26, Township 8
South, Range 16 East

Travis Unit:
Monument Butte Fed-

eral 16-27-8-16 well
located in SE/4 SE/4,
Section 27, Township 8
South, Range 16 East
Continued on next
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Wells Draw 14A-34-8-16

Location: 34/8S/16E API: 43-013-32330

Ownership Issues: The proposed well is located on BLM land. The well is located in the Wells
Draw Unit. Lands in the one-half mile radius of the well are administered by the BLM. The
Federal Government is the mineral owner within the area of review. Newfield and other various
individuals hold the leases in the unit. Newfield has provided a list of all surface, mineral and
leaseholders in the half-mile radius. Newfield is the operator of the Wells Draw Unit. Newfield
has submitted an affidavit stating that all owners and interest owners have been notified of their
intent.

Well Integrity: The proposed well has surface casing set at 314 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,206 feet. Although the cement bond log is
inconclusive, calculations based on the cement reported in the well completion report indicate
adequate bond in this well up to about 2,520 feet (calculated top of "lite" cement). A 2 7/8 inch
tubing with a packer will be set at 4,629. Higher perforations will be opened at a later date. A
mechanical integrity test will be run on the well prior to injection. There are 4 producing wells
and 3 injection wells in the area of review. The proposed injection well is one of 4 shut-in wells.
All of the wells have evidence of adequate casing and cement.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is at a depth of approximately 700 feet. Injection shall be limited to the interval
between 4,246 feet and 6,210 feet in the Green River Formation. Information submitted by
Newfield indicates that the fracture gradient for the 14A-34-9-16 well is 0.76 psi/ft., which was
the lowest reported fracture gradient for the injection zone. The resulting minimum fracture
pressure for the proposed injection interval is 1,842 psig. The requested maximum pressure is
1,842 psig. The anticipated average injection pressure is l100 psig. Injection at this pressure
should not initiate any new fractures or propagate existing fractures in the adjacent confining
intervals. Any ground water present should be adequately
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intervals. Any ground water present should be adequately



South Wells Draw 14A-34-8-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Wells Draw Unit on December 1, 1993. Correlative rights issues were addressed at this time.
Previous reviews in this area indicate that other mineral resources in the area have been protected
or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director
Governor Division of Oil, Gas and Mining

GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

December 9, 2009

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Wells Draw Unit Well: Wells Draw 14A-34-8-16, Section 34, Township 8 South, Range 16 East,
SLBM, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II injection
well. Accordingly, the following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting
for Underground Injection Control ("UIC") Class II injection wells pursuant to Utah
Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted
by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a
regular basis. Any pressure changes observed shall be reported to the Division
immediately.

A final approval to commence injection will be issued upon satisfactory completion of the
listed stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact Mark Reinbold 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

Gil Hunt
Associate Director

GLH/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County UTAH
Newfield Production Company, Myton DNRWell File

N:\O&G Reviewed Docs\ChronFile\UIC

1594 West Noith Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MININGtelephone(801) 538-5340 • facsimile(801) 359-3940 . TTY (801) 538-7458 •
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GARY R. HERBERT Executive Director
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director
Governor Division of Oil, Gas and Mining

GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-355

Operator: Newfield Production Company

Well: Wells Draw 14A-34-8-16

Location: Section 34, Township 8 South, Range 16 East

County: Duchesne

API No.: 43-013-32330

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on December 9, 2009.

2. Maximum Allowable Injection Pressure: 1,842 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,246' - 6,210')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: 2 · 7 ' I
ohn Rogers Date

Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton UT^H
Duchesne County DNRWell File

N:\O&G Reviewed Docs\ChronFile\UIC\Newfield\Wells Draw

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile(801)359-3940 • TTY (801) 538-7458 • www.ogm.utah.gOV OR, GAS &
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O
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
i LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING ys, gyg_47,7,

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepenexisting wells belowcurrentbottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENT NAME;

wells, or to drill horizontal laterals. Use APPLICATlON FOR PERMIT TO DRILL form for such proposals. GMBU

l. TYPEOFWELL: 8. WELLNAMEandNUMBER:

OIL WELL GAS WELL O OTHER WELLS DRAW 14A-34-8-16

2. NAME OF OPERATOR; 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301332330
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WlLDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 729 FSL 1963 FWL coUNTY: DUCHESNE

OTR/OTR, SECTION, TOWNSHIP, RANGE. MERIDIAN: SESW, 34, T8S, Rl6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASlNG REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

03/14/201 1 CHANGE TO PREVlOUSPLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL

(SubmitOriginalForm Only)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUClNGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Put on Injection

CONVERT WELL TYPE O RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 8:30 PM on 03/14/2011.

I

EATILREEASEP idicy havez-Naup TITLEg Adm istrlative Assstant

(This space for State use only)

RECENED
MAR2 1 2011

DN.0F0\L,GAS&
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RECENED
MAR2 1 2011

DN.0F0\L,GAS&

O
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
i LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING ys, gyg_47,7,

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepenexisting wells belowcurrentbottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENT NAME;

wells, or to drill horizontal laterals. Use APPLICATlON FOR PERMIT TO DRILL form for such proposals. GMBU

l. TYPEOFWELL: 8. WELLNAMEandNUMBER:

OIL WELL GAS WELL O OTHER WELLS DRAW 14A-34-8-16

2. NAME OF OPERATOR; 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301332330
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WlLDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 729 FSL 1963 FWL coUNTY: DUCHESNE

OTR/OTR, SECTION, TOWNSHIP, RANGE. MERIDIAN: SESW, 34, T8S, Rl6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASlNG REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

03/14/201 1 CHANGE TO PREVlOUSPLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL

(SubmitOriginalForm Only)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
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FORM 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

Expires: July 31,2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-47171
Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indtan, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unitor CA/Agreement, Name and/or

GMPU
1. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WELLS DRAW 14A-34-8-16

NEWFIELD PRODUCTION COMPANY " API Ell .

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332330
Myton, UT 84052 435 646 3721 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) GREATER MB UNIT
729 FSL 1963 FWL 11. County or Parish, State

SESW Section 34 TSS RI6E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off
Notice of Intent

AlterCasing O FractureTreat Q Reclamation Q Well Integrity

O Subsequent Report CasingRepair O New Construction Q Recomplete Other
ChangePlans O Plug & Abandon Q Temporarily Abandon Put on Injection

Final Abandonment Convertto Injector O Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filedonlyafter all requirements, including reclamation, have beencompleted, and the operator has determinedthat the site is ready for final
inspection.)

The above reference well was put on injection at 8:30 PM on 03/14/2011.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

L4cv Ch4vez-Na4poto Administrative Assistant
Signatur Da

3/15/2011

IS SPACE FOR FEDERAL OR STATE OFFICE USE

Acorovedby Title pate
Conditions of approval, if any, are attached. Approvalof this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the avolicant to conduct overations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency ofthe United
States anv false. fictitious and fraugulent statements or representations as to arv matter within its jurisdiction

(Instructions on page
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IS SPACE FOR FEDERAL OR STATE OFFICE USE
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States anv false. fictitious and fraugulent statements or representations as to arv matter within its jurisdiction
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Spud Date: 811512002 Wells Draw 14A-34-8-16 
Put on Production: 91\ 712002 

GL. 5650' KB: 5660' 

SURfACE CASING 

CSG SIZE S-S'S" 

GRADE I-55 

WEIGHT 21. 

LENGTH, 7 jt. (J06,12') 

DEPTH LANDED: 31412' KI:l 

HOLE SIZE:12-li4" 

C6ME:'IIT DATA: 145 sxs Class "G" erne cst 3 bbls ClOt to slU'f 

PROOUCTION CASING 
CSG SI7.E: 5-1/2" 

GRADE ' ]-;5 

WEIGHT: 15.5# 

LENGTH , 140j15, (6208 51') 

DEPTH LANDED: 6106,11 - KB 

HOLE SIZE: 7-7iS" 

CelTI~nt Tt~p;Z~ soo· 

CEMFNT DATA .'25!J:c. Premo Lite 11 Ini;(oo & 450 sxs jOl50 IIOZ. 

C'EMENTTOP AT: Sll()-

TUBING 

SIZEIGRADElWT, 2-118"/ .1-55 '6.5# 

NO OF JOINTS, 14711. (J614 1'1 

SEATING N)PPLE: 2-7/8"(1. 10') 

SN LAJ\'DEO AT 4620 .. ' KB 

CE (g ' 630 1;' 

TOTAL STRING LE:-IGTH EOTQb 4635' KIl 

Wells Draw Uni t 1~'\ -34-8-16 
729' fSL & 1963' fWL 

SE:SW Section 34-T8S-RI6E 
Duchesne Co, Utah 

API #43-013-32330; Lease #UTU-4717! 

Injection Wellborc 
Diagralll 

r 
I 

,~ , 

)1 

" 1 

~ 
I 
I 

r clckcl ({i. 4631 

EOT la 4635-

4664--4689' 

485 l' ,486~' 

4943'-4950 ' 

4?56'-4973' 

52S4 '-5 1~9' 
555\ '-5554' 

555S'-S5!!8' 
5606'-5614' 

5659'-5684' 

56,8--57 14 ' 

51IS'-5n" 

5S14'·58.lS' 

IBM -5S1C,' 
5897'-5900' 
5905'-59 10' 

j94b'·59S2 

5911'-5919' 

" 

TupofFiIl ;tltllr>O' 

I'BTD (ri 6185' 

SHOE la 6206' 

TD'~ 6210' 

FRAC JOB 

9,tli02 555\'·5124' 

9<11'02 ;254'-5289' 

'1112 '02 466~ --4o~9' 

11,15103 

01104'1 I 

02111 I I 

lnilia! Production: 18 BOPD, 
5,5 MeED, 74 BWPD 

l'rac CI' .5. J . 2. 2, 3, .l sands as follows; 
81,COO" 20/40 .. nd Ul 61S bbb Viklcg I -~S 

tluld. Trcafed(g il\g press of IS69 PSt w/a"g 
rateof26 RPM. (SUJ 1880 pSI Cate flush 
5814 ga l. ActuaL flmh. 57i5 !pl 

Frac I.OOC $!lnlfs as fo llows: 
149,000# 20140 sand in 10) I bbls Viking 1-25 
nuKi. Trealed 0 8Xg press 1.lf 1235 psi w/avg 
rale o f 2~. i B?M. LSIP 2110 pSI. Cah:: Dush: 
5551 ~al. AClUal nus-h ' S50~ gal. 

Fr2.c 8 2 sAnLis ax follo\Y~: 

20_836~ 20140 sand in 264 bbls Vik ,ng 1-25 
fluid. TI\::a l cd(~· a""g pr~ or 2345 pSI \ldayg 
rilteo( 25 RPM tSIP- l880 pSi. Calc nush-
5284831. AltU.a1 flush' :!~O S gal. 

f rac 0 1 and DS2 Sfinds ~s folJo¥'los: 
144,900# 2tl140sand U\ 960 Obis Vlkmg 1-25 
fhud. Tre.-1tcd {£t. a .. s press or IS70 psi w/avg 
rate of 25 BPM ISJ P 2250 psi. Calc OLL<;h-
4551 gal. Actu<11 flush . 4767 gill 

Fnc PB sRnds as fu llows: 

54.936# 20/40 sand in 43 _~ bbls Vl.klllg (·25 
fluid . Tre.lled C!.t. a\.g press or 16;g psi "ia'Vg 
ratc of 25 fiPM ISIP 2140 pSI Cak Gush' 
4Cl6cl g.t!. Acluall1ush 457R ga l 

rump Chllnge. Updal~ Tllddelaib, 

Con\lert to (njection weU 

Convtl'Sion M[T completed - update: tbg: 
d~IOJ.1 

PERfORATION RECQRD 

9'10;02 5973'-5979' 4 JSPF 24 boles 
9( 10/02 5946--5952' 4 ,JSI)f 24 iloles 

9/10/02 5905'-5910' 4 JSI'F 20 holes 

9:IQjO~ 5897'-590U' 4 JSPF 11 holes. 

9!l0!02 5%6'-58i6' 4 JSI'F 40 holes 

9i \Oi02 5824--;82S' 4 JSP F 16 holes 

9'11/02 57 15 --5724 ' 2.1SPP 12 holt.~ 

91] 1,(12 %88'-57 14' 2 J"'F 52 holes 

9ill;02 %5»'-'684' 1 JSI'P 50 bo les 

9il 1;02 S6~ - -5614' 2 JSPF 16 bole> 

9 II 02 :S'5S'-5.58~' 2 JSPF 60 holes 

9!11,02 5551'-5554 ' :z JS I)~ (\ h;\Ic., 

911 1:02 5284'-5289' 4 JSPF lOh(ll~ 

9112/02 4956'-4973' 4 JSpr 68 holes 

9 .. 12102 4"4)'-4950 ' 4 JSPf 23 holes 
9'12:02 4851'-4861' 4 JSPf 44 hola. 

9'12/02 46<;4'-4689 2 JSPF 50 hoI", 

L(.J'li02·b·11 

Spud Date: 8/15/2002 Wells Draw 14A-34-8-16
Put on Production: 90 7 2002

Initial Production: 18 BOPD,
GL. 5650' ICB: 5660' In¡ection Wellbore 5.5 MCFD, 74 BWPD

Diagram

SURFACE CASING FRAC JOB

CSGSIZE 5-55" 91192 W24 -5919 FracCP.5,1,2,1,3,3sandsasfeitows:
8 1,000#20|40 sand in 613 oba Vikir.g L25GRADI J-55
Suid. Tiented avg press of 1869 psi wiavg

WEIGHT 2¾ rarcof 26 RPM (SlP 1880 pst Calc lush

LENGTH:7 its (306.t2'l 5874 gal. Actual thish. 5T15 g:d.

9 11702 5551 .5724 Frac LODC sands as follows:DFPTH LANDED: 3 4 12 Kis
249,000420/40Sand in 1631 bbis Viking f.25

HOL£ SIZE 12-li4" fluid. Treatedg avg press of 2235 psi w/avg
rateot 24.7 BPM. lSIP2110 psi. Cak flush:CEMENT DA lA: IAS us Class G cmt, est 3 bbis emt to surf
5551 gal. Acmal ilush 5502 gal.

9Il02 52ST-5289 FracB2sandsasfollows;
20.836420/40 sand in 264 bbis Vik.ng L25
fluid. Treaiedy asg press of 1345 pst wtavg
rateof 25 BPM [SIP l880pst Cale tlush
5284gal. Actual tlush 5208 gat

Cement Tog>(n 500
9/12/02 485 I 4973 Frac Di and DS2 sands as follows:

PRORUCTIONCASING 114.9004 20/40sand m 960 bbls Viking i 25
CSC SIZE in 2" fluid Treatediti avg press of 1870 psi wtavg

rateof25 RPM. ISIP 2250 psi. Cale flushGRADE. 1-55
4851 gal. Actual ílush. 4767 gal.

WEIGHT: i 5.5# l2 02 4664 -4689 Frac PB sands as follows:
LENGTII. 140 jis (6208 5 ) 54.9364 20/40 sartd in13.5 bbis Vikog [-25
DFPTH LANDED: 6206 I I K13 flttid. Treatedfä arg press of 1658 psi wlaag

rateof2513PM ISIP2140psi Cakflusk
ROLT SIZE 7-7 8 4664 µL Actual11ash. 4573 gal.
CEMENT DATA 325 xxs frem Lito Il mixed & 450 su 50/50 POZ. I l 15/03 Pump Change. Update reddelatb.

COŒNT TOP AT. 500
02 011 Convert to injection well

02/11 11 Conversion MIT completed updatetbg
detall

TUI|llNQ
SIZE/GRADE/WT. 2 ?/5' ' I-55 '6.5#

NO OF.K)lNTS. 147> (4614 l's

SEATINGNlPPI,E: 2-M"f t 10')

SN I ANDED AT 4626.4 KB

CE 463075
Packet 3 1611

TOTAL STRING LE.NGTH EOTy 4635 KB

5558 SSR 9 10 02 5973 5979 4 JSPF 24 hoics
5506 5614 +10/02 5946 5952 4]SPF 24holes

5659 5684' 9/I(ht)2 5905 -5910 4 JSPF 20 holes
568T-5/la 9 10/02 589T-5900 4 JSPF 12 holes
57 IS -572f 9/10/02 5866 -5476 4 JSPF 40 holes

5824 425 9/10/02 SS2f-582T 4 JSPF in holes

5866 -587 9 11/02 5710-5724 2 1SPF I2 holes
539T 5900 9 11 02 568W 57\f 2 J%PF 52 botes
5905 5910 9 11 07 5659 -5684 2 JSPF 50 boles

9 11 92 5606 5614 2 JSPF 16 holes

5946 .5952

9 1i 02 5458 -5588 2 JSPF 60 holes

597¥-5999, 9 11 02 5551 -5554 2 JSPF 6 Mks

9 11 02 5284 -5289 4 ISPF .70hoks

9 12 02 4956 4973 4 JSPF 63 holes

9 12 02 4943 4950 4 JSPF 23 holes

9 12 02 4851 -4362 4 JSPF 44 holes

9 12 02 4664 -4689 2 JSPF 50 holes
Top .äFill <i 5I60

NEWFIELD ""'"
SROE la 6206

TD á 6210Wells Draw Unit 14A-34-8-16
729 FSL & 1963 FWL

SE;SW Section 34-T8S-R16E
Duchesne Co, Utah

API #43-013-32330; Lease #UTU-47171

l.CN

Spud Date: 8/15/2002 Wells Draw 14A-34-8-16
Put on Production: 90 7 2002

Initial Production: 18 BOPD,
GL. 5650' ICB: 5660' In¡ection Wellbore 5.5 MCFD, 74 BWPD

Diagram

SURFACE CASING FRAC JOB

CSGSIZE 5-55" 91192 W24 -5919 FracCP.5,1,2,1,3,3sandsasfeitows:
8 1,000#20|40 sand in 613 oba Vikir.g L25GRADI J-55
Suid. Tiented avg press of 1869 psi wiavg

WEIGHT 2¾ rarcof 26 RPM (SlP 1880 pst Calc lush

LENGTH:7 its (306.t2'l 5874 gal. Actual thish. 5T15 g:d.

9 11702 5551 .5724 Frac LODC sands as follows:DFPTH LANDED: 3 4 12 Kis
249,000420/40Sand in 1631 bbis Viking f.25

HOL£ SIZE 12-li4" fluid. Treatedg avg press of 2235 psi w/avg
rateot 24.7 BPM. lSIP2110 psi. Cak flush:CEMENT DA lA: IAS us Class G cmt, est 3 bbis emt to surf
5551 gal. Acmal ilush 5502 gal.

9Il02 52ST-5289 FracB2sandsasfollows;
20.836420/40 sand in 264 bbis Vik.ng L25
fluid. Treaiedy asg press of 1345 pst wtavg
rateof 25 BPM [SIP l880pst Cale tlush
5284gal. Actual tlush 5208 gat

Cement Tog>(n 500
9/12/02 485 I 4973 Frac Di and DS2 sands as follows:

PRORUCTIONCASING 114.9004 20/40sand m 960 bbls Viking i 25
CSC SIZE in 2" fluid Treatediti avg press of 1870 psi wtavg

rateof25 RPM. ISIP 2250 psi. Cale flushGRADE. 1-55
4851 gal. Actual ílush. 4767 gal.

WEIGHT: i 5.5# l2 02 4664 -4689 Frac PB sands as follows:
LENGTII. 140 jis (6208 5 ) 54.9364 20/40 sartd in13.5 bbis Vikog [-25
DFPTH LANDED: 6206 I I K13 flttid. Treatedfä arg press of 1658 psi wlaag

rateof2513PM ISIP2140psi Cakflusk
ROLT SIZE 7-7 8 4664 µL Actual11ash. 4573 gal.
CEMENT DATA 325 xxs frem Lito Il mixed & 450 su 50/50 POZ. I l 15/03 Pump Change. Update reddelatb.

COŒNT TOP AT. 500
02 011 Convert to injection well

02/11 11 Conversion MIT completed updatetbg
detall

TUI|llNQ
SIZE/GRADE/WT. 2 ?/5' ' I-55 '6.5#

NO OF.K)lNTS. 147> (4614 l's

SEATINGNlPPI,E: 2-M"f t 10')

SN I ANDED AT 4626.4 KB

CE 463075
Packet 3 1611

TOTAL STRING LE.NGTH EOTy 4635 KB

5558 SSR 9 10 02 5973 5979 4 JSPF 24 hoics
5506 5614 +10/02 5946 5952 4]SPF 24holes

5659 5684' 9/I(ht)2 5905 -5910 4 JSPF 20 holes
568T-5/la 9 10/02 589T-5900 4 JSPF 12 holes
57 IS -572f 9/10/02 5866 -5476 4 JSPF 40 holes

5824 425 9/10/02 SS2f-582T 4 JSPF in holes

5866 -587 9 11/02 5710-5724 2 1SPF I2 holes
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Top .äFill <i 5I60
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SROE la 6206
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729 FSL & 1963 FWL

SE;SW Section 34-T8S-R16E
Duchesne Co, Utah

API #43-013-32330; Lease #UTU-47171

l.CN
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RECEIVED: Jan. 20, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-47171 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 WELLS DRAW 14A-34-8-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013323300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0729 FSL 1963 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 34 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /19 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 01/11/2016 Amy Doebele with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

01/19/2016 the casing was pressured up to 1248 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1594 psig during the test. There was a

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 1 /20 /2016

January 21, 2016

Sundry Number: 69200 API Well Number: 43013323300000Sundry Number: 69200 API Well Number: 43013323300000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-47171

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well WELLS DRAW 14A-34-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013323300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0729 FSL 1963 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 34 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/ 19 /2 0 16
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 01/11/2016 Amy Doebele with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

01/19/2016 the casing was pressured up to 1248 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1594 psig during the test. There was a January 21, 2016

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/20/2016

RECEIVED: Jan. 20,

Sundry Number: 69200 API Well Number: 43013323300000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-47171

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well WELLS DRAW 14A-34-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013323300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0729 FSL 1963 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 34 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/ 19 /2 0 16
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 01/11/2016 Amy Doebele with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

01/19/2016 the casing was pressured up to 1248 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1594 psig during the test. There was a January 21, 2016

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/20/2016

RECEIVED: Jan. 20,



RECEIVED: Jan. 20, 2016

Sundry Number: 69200 API Well Number: 43013323300000Sundry Number: 69200 API Well Number: 43013323300000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date idi Time i 1 i 4 O anig
Test Conducted by: IrligWT L ASS
Others Present:

Well: UCD i 4 A - 34 - 9 \ G Field: (V\evwamt Boh.,
Well Location: API No: 990 tSS 2 3 30Ducheste counTV, UTAM

Tj_me Casing Pressure

0 min Û psig
5 I , 1 S i psig

10 / 1 $Û psig
15 j psig
20 / 1 psig
25 , 2 psig
30 min ( 1 9 psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: \ 5 9 psig

Result Pass

Signature of Witness: y 9-
Signature of Person Conducting T

Sundry Number: 69200 API Well Number: 43013323300000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date idi Time i 1 i 4 O anig
Test Conducted by: IrligWT L ASS
Others Present:

Well: UCD i 4 A - 34 - 9 \ G Field: (V\evwamt Boh.,
Well Location: API No: 990 tSS 2 3 30Ducheste counTV, UTAM

Tj_me Casing Pressure

0 min Û psig
5 I , 1 S i psig

10 / 1 $Û psig
15 j psig
20 / 1 psig
25 , 2 psig
30 min ( 1 9 psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: \ 5 9 psig

Result Pass

Signature of Witness: y 9-
Signature of Person Conducting T



RECEIVED: Jan. 20, 2016

Sundry Number: 69200 API Well Number: 43013323300000
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INSPECTION FORM 6 STATE OF UTAH 
DIVISION OF OIL GAS AND MINING 

INJECTION WELL - PRESSURE TEST 

Well Name: 1J..?t> 14J4, 31'cr./ {::z API Number: 0(3' a,a.:33e 
Otr/Otr: Section:::! Township: ~ Range: I I, e: 
Company Name: N" _ ¢<.UOJ. & 
Lease: State Fee, ___ _ 
Inspector:l;>,. • ." • • l ~ Ie c:5 

Federal '" 
Date: ,"" l 

Indian'---__ _ 

Initial Conditions: 

Tubing - Rate:, __ O=--_____ _ pressure:_-IIL...;5C_'l-l· ,-'1_-- psi 

CasinglTubing Annulus - Pressure: () psi 

Conditions During Test: 

Time (Minutes) 

o 
5 

10 

15 

20 

25 

3~ 
ResUlt~Fail 

Conditions After Test: 

Annulus Pressure 

12.S" I 

Tubing Pressure: 1 $"9 S- psi 

CasinglT,:,bing Annulus Pressure: _--"'V _____ psi 

Operator Representative 

Tubing Pressure 

1~7Y 

1C"1Y 

INSPECTION FORM e STATEOF UTAH
DIVISION OF OIL GAS AND MINING

INJECTION WELL - PRESSURE TEST

WellName: INþ ¡WI .
3ý·¾·/ fa API Number Ot3· &$..33

Qtr/Qtr: Section: 34 Township: Range: I IN
Company Name: p)4a MA
Lease: State Fee Federal Indian
Inspectort s Date: I

Initialb non- aone

Pressure: psi

Casing/Tubing Annulus - Pressure: psi

Conditions DuringTest:

Time (Minutes) Annulus Pressure Tubing Pressure

25 |

Res /Fail

Conditions After Test:

Tubing Pressure: 4$9 5 psi

Casing/Tubing Annulus Pressure: psi

Operator
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